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CHAPTER 1 
INTRODUCTION 



1-1. Purpose 

This manual establishes minimum requirements for the process of commissioning mechanical systems 
supporting major fixed command, control, communications, computers, intelligence, surveillance, and 
reconnaissance (C4ISR) facilities. The purpose of this manual is to provide facility managers the 
information necessary to plan for and implement commissioning of mechanical systems. The 
commissioning process (sometimes referred to as "acceptance testing") includes achieving, verifying, 
testing, accepting, and documenting that the performance of mechanical systems meets design intent and 
the owner and occupant needs. Ideally, the process begins at the program phase and lasts at least one year 
after project-closeout. The commissioning process involves the participation of all parties in the building 
delivery cycle, including, but not limited to representatives of the owner, designer and appropriate 
contractors. At project closeout, systems needed for immediate operation of the facility have been tested 
and are considered acceptable. Upon achieving final acceptance at the conclusion of the post acceptance 
period, the last step of the commissioning process, the owner and/or his operating and maintenance (O & 
M) contractor take over full ownership and responsibility of the mechanical systems. 

1-2. Scope 

This manual shall be used for the process of commissioning mechanical systems in C4ISR facilities. The 
commissioning process applies to all phases of a facility's life-cycle including program, design, 
construction, acceptance, post-acceptance phases and training of O & M staff, and can be applied 
throughout the life of the building. This technical manual applies to assessment/testing of new 
construction (i.e., commissioning), reassessment/retesting of existing facilities, or facilities modified or 
fitted with new equipment (i.e., re-commissioning), and also to assessment/testing of operating facilities 
which were not commissioned when new (i.e., retro-commissioning). The requirements of this manual 
are predominantly for testing systems. It is assumed that detailed/comprehensive individual testing of 
equipment has been completed. The mechanical systems included are for specifically designated fixed 
ground-based facilities in a threat-hardened C4ISR network. 

1-3. References 

Required and related publications and prescribed forms are listed in appendix A. 
1-4. Objectives 

Survivable C4ISR capabilities are essential for a credible military deterrent. This manual supports threat- 
survivability objectives by providing standardized commissioning and re-commissioning of mechanical 
systems for support of fixed ground-based facilities in a threat-hardened C4ISR network. These uniform 
requirements ensure balanced threat hardening for all critical facilities in the network. 
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The purpose of mechanical systems commissioning is to increase the reliability of mechanical power 
systems after installation by identifying problems and providing a set of baseline values for comparison 
with subsequent routine tests. A procedure should be developed to include a planned approach (road 
map) of what should be done in order to verify the proper system installation. This procedure is the 
commissioning plan. Specific areas addressed in a commissioning plan include the verification of the 
installation of all equipment/components, interface connections between equipment and individual 
systems, and interconnection drawings. The development of this test plan specific to each system and/or 
component is key to the usefulness of any maintenance program. The plan consists of the schedule of 
when acceptance and routine tests should be performed, test forms to be used to record the outcome of the 
tests which are retained for comparison with previous and subsequent tests, and a listing of the required 
test devices. Since the results of the commissioning tests become baseline test values to compare with 
later tests and the results of the routine maintenance tests are compiled to identify any downward trend in 
performance, it is vital to the maintenance program to have accurate and complete records. To perform 
the testing, the plan lists all required tests in order of performance and gives a schedule for each test. The 
work items and schedule depend on many items including the importance and cost of the equipment, 
consequences of failure, age of equipment, past and future frequency of service, hours of operation, future 
maintenance availability, environmental conditions, and safety requirements. 

1-6. Component testing 

The reliability of any system is dependent on the interconnection of the equipment and the equipment 
itself. This manual's purpose is predominately for testing of mechanical systems themselves. It is 
assumed that the detailed and comprehensive individual testing of equipment has been completed before 
the commencing of commissioning of the system. However, general testing procedures for the 
components of the systems described in this manual are addressed in chapter 3. Commissioning 
requirements for the system components are typically provided with the original proposal for the 
procurement of the equipment. The requirements provided by the equipment manufacturer should be 
adhered to in addition to the recommended testing herein. Although there are many of different 
components to any mechanical system, there are some tests that are common among the equipment. 
Examples of the common testing procedures include the assembly check, alignment check, grounding 
verification, insulation resistance tests and polarization index to name a few. These common tests are 
described in detail in chapter 2. Sufficient time should be allocated to define the inspections required, 
perform the check, and document the results. A review of the system drawings will show major pieces of 
equipment. Specific procedures should be developed for each test referencing the equipment to be used, 
drawings to be followed, and step by step procedures with readings to be recorded and forms for the 
results. 

1-7. System commissioning testing 

Mechanical systems commissioning on new projects is critical to ascertain that a system is installed 
properly and that it will remain in service for its projected life cycle. The commissioning of a system 
encompasses the individual testing of the related components, the verification of the component 
interconnection against the drawings, and the functional testing of the system as a whole. An 
understanding of the equipment involved and the modes of operation for a system are essential to the 
development of the system commissioning plan. A survey of the equipment of the system and listing the 
equipment in order of importance and startup is the first step in developing the commissioning plan. The 
schedule of the tests and inspections is dependent on many aspects of the equipment such as its 
importance and cost, the frequency of service, hours of operation, environmental conditions, accessibility, 
and safety requirements. The inspection, testing, and startup plan is then developed in conjunction with 
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this schedule with instructions and procedures for the test plan. Examples of systems testing are 
discussed in chapters 4 through 10. DA Forms 7477-R through 7488-R are checklists designed to assist 
in these inspections and tests. They are found as reproducible forms at the end of this manual. Problems 
may arise during the testing of the equipment and systems. In order to identify and correct these 
problems, troubleshooting techniques should be developed. Checking of equipment such as fuses, lights, 
and breakers for continuity, equipment calibration and settings, and investigating for faulty equipment or 
connections should be the first troubleshooting steps. For all problems, the equipment and component 
manuals are consulted for troubleshooting directions. Examples of the possible causes to common 
problems are shown for each system in the chapters that follow. 

1-8. Cost of commissioning 

The cost of commissioning for a mechanical system is dependent upon many factors including the 
system size, complexity and the level of reliability desired. New building construction, renovation of an 
existing building, or the modernization also will affect the cost of commissioning. Experience has shown 
that the initial commissioning cost is more than offset by increased system reliability and reduced 
operating costs. The cost for commissioning a new building can range from 0.5 to 1.5 percent of the total 
construction cost as shown in the table below. For an existing building the commissioning costs can 
range from three to five percent of the total operating costs. Commissioning costs and savings are further 
discussed in chapter 2. 

Table 1-1. Costs of commissioning, new construction 

Commissioning Scope Cost 

Entire building(HVAC, Controls, Electrical, 0.5-1.5% of total construction cost 
Mechanical) Commissioning 

HVAC and Automated Control System Commissioning 1.5-2.5% of mechanical system cost 

Electrical Systems Commissioning 1.0-1.5% of electrical system cost 

Energy Efficiency Measures Commissioning $0.23-0.28 per square foot 

Source: Portland Energy Conservation Incorporated/Building Commissioning Guide, US Department of 
Energy, 30 July 1998 

1-9. Examples of commissioning 

Companies which have said to successfully commission facilities include Westin Hotels and Resorts, the 
Boeing Company, Wal-Mart, and Target. Descriptive examples of other facilities where the 
commissioning process was implemented follow. 

a. Wedge 1, Pentagon, Washington D.C. The five-story Pentagon building built in 1943 has a gross 
area of 6,600,000 square feet. The Pentagon, considered a National Historic Landmark, had never 
undergone a major renovation. Many areas no longer met health, fire and life safety codes, nor did they 
provide reliable electrical, air conditioning and ventilating services. Rented boilers and chillers had to be 
brought in and connected to the existing utility distribution system for several years, at a cost of about 
$200,000 a month. As a result of these deficiencies, renovation efforts for the Pentagon were initiated in 
1990. The first phase of the renovation program, completed in 1997, included a new heating and 
refrigeration plant (H&RP) and center courtyard with utility tunnel. The tunnel houses piping and 
conduit to distribute building utilities provided by the new plant, including new steam, chilled water, 
natural gas, domestic water, and fire protection lines. The second phase involved the renovation of the 
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basement and mezzanine. The third phase involves renovation of the 1,000,000 square feet of space in 
Wedge 1 defined as that wedge containing Corridors 3 and 4. Wedges 2 through 5 were scheduled for 
renovation with renovation of the last wedge, Wedge 5, to be completed in 2014. Due to the events of 
September 11, 2001, Wedges 1 and 2 received extensive damage. Clean up and reconstruction operations 
are currently taking place. The completion date, therefore, for renovation of the entire Pentagon is now 
subject to change. 

(1) Renovation of Wedge 1 started with tenants moving out in January 1998. The move-out was 
completed December 31, 1998. This project involved the complete renovation of Wedge 1, including 
demolition and reconstruction of all interior spaces, along with mechanical, electrical, and information 
management and technology (IM&T) systems. 

(2) The design phase was complete and construction was just beginning when commissioning 
activities were initiated. Commissioning included building system design reviews, equipment and 
product data submittal reviews, reviews of O & M manuals, training plans, equipment startup checklists, 
functional performance tests and "as-built" drawings. Commissioning also included execution of 
equipment startup checklists and functional performance tests. 

(3) Commissioning was completed in January 2001, and the grand opening was held on March 8, 
2001. 

(4) Systems in the scope of the Wedge 1 commissioning effort include: heating, ventilating, and 
air conditioning (HVAC), energy management control system (EMCS), indoor air quality system (IAQS), 
natural gas, domestic water, plumbing, lighting, electrical distribution, emergency power, fire/smoke 
alarm systems, fire/smoke protection systems, kitchen and food preparation systems, flexible ceiling, 
lighting, partition systems and vertical transportation systems. The renovation also provides disabled 
accessibility features, preservation of historic elements, installed modern telecommunications support 
features, compliance with energy conservation and environmental requirements and reorganized materials 
handling and safety improvements in vehicular and pedestrian traffic. IM&T systems, of primary 
importance in the design and construction in the Pentagon renovation, were commissioned by specialists 
internal to the Pentagon due to the highly specialized nature of these systems. 

(5) Representatives on the Wedge 1 commissioning team included: IM&T, architect/engineer and 
construction manager (AE/CM), design A/E (DA/E), owner/operator appointed commissioning specialist 
(CS), general contractor (GC), electrical contractor (EC), EMCS contractor, mechanical contractor (MC), 
owner's representative (Owner), owner/operator (O/O) and the testing, adjusting and balancing (TAB) 
contractor. 

(6) The commissioning plan provided for reviews of submittals for: shop drawings and product 
data, installation and startup instructions, operation and maintenance data, sequences of operation for 
HVAC, fire protection, kitchen equipment, electrical equipment, emergency generators, uninterruptible 
power supply, security systems and the EMCS. 

(7) Reviews of procedures and the schedule were required by the commissioning plan. The plan 
addressed functional performance tests, handling of deficiencies, sampling, failure limits and acceptance 
criteria and opposite season testing. Also addressed were training plans, schedule, location, outline, 
instructors qualifications, duration, individuals needing to attend, hands on operation and documentation 
of training sessions. 

(8) No final commissioning report is currently available. 
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(9) For the remaining wedges, the Pentagon will pursue a different approach to renovation. The 
usual design-bid-build approach which requires the Pentagon to develop extensive drawings and 
specifications and places the Pentagon in between the design firm and the construction contractor during 
construction; instead, the new approach will be design-build. This will require the design firm, 
contractor, subcontractors, and the Pentagon to produce a renovated facility with the tenants and owner in 
mind. This cooperative process is most easily conducted through the commissioning process. Starting 
with Wedge 2, commissioning will be initiated at the start of the design phase as it has already been 
implemented in the program phase. The design-build contract will rely on performance specifications. 
This means firms will be told what the Pentagon wants and how those requirements will be validated, but 
there will be no specifics on how they should achieve those goals. Design-build firms will be held 
accountable through a validation process. The marriage uses commissioning to accomplish its objectives. 
Included are systems manuals, training, testing, verification, documentation, and accessibility and 
maintainability of the equipment. The Pentagon will also incorporate in the commissioning plan, energy 
conservation, use of environmentally friendly products, and a wide range of items that impact the 
environment and human health. 

b. Commissioning and re-commissioning of Army HVAC systems. This letter report dated 
September 30, 1998, presents progress and results from United States Army Construction Engineers 
Research Laboratories (USACERL) research and development on commissioning and re-commissioning 
of HVAC systems in Army facilities. This report was prepared by the USACERL in cooperation with 
HQ FORSCOM, the Public Works Business Center O & M staff and the local Corps District. 

(1) USACERL's research objectives were to evaluate HVAC commissioning efforts by 
performing condition assessments and reviewing performance data, re-commission problematic systems, 
develop a standardized commissioning methodology and develop standardized HVAC commissioning 
and re-commissioning procedures. 

(2) During the summer of 1998 condition assessments were performed on five relatively new 
buildings totaling 225,000 square feet of space. The condition assessments documented problems and 
operational deficiencies with HVAC systems. Deficiencies for all five facilities include manual valves 
installed where automatic valves should be, dampers operating improperly or not at all, automatic control 
valves manually positioned, systems set to run in manual mode because of difficulty programming the 
microprocessor or lack of training, systems running full time because of misinformed operations staff, 
systems running in the wrong mode, systems under-sized, improperly sequenced actuators, improperly 
activated economizers, improperly tuned controllers, improperly selected and/or installed sensors and 
transmitters, improperly piped three-way valves, extremely dirty or blocked fan coils, lack of 
documentation to properly operate and maintain the system, lack of or non-functioning test equipment 
and lack of training. 

(3) The condition assessments indicated that the commissioning effort would greatly benefit from 
improved procedures. Most of the identified deficiencies existed when the government took ownership of 
the facilities. They also indicate that the commissioning effort needs coordination in the design phase, 
construction phase and in operation and maintenance. 

(4) A "get well plan" for each facility identifying remedies for each deficiency discovered during 
the condition assessment was prepared and submitted to the maintenance contractors. Many of the 
problems were corrected during re-commissioning. 
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(5) Some commissioning problems stem from lack of funds available for commissioning efforts, 
lack of time, low bid contracts, requirement to develop non-proprietary specifications, lack of 
control/quality afforded because of design-bid-build contracts, control system complexity, poor 
coordination, insufficient/understandable and usable documentation, lack of instrumentation and 
performance verification testing and lack of follow through and participation. 

(6) The report states that USACERL is working with the Louisville District Fort Campbell office 
and the main Louisville District office to improve the commissioning process. Critical elements to the 
commissioning process include coordination; use of a commissioning consultant; buildability, 
constructability, and operability review; streamlining of commissioning requirements; development of a 
submittal register; submittal review; construction inspections and functional performance testing. 
Problems faced by construction and O & M contractors participating in commissioning efforts include 
staff reductions, inadequate funds, complex technologies and lack of training. 

(7) General conclusions on commissioning costs were made. No specifics were given as there are 
no established methods for determining costs or savings. The report stated that it appears that the cost of 
commissioning/re-commissioning is too high for economic justification. Other avenues such as energy 
savings performance contracts (ESPC) are becoming a popular mechanism for funding deferred 
maintenance projects. However, the concern for accurate measurement and verification of energy savings 
exists. 

(8) The report concluded that HVAC projects would benefit from an independent 
commissioning/re-commissioning consultant as in-house resources and expertise are lacking; re- 
commissioning should be accomplished with repairs that require low to no maintenance, and proper 
maintenance of systems over the life of a facility is key for energy efficiency and effective operation. 

(9) Recommendations for future consideration include implementing commissioning in future 
projects, coordinating work with the United States Air Force (USAF), review and revision to guide 
specifications to include performance verification testing, using a commissioning consultant, training on 
commissioning of HVAC systems, developing an O & M PROSPECT (proponent sponsored engineer 
corps training) course, developing ways to evaluate energy loads and usage and review of American 
Society of Heating, Refrigerating, and Air-Conditioning Engineers, Inc. (ASHRAE) commissioning 
guidelines. Also recommended were developing comprehensive condition assessment techniques from 
procedures to required instrumentation and documentation, developing ways to contract these 
assessments, training engineers to conduct assessments, developing energy saving computations, 
developing techniques to monitor ESPCs and a simplified commissioning/re-commissioning process. The 
simplified process would include a set of streamlined, low-tech and simple HVAC control strategies and 
specifications that are easy to design, install, commission, operate and maintain. The strategies and 
hardware should be low cost, low maintenance and include elements of standardization. 

c. Fort Myer, Virginia, commissary. The measured system performance and diagnostic testing report 
for the Fort Myer, Virginia, commissary was prepared for the Defense Commissary Agency (DeCA), 
Directorate of Facilities, Facilities and Programs Division, Fort Lee, Virginia, by the USACERL in 
Champaign, Illinois, in 1997. 

(1) The purpose of this study was to identify deficiencies in the operation of energy systems 
within the commissary. The overall goal of this work was to investigate methods for more efficient 
design and operation of DeCA facilities. 
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(2) Diagnostic testing of energy systems at the Fort Myer commissary was conducted from 
September 1996 through July 1997. Activities included meeting with the maintenance contractor, 
reviewing system design, assessing equipment condition, walking through the facility, reviewing the 
metering plan, collecting data using data loggers, review and repair of equipment, performance 
verification testing (PVT), single-point measurement testing, installation of a kWh pulse meter, repair of a 
facility power meter and checkup visits for operational review of the refrigerant management and control 
system (RMCS). 

(3) Systems and equipment investigated include the chilled water system (CHWS), hot water 
system, refrigeration system, main store air handling system, administrative zone air handling unit 
(AHU), metering, lighting, ventilation and domestic hot water system. 

(4) Throughout the fall of 1996, the maintenance contractor was notified of various findings, and 
corrections or explanations were provided. The period from January to July was used to provide periodic 
checks on overall store operation and to analyze data collected. Of interest throughout this procedure was 
to see how operation of the commissary changed with seasonal weather changes. 

(5) There were two major design-related deficiencies that appear to be systemic with other 
commissaries and should be looked into further by DeCA. The first is the use of a single packaged chiller 
to supply cooling to various zones with different thermal requirements. The second deficiency involves 
the need for manually setting up the automated store systems before each season. The match of 
equipment and HVAC control systems does not allow for year-around automation without some operator, 
maintenance contractor intervention. This can be a costly way to operate a store. 

(6) There are two other design aspects which the study recommends be investigated by DeCA. 
The first is the continued use of supply air rates equal to about 1 cubic foot per minute (cfm) per square 
feet of floor area. This rule-of-thumb for store design is being scaled down to 0.5 cfm or less in light of 
better design methods. The second is the improper specification and subsequent operation of desiccant or 
other forms of dehumidification equipment. 

(7) Numerous small deficiencies were identified and either corrected on-site or reported to the 
contractor and fixed through the maintenance program. Other findings and deficiencies lead to the 
following recommendations. 

(a) Reinstate automated seasonal operation control changes. 

(b) Adjust main air handler valve sequencing. 

(c) Repair, calibrate, and tune as necessary HVAC sensors and rack discharge head pressure 



sensors. 



(d) Repair rack defrost temperature termination problems. 

(e) Repair and reinstate the night setback time clock for the admin zone. 

(f) Repair the ventilation air problem in the administrative offices. 

(g) Obtain and file manuals and drawings for equipment in the mechanical room. 
(h) Investigate store zone temperature inconsistencies. 
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(i) Investigate the Liebert unit used to condition single office. 

(8) The results of the study were quite favorable. Aside from a few apparent problems at the onset 
of the study, the commissary appears to be running rather efficiently. A number of deficiencies (mostly 
minor) were identified throughout the procedure. Any mission-critical problems (such as equipment 
malfunctions) and some other operational deficiencies were repaired at the time of malfunction. 

(9) This report suggests that an economic analysis of the impact of the recommended repairs and 
improvements would require the use of simulation tools. However, simulations are known to fall short 
when trying to model the actual behavior of mechanical systems. Most changes suggested by the report 
are said to be extremely cost-effective and are warranted for comfort, productivity or operation and 
maintenance projects. No costs or savings were provided. 

(10) The report recommends that the DeCA HQ, store personnel, maintenance contractor and the 
USACERL jointly determine the appropriate scope for the re-commissioning effort. Operation of systems 
often reverts back to an inefficient or dysfunctional state if the agreed-upon objectives of these 
organizations are not clear, understood and implemented. Experience with successful re-commissioning 
and subsequent implementation of energy conservation opportunity (ECO) projects dictates that the 
following recommendations be implemented. 

(a) Maintain up-to-date working descriptions and schematics of all equipment and systems. 

(b) Maintain an up-to-date working sequence of operation. 

(c) Maintain a current directory of vendor telephone numbers for technical support. 

(d) Complete deficiency action items agreed upon in the scope. 

(e) Verify working systems, including data collection and trend analysis plots. 

(f) Provide on-site training to store and maintenance personnel using the actual equipment in 
the building. 

(g) Use the advice from manufacturers field support, particularly with regard to HVAC and 
controls equipment. 

(h) Maintain equipment maintenance logs to help alleviate problems. 

(i) Investigate an automated contract maintenance system as these systems have been shown 
to dramatically improve the ability of maintenance managers and field personnel to diagnose and solve 
problems. 

(j) Provide feedback of system operation to maintenance personnel. 

d. USAF Academy, Colorado, commissary. The measured system performance and diagnostic testing 
report for the USAF Academy commissary in Colorado was prepared for the DeCA, Directorate of 
Facilities and Programs Division, Fort Lee, Virginia, by the USACERL in Champaign, Illinois, in 1994. 
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(1) The USAF Academy commissary was designed in FY 1990, built in FY 1992 and opened for 
business in August 1992. Weather at the USAF Academy presents a design and operational challenge. 
The high-altitude location and highly variable nature of weather provide daily temperature differences in 
excess of 80°F. The facility totals 63,300 square feet. 

(2) The purpose of the re-commissioning effort was to determine cost savings by identifying 
problems with the design, construction, operation and maintenance of the facility as it currently exists. 
The goal was to provide a building owner and operating staff an efficient, cost-effective, healthy and 
productive environment; and to provide feedback to designers on what aspects of their designs do and do 
not work in the field. 

(3) A system metering and component testing plan was developed to provide information on the 
major energy consuming systems and components. Data was collected throughout the facility for a 21- 
day period beginning midnight June 7, 1996. Systems/equipment/conditions investigated include 
packaged chiller CH-1, chilled water pumps and distribution, packaged hot water boilers Bl and B2, hot 
water pumps and distribution, main air handling/desiccant unit DD-1, administrative area air handling 
unit (AHU) AHU-2, refrigeration compressor racks 1 through 4 (Rl-4), electric defrost racks 1, 2 and 3, 
store ambient conditions - dry grocery/checkout, store ambient conditions - cold aisles, rooftop weather 
station, lighting system, HVAC subsystem and the battery charging system. 

(4) Numerous small deficiencies were identified and either corrected on-site or fixed through the 
maintenance program. A significant problem with excessive compressor cycling, due to over-sizing of 
the packaged chiller was reported. The following summarizes the most substantive recommendations and 
deficiencies that need to be implemented or addressed as the related deficiencies were not corrected by 
USACERL during the investigation. 

(a) The oversized chiller needs to be addressed. 

(b) The costly desiccant dryer system is not warranted. 

(c) Part load operational control needs to be provided for boilers. 

(d) The oversized main store supply air flow needs to be addressed. 

(e) Continuous operation of supply fan in the admin zone needs to be addressed. 

(f) The CHWS pump needs to be downsized or the impeller trimmed. 

(g) Night setback needs to be reinstated. 
(h) Heat reclaim needs to be reinstated. 

(i) Store light levels need to be reduced during off hours. 

(j) The humidistat needs to be recalibrated and the relative humidity setpoint lowered. 

(k) The controller deadband for heating and cooling of zone DD-1 needs to be increased. 

(I) Operation of mezzanine exhaust fan (EF-8) needs to be reinstated. 
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(m) The control system needs to be set to monitor daily cycles of the refrigerant compressor. 

(n) Reactivate controls to shut off case lights during unoccupied hours. 

(o) Disconnect anti-sweat heaters. 

(p) Implement lead/lag strategy for boilers. 

(q) Correct fan sequence logic on desiccant unit. 

(r) Correct the condensate leak at boiler B-2 exhaust. 

(s) The fire damper actuator and performance verification testing (PVT) fire suppression 
system need repair. 

(t) Negotiate lower flat-rate electricity charge. 

(u) Investigate economizer operation and implement economizer control. 

(v) Consider installing a dedicated rooftop direct expansion (DX) unit for AH-2. 

(w) Get chilled water under on/off control by implementing outside air lockout. 

(x) Downsize chilled water pumps on package chiller. 

(y) Get boilers under on/off control by implementing outside air lockout. 

(z) Implement hot water reset strategy to save heating energy. 

(aa) Trim impellers on HWS to match maximum load requirement. 

(bb) Set control system to monitor compressor daily cycles. 

(cc) Investigate circuits 10 and 14 for problems relating to excessive sources of moisture at or 
near the load. 

(5) This report suggests that an economic analysis of the impact of the recommended repairs and 
improvements would require the use of simulation tools. However, simulations are known to fall short 
when trying to model the actual behavior of mechanical systems. Most changes suggested by the report 
are said to be extremely cost-effective, and are warranted for comfort, productivity or operation and 
maintenance projects. No costs or savings were provided. 

(6) The report recommends that the DeCA HQ, store personnel, maintenance contractor and the 
USACERL jointly determine the appropriate scope for the re-commissioning effort. Operations of 
systems are often inefficient or dysfunctional if the objectives of these organizations are not clear, 
understood and implemented. Experience with successful re-commissioning and subsequent 
implementation of ECO projects dictates that the following recommendations be implemented. 

(a) Maintain an up-to-date working description and schematics of all equipment and systems. 
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(b) Maintain an up-to-date working sequence of operation. 

(c) Maintain a current directory of vendor telephone numbers for technical support. 

(d) Complete deficiency action items agreed upon in the scope. 

(e) Verify working systems, including data collection and trend analysis plots. 

(f) Provide on-site training to store and maintenance personnel using the actual equipment in 
the building. 

(g) Use the advice from manufacturers' field support, particularly with regard to HVAC and 
controls equipment. 

(h) Maintain equipment maintenance logs to help alleviate problems. 

(i) Investigate an automated contract maintenance system as these systems have been shown 
to dramatically improve the ability of maintenance managers and field personnel to diagnose and solve 
problems. 

(j) Provide feedback of system operation to maintenance personnel. 

e. Antilles High School, Fort Buchanan, Puerto Rico. A condition assessment of the HVAC system 
in the Fort Buchanan, Puerto Rico, Antilles High School, was conducted in June 1999. This effort was 
done prior to possible retro-commissioning of HVAC systems. There are 12 air handling units and 3 
compressed air stations in the school. Following is a summary and recommendations from this 
assessment. 

(1) The HVAC equipment was well-designed and is appropriate for the intended application. The 
equipment was appropriately sized to handle the cooling loads. Equipment condition, however, is 
significantly degraded, especially the controllers and actuators. All of the HVAC controls are pneumatic 
and have failed. Air compressors were inoperable, pneumatic lines are fouled and plugged and the 
majority of actuators had broken or disconnected linkages. At best the system is manually controlled and 
operated in an on-off mode. 

(2) An existing proposal to replace the Antilles High School HVAC control system was also 
reviewed. The proposal was thorough in the type of controls to be replaced, but did not include the need 
to replace pneumatically-actuated equipment. 

(3) Recommendations from the assessment include replacement of the entire pneumatic control 
system with a new direct digital control (DDC) system; replacement of sensors, valves, inlet guide vanes, 
dampers, and blowers and replacement of actuated devices on control valves and inlet guide vanes with 
electric actuators. The new system needs to insure compatibility with existing maintenance practices; 
insure that all necessary DDC functions such as energy management, reporting, alarming, diagnostics and 
remote operating capability are included and account for future network expansion to other Department of 
Defense Education Activity (DoDEA) schools in Puerto Rico. It was also recommended that DoDEA 
consider developing a DDC-based HVAC controls specification for use at other DoDEA facilities. 

f. Army Buildings, Fort Bragg, North Carolina. The HVAC systems in two company administrative 
and supply buildings were retro-commissioned in December 1998. Retro-commissioning methodology 
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development and quantification of benefits and costs was prepared for the Construction Engineering 
Research Lab, by the Architectural Engineering Department NC A&T State University, Greensboro, NC. 

(1) The heating and air-conditioning systems in the two company administrative and supply 
buildings at Ft. Bragg were inspected and monitored for energy use and environmental comfort. The 
HVAC systems in the two identical buildings, 6612 and 6715, were inspected and found to be 
operational, but the temperature control and energy management systems in both buildings were 
inoperative. The HVAC systems were set to operate 24 hours per day, seven days per week in a full 
cooling mode. Temperatures in the administrative areas varied widely from morning to evening 
throughout the year. Doors were opened to the outside in non-conditioned parts of the buildings to adjust 
for the administrative area temperature. In addition portable heaters were used. 

(2) Because of cost constraints, partial retro-commissioning was initiated and included 
refurbishment of the temperature control systems in Building 6715. Thermostats were replaced, 
inoperative hot deck and cold deck discriminator controllers were removed, and repair was made to a 
major air leak in the ductwork of one AHU. The inoperative energy management system was abandoned 
in place as a cost saving measure and a 24-hour time clock on each of the four AHUs was installed. The 
time clocks shut down chilled water flow from 6:00 pm to 6:00 am. 

(3) Office temperatures and humidity were monitored before and after repairs and retro- 
commissioning of Building 6715. Ironically, even though the building occupants were advised that the 
air-conditioning system had been repaired and that temperatures could be controlled via the thermostats, 
the old habits of opening the front doors and the use of electric heaters continued. A formalized program 
of occupant training was recommended to correct this habit. 

(4) The annual cost of air-conditioning each building was calculated to be $5,000 and 
retro-commissioning was estimated to save $1,500. If the figures for the heating season were included, 
the combined savings per building were estimated to be $2,500 per year. The estimated cost of retro- 
commissioning the buildings was $2,500 per building to replace only defective components, $4,000 per 
building if all new thermostats are installed, and $25,000 per building if the existing control system is 
replaced with a state-of-the-art electronic system. The associated simple paybacks are: 1.0 years; 1.6 
years; and 10 years, respectively. 

g. Aster Publishing Building, Eugene, Oregon. In 1994, the Aster Publishing Company (A.P.C., 
Inc.) upgraded the HVAC system in their 66,300 square foot office building. This retro-commissioning 
effort included upgrading the EMCS, lighting controls, variable frequency drives, air handlers, duct 
structures and economizers in their 11-year-old headquarters building. A.P.C., Inc., wanted to ensure that 
their new systems performed well and resulted in occupant comfort and energy savings, and had the 
support of the water and electric board. Retro-commissioning began during the design phase and 
continued beyond the construction phase. Major deficiencies identified included excessive infiltration in 
the return air plenum and a failure of the existing controls to perform consistent with the original design's 
control strategy. Retro-commissioning was included in the scope of the project and was bid as part of the 
total project package. Retro-commissioning was performed by the GC/designer. Savings are 
approximately $40,000 annually in electric. In addition, the company believes the retro-commissioning 
project resulted in improved temperature control, improved air balance, reduction in tenant complaints, 
extended equipment life and fewer equipment failures. 

h. Oregon State University Library, Corvallis, Oregon. Oregon State University began the 
commissioning of its new 336,000 square foot library in 1995. The university wanted to ensure that the 
systems in the new building promote energy savings and ensure thermal comfort. The HVAC system 
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included an EMCS, variable frequency drives, economizers, and air handlers. Commissioning was 
incorporated into the project specifications, which outlined commissioning responsibilities of the 
architect, the mechanical engineer and the commissioning agent. The estimated cost of commissioning 
the library was $335,000, or 1 percent of the total construction cost. Expectations from the 
commissioning effort include energy savings, improved temperature and relative humidity control, 
improved air balance, improved indoor air quality and reduced occupant complaints. Also expected were 
fewer change orders. Commissioning, at the time of this article, had provided noticeably improved 
communication between the design team and the building operating staff. 

i. Local Government Center, Salem, Oregon. The Local Government Center in Salem is a new 
40,000 square foot office building. Commissioning was performed with a focus on reduced installation 
problems, energy efficiency, efficient operation and maintenance training. Some of the deficiencies 
identified during commissioning included high carbon dioxide levels, air balance problems, wiring 
problems, intake of fireplace smoke from adjacent buildings and inaccurate as-built documents. 
Noticeable are several non-energy benefits resulting from the commissioning process, including the 
following. 

(1) Numerous construction-related HVAC system problems were discovered and corrected at 
contractor expense. 

(2) Outside air quantities, air temperatures and carbon dioxide levels were documented. 

(3) Operating staff received additional training. 

(4) Construction and design teams were more diligent in carrying out their responsibilities because 
of the involvement of a third-party commissioning agent. 

j. High-rise Office Building, Portland, Oregon. In 1995 an 18 year-old downtown 278,000 square 
foot office building was retro-commissioned by the city of Portland to obtain optimized performance, 
low-cost operation, and maintenance improvement. Involved were the building's duct heaters, chiller 
system, EMCS, lighting controls and air handlers. Retro-commissioning costs and savings were low. 
The retro-commissioning effort cost $12,700 and included the commissioning agent fee, the cost to pre- 
and post-monitor equipment to document commissioning savings and the cost to repair deficiencies. 
Annual energy savings is $8,145. Staff found improved building temperature control and thermal 
comfort. In addition O & M documentation available for troubleshooting also was improved by the retro- 
commissioning effort. Major deficiencies identified include the following. 

(1) Electric reheat scheduling and setpoint problems. 

(2) Chilled water setpoint temperature set too low. 

(3) Space sensors out of calibration. 

(4) Chiller short-cycling due to improper time delay setting. 

k. Disney World, Orlando, Florida. During its expansion in the 1980s, Disney World experienced 
numerous building failures, costing $10 million or more over three years. When the company built its 
new $22 million Vero Beach Vacation Club Resort, it incorporated commissioning during the 
construction process to ensure the facility worked according to design. The cost of commissioning was 
$25,000 and construction cost savings exceeded $300,000. 
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/. Texas Capitol Extension Building. The Texas Capitol Extension Building was designed to be the 
most energy-efficient state-owned office building. When the building was only a few years old it was re- 
commissioning. As a result, energy use was reduced by 27 percent or about $145,000 a year. The simple 
payback for this re-commissioning was three months. 

m. State Police Headquarters, Central Point, Oregon. The Oregon Department of Administrative 
Services (DAS) has 24 state buildings totaling 3.5 million square feet. The DAS is well aware of the time 
and money required to keep buildings working and people safe and comfortable when building systems 
are not installed correctly during construction. The new State Police Headquarters in Central Point, 
Oregon, is a 20,000 square foot facility. It houses a forensic lab and offices and a 5,000 square foot 
support services building that includes an autopsy suite, vehicle lab, gun testing room, drying room and 
freezers. The commissioning process for the State Police buildings began at the construction phase. 
Commissioning was performed by O & M staff instead of a commissioning service provider. Even with 
these shortcomings, the commissioning effort revealed significant deficiencies before they caused heating 
and cooling systems to fail, exposing workers to unsafe air quality. This prevented endless comfort 
complaints and finger-pointing and wasting of $6,500 worth of energy a year. In the future, the state 
plans on implementing commissioning from the start in the program phase. Deficiencies identified and 
repaired include the following. 

(1) Drip legs missing for natural gas lines. 

(2) Control wires rubbing against sheet metal edges in rooftop package units. 

(3) An improperly specified and installed boiler expansion tank. 

(4) Boiler exhaust drawn into fresh air intakes on roof. 

(5) Improperly installed temperature sensors. 

(6) Lab fume hoods not modified to variable-volume. 

(7) Hoods and exhaust ductwork left unsealed. 

(8) Autopsy and evidence drying room exhaust drawn back inside through fresh air intakes. 

(9) Insufficient cooling for autopsy room. 
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CHAPTER 2 
THE NEED FOR COMMISSIONING 



2-1. General background 

Due to competitive pressures, facility owners look for low cost and abbreviated schedules to bring a 
facility from concept to operation. These competitive driving forces are reflected in the facility designers' 
and contractors' prices. To be price competitive, commissioning is often given cursory attention or 
overlooked altogether. While owners may be hesitant to delay facility opening, the cost and time invested 
in proper commissioning produce returns in a number of avenues including cost savings, quality of 
system operation and more accurate realization of the goals of the project. 

a. Complex building systems . Building systems continue to become more complex. Because of this 
complexity, an ever increasing emphasis must be placed on design, installation and operation error 
evasion. A commissioning effort can reduce these errors When systems do not operate correctly, the cost 
of operation and maintenance increases. The savings which were supposed to be achieved because of the 
high tech nature of the new equipment and building system components is never realized. The need for 
commissioning becomes apparent after the owner takes possession of the facility. Tenant complaints, 
contractor call-backs and, in extreme cases, litigation results in additional costs to resolve inadequate 
operation of non-commissioned systems. 

b. Commissioning today. Commissioning today is continually evolving. Depending on the size of the 
facilities, the sophistication of their systems, their location, the needs of their tenants and the design intent 
of the owner, commissioning can be applied in varying degrees to reduce problems and costs for all 
parties by providing a means to methodically achieve proper system operation. 

2-2. The importance of commissioning 

The evolution of facility construction and the current impetus on reduced cost/schedule has lead to the 
modern day system of design-bid-construct. The owner-engineer-contractor relationship has become 
confrontational and blame oriented; it thrives on cutting costs and achieving schedule as the goal. The 
commissioning process, when applied through the life of a facility project, redirects the project to meet 
the end user's goals. 

a. Commissioning, owner needs. The owner, tenant, or entity which will be using the facility has 
needs. The purpose of the facility is to fulfill these needs. Therefore from preparation of the design basis 
document through final acceptance, the emphasis of the project should remain on meeting these needs 
with reasonable cost and schedule as the goal of the project. When these needs are met, the problems, the 
costs and the delays are minimized. 

b. Commissioning, goal. The goal of commissioning as a fourth member in the life cycle of a facility 
is to produce a facility suited for the end user. By focusing on the end users' needs as the goal, the 
commissioning process provides the facility manager a well honed facility capable of meeting these 
needs. A smooth operating facility also means less maintenance and operating costs, less facility down 
time and less facility related interruptions to the user. 

2-3. The economics of commissioning 
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No direct method has been established to determine commissioning costs. Savings resulting from 
commissioning are difficult to quantify because each construction project is unique and depends on 
building size, location, complexity, sophistication of equipment/systems and the number of systems 
involved. 

a. Economic benefits. Unfortunately, qualitative benefits alone will not make a convincing case for 
commissioning. The lack of information about the exact costs and benefits of commissioning is a clear 
gap in the information available to encourage further investments in commissioning. Enough studies 
have been done, however, to produce estimates of the potential savings that can result from performing 
commissioning, but it I crucial to understand that cost savings are not the sole benefit of a successful 
commissioning endeavor. The promise of commissioning is to support the needs of the end user. A 
successful commissioning project will save the user invaluable time and hassle, especially when dealing 
with mission critical, "must-not-fail" facilities. 

b. Commissioning cost. Determining commissioning cost varies but ranges from $0.01 per square foot 
per year to $2.50 per square foot per year. The approximate average appears to be about $0.30 per square 
foot per year, but this figure cannot be applied to any specific type of building. Other sources have 
calculated commissioning costs as 5 to 6 percent of mechanical construction cost, 2 to 3 percent of 
electrical construction cost, or 0.5 to 3 percent of entire building cost. 

c. Commissioning savings. The commissioning process can provide savings resulting from the 
following. 

(1) Improved understanding of the purpose of the facility and the reason for its existence to serve 
the end user. 

(2) Improved facility and systems because all parties involved in the life cycle are focused on the 
end users' needs as the primary goal of the facility. 

(3) Improved coordination between the owner, engineer, and contractor resulting in appropriate 
costs, schedule, system operation and reduced change orders. 

(4) Improved systems operation, reduced energy consumption, reduced call-backs, and reduced 
claims and litigation because thorough acceptance tests were conducted, all systems were brought up to 
operate per design and performance was optimized. 

(5) Reduced maintenance costs because of improved equipment life and reliability. 

(6) Improved maintenance and reduced maintenance man-hours because of available 
documentation and training. 

(7) Improved building environment resulting in improved worker productivity. 

d. Reported commissioning cost savings. Cost savings resulting from commissioned versus non- 
commissioned facilities for energy savings are reported from 8 to 50 percent ($0.50 to $1.25 per square 
foot saved) with average savings of about $0.50 per square foot. Cost savings resulting from 
commissioned versus non-commissioned facilities for maintenance savings are reported from 15 to 35 
percent ($0.50 to $1.25 per square foot saved). More information on the importance and economics of 
commissioning is found in the American Society of Heating, Refrigeration and Air-Conditioning 
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Engineers, Inc. (ASHRAE), Guideline 1-1996, The HVAC Commissioning Process, and 
Heating/Piping/ Air-Conditioning Magazine (HPAC), April 1998. 
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CHAPTER 3 
THE COMMISSIONING PROCESS 



3-1 General 

The commissioning process should be initiated in the program phase of a project and completed after the 
post-functional performance phase. As part of this process a commissioning plan needs to be prepared. 
The plan should address the specific objectives, details and parties involved in each individual project. 

a. Commissioning plan. The commissioning process applies to all phases of a facility's life-cycle and 
can be applied throughout the life of fixed, ground-based, threat hardened C4ISR facilities. A 
commissioning plan shall be prepared and shall provide for all activities associated with commissioning. 
These activities include the following. 

(1) Developing a design basis document. 

(2) Establishing the commissioning team and their responsibilities. 

(3) Listing the systems involved. 

(4) Providing for project cost and schedule impact resulting from commissioning activities. 

(5) Providing a pre-functional test plan with procedures for testing each system. 

(6) Providing a functional performance test plan with system test procedures including deferred 
test procedures for each system. 

(7) Providing a corrective action plan with procedures. 

(8) Providing a commissioning documentation filing procedure. 

(9) Providing a commissioning tracking procedure. 

(10) Providing requirements for a commissioning final report. 

(11) Providing training modules for the operating and maintenance (O & M) staff on each system. 

(12) Providing a training plan and procedures. 

(13) Providing a system manual for each mechanical system. 

(14) Recommending test and calibration equipment for first and second echelon maintenance. 

b. Commissioning process. Additional information on the commissioning process is found in 
American Society of Heating, Refrigerating and Air-Conditioning Engineers, Inc. (ASHRAE): Guideline 
1-1996, The HVAC Commissioning Process, the Department of Energy: Building Commissioning Guide, 
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Version 2.2, and the Department of Energy: Model Commissioning Plan and Guide Specifications, 
USDOE, Version 2.05. 

3-2. Commissioning applicability to project phases 

All phases of a facility's life cycle should be addressed in a commissioning plan. The requirements to be 
addressed in the plan for each phase are discussed below. 

a. Program phase. During the program phase certain tasks need to be accomplished to initiate the 
commissioning process. These tasks are part of the commissioning plan and include the following 
activities. 

(1) Establish a commissioning team. This team needs to have a representative from quality 
control; the mechanical contractor; the electrical contractor; the testing, adjusting and balancing (TAB) 
contractor; the controls contractor; the design agent; the contracting officer and the using agency. If 
contractors are to do a large portion of the testing, a witness of sorts should be employed to represent the 
owner. 

(2) Define the responsibilities of each team member. 

(3) Establish the team member with authority to coordinate the commissioning process, the 
commissioning authority (CA). 

(4) Develop a list of the systems involved. This is the first step in preparing a system manual for 
each system. 

(5) Prepare a design basis document to document commissioning requirements. The requirements 
establish what is needed by the owner and therefore what is to be obtained from commissioning activities 
in the project. They establish the desired goal of commissioning which is to provide the facility manager 
information necessary to achieve, verify, test, accept and document that the performance of mechanical 
systems meet design intent and the owner and occupant needs. Included in the design basis document is 
weather data, interior environmental criteria, other pertinent design assumptions, cost goals, and 
references to applicable codes, standards, regulations and guidelines. 

(6) Discuss possible impact resulting from commissioning activities. The commissioning process 
will require human resources, materials and equipment to be implemented. 

(7) Plan for the total impact of commissioning. Planning needs to include the impact on schedule, 
equipment, facility, manpower, documentation, supplies, expendables, cost and objectives of the project. 

b. Design phase. For continued development of the commissioning plan, the following needs to take 
place during the design phase. 

(1) Review and update the design basis document. 

(2) Confirm the systems involved as design progresses as the systems, equipment, components, 
instruments and their particulars will change during design. The commissioning plan needs to be updated 
as applicable systems change. 
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(3) Establish pre -functional testing criteria defining the checks and inspections of system 
equipment and components which need to take place before functional performance testing can start. 

(4) Develop the pre -functional test plan and include a pre-functional test procedure for each 
system using the criteria established above. The procedures include checks and inspections which need to 
be conducted to insure that the equipment, components, instruments, and entire system is ready for 
functional performance testing. Procedures need to include forms indicating test results, deficiencies 
found, dates and signature sheets and any other documents needed to authorize commissioning of the 
system. A comparison of the installed system against design schematics and piping and instrumentation 
diagrams (P&ID) and a review of as-built documents needs to be included in the procedures. 

(5) Define functional performance testing criteria for mechanical system equipment and 
components during this phase as the technical aspects of the mechanical systems are being established at 
this time and the resources to develop these criteria are readily available. 

(6) Develop the functional performance test plan using the criteria established above. Functional 
performance test procedures for each system must be prepared. The functional performance test with 
sign-off authorization is required for official system acceptance by the CA. The functional performance 
test plan incorporates all functional performance test procedures including deferred functional 
performance test procedures. Procedures need to include forms indicating test results, deficiencies found, 
dates and signature sheets and any other documents needed to authorize acceptance of the system. 

(7) Identify deferred functional performance test procedures and include them in the functional 
performance test plan. Functional performance tests which require seasonal conditions or startup of other 
systems as prerequisites need to be deferred until the conditions are met and/or the systems are available 
and functioning properly. Once systems requiring deferred tests are identified, a deferred functional 
performance test procedure needs to be prepared for each and included in the functional performance test 
plan. Procedures need to include forms indicating test results, deficiencies found, dates and signature 
sheets and any other documents needed to authorize acceptance of the system. 

(8) Define recommended test and calibration equipment for first and second echelon maintenance 
needs. This equipment is most easily defined during the design phase because the technical aspects of the 
mechanical systems are being established at this time and technical resources are readily available. 

(9) Develop a corrective action plan to handle pre-functional, functional performance, and 
deferred functional performance testing deficiencies discovered during commissioning. These 
deficiencies need to be recorded, corrective actions taken, corrective actions verified/approved and final 
functional performance authorized. Procedures in this plan will establish responsible individuals and will 
provide the methods and documentation needed to process the deficiency identified in testing through all 
steps until its correction is authorized as approved. These steps may include interim measures or 
immediate actions needed for safety or to prevent damage to equipment. Procedures in the corrective 
action plan will define how acceptance is finally authorized against functional performance and deferred 
functional performance test procedures. 

(10) Develop a commissioning documentation filing procedure to retain commissioning process 
plans, procedures, tests, test reports, corrective actions, verification reports, tracking reports, training 
modules, training status reports, other status reports, deficiencies, the final commissioning report, and 
many forms, reports, drawings, sketches, signature sheets, sign-offs and other documents for all systems 
at all phases and steps in the process. This procedure will provide a method of filing/retaining/retrieving 
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documents and a schedule for their retention. It will also establish the individual having authority for the 
system and location and conditions of storage. 

(11) Develop the commissioning tracking procedure as part of the commissioning plan to track the 
status of all commissioning plans and procedures, tests, test reports, corrective actions, verification 
reports, tracking reports, training modules, training status reports, other status reports, deficiencies, the 
final commissioning report, and any forms, reports, drawings, sketches, signature sheets, sign-offs and 
other documents for all systems at all phases and steps in the process. This procedure will track all 
activities and documents in the commissioning process and at any time provide readily generated reports 
on the status of any item, system or process. 

(12) Develop the commissioning final report outline and include an introduction; description of the 
facility; purpose of commissioning facility systems; description of how through commissioning the 
requirements of the design basis document have been achieved; summary of commissioning activities; 
summary of commissioning results and official authorization that the facility has been turned over to the 
owner to be managed by the facility manager. The report shall have a signature page. 

(13) Develop training modules for the O & M staff as part of commissioning training. Training 
modules on maintenance and operation must be prepared for each system. 

(14) Develop the training plan in order to insure that O & M staff are properly trained on 
mechanical systems and that their training remains current. For the purpose of commissioning and the 
systems involved, procedures are needed for defining training requirements, developing modules, 
updating training modules, conducting training, tracking the status of trained staff and modules and 
maintaining current training modules and records for each system. These procedures need to be prepared 
during the design phase and included as part of the training plan. 

(15) Prepare an initial system manual for each mechanical system. Each system manual shall 
include a drawing and equipment list; drawings; equipment specifications; and manufacturers' equipment 
installation, maintenance and operating instructions. 

(16) Adjust the project's schedule and cost resulting from development and refinement of 
commissioning activities. The impact on the project must constantly be adjusted for changes resulting 
from commissioning activities as the commissioning process evolves. 

c. Construction phase. Most of the commissioning activities defined in the design phase can be 
conducted in the construction phase; however, the technical staff required is more readily available in the 
design phase. Based on as-built systems the following need to be confirmed in the construction phase. 

(1) Design basis document. 

(2) List of systems involved. 

(3) Pre-functional test plan and procedures. 

(4) Functional performance test plan and procedures. 

(5) Deferred functional performance test procedures. 

(6) Recommended test and calibration equipment for first and second echelon maintenance. 
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(7) Corrective action plan. 

(8) Commissioning documentation filing procedure. 

(9) Commissioning tracking procedure. 

(10) Commissioning final report outline. 

(11) Training modules for the O & M staff. 

(12) Training plan. 

(13) Commissioning team and responsibilities. 

(14) Contents of system manuals. 

(15) Impact to the projects schedule and cost resulting from development and refinement of 
commissioning activities and construction activities must be accounted for with revised schedules and 
costs. 

d. Functional performance phase. The functional performance phase is when tests are conducted and 
results recorded. Some overlap may be possible allowing pre -functional tests to be conducted as systems 
are completed and as-built documents are being prepared. Functional performance tests may be 
conducted on some systems as construction on other systems is being completed. After completion of the 
functional performance phase the project is closed. Mechanical systems necessary for immediate 
operation of the facility have been functional performance tested and signed off. The facility will be 
turned over to the owner with some exceptions. Completion of some deferred tests, some 
guarantee/warrantee work, and/or some corrective actions may remain to be conducted in the post 
functional performance phase. During the functional performance phase the following need to be 
implemented. 

(1) Pre-functional test plan and procedures. 

(2) Functional performance test plan and procedures. 

(3) Deferred functional performance test procedures. 

(4) Corrective action plan. 

(5) Commissioning documentation filing procedure. 

(6) Commissioning tracking procedure. 

(7) Commissioning final report preparation - first draft. 

(8) Training of the O & M staff. 

(9) Training plan. 
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(10) Review of the design basis document. 

(11) Preparation of system manuals. 

e. Post- functional performance phase. The post-functional performance phase may take up to one 
year after project-close-out occurs. Final functional performance comes at completion of the post- 
functional performance phase. Tests conducted for re-commissioning are conducted after the post- 
functional performance phase of the commissioning process to re-confirm the readiness of systems or 
modified systems to meet their design or modified design intent. To conduct re-commissioning activities, 
commissioning activities on the original facility must be complete. To conduct retro-commissioning 
activities, a facility which has been in operation but never commissioned must go through the 
commissioning process. Post-functional performance includes the following. 

(1) Completion and functional performance sign-off of remaining deferred tests, 
guarantee/warrantee work, and/or corrective actions. 

(2) Implementing the commissioning documentation filing procedure. 

(3) Preparing the commissioning final report - final draft. 

(4) Issuing the commissioning final report. 

(5) Completing training of the O & M staff. 

(6) Implementing the training plan. 

(7) Preparation of an updated/revised final design basis document. 

(8) Preparation of final system manuals. 
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CHAPTER 4 

HEATING, VENTILATING, AND AIR-CONDITIONING (HVAC) 
EQUIPMENT AND CONTROLS 



4-1 Description of HVAC systems 

Heating, ventilating, and air conditioning (HVAC) of facilities/buildings is accomplished in many ways, 
depending on the size, configuration, and location of the buildings and the degree of environmental 
control needed. Small simple facilities in temperate climates can be heated and cooled with a separate 
heating and a separate cooling unit or with a combination heating/cooling unit. Larger facilities employ 
refrigeration systems and heating systems which may consist of several large units or centralized systems. 
Facility complexes may treat each facility separately or provide a dedicated building to house central 
refrigeration and heating systems. Depending on the HVAC units or systems employed, air is treated 
through the use of ducts, coils, fans and dampers. Liquids are moved through pipes by pumps. Gases are 
moved through pipes or tubing by compressors. Air is moved through ducts by fans. The amount of flow 
of these fluids is controlled by valves and dampers that can operate manually or automatically. Various 
types and kinds of filters may be used at different locations for air, gas or liquids. Building air is 
recirculated, some building air is exhausted, and outside air is introduced in various ways as make-up air. 
Various energy sources may be used in HVAC systems including oil, natural gas, propane, coal and 
electricity. Other equipment such as humidifiers, energy savers/economizers, heat exchangers, expansion 
tanks, air separators, secondary pumping systems and smoke management systems may be employed. 
HVAC systems may also be connected to fire safety and alarm systems. 

a. Typical HVAC system. An HVAC system is shown in figure 4-1. The system consists of ducts, 
dampers with actuators, filter, fan, heating coil, cooling coil, piping, valves with actuators, pumps, boiler, 
chiller, expansion tanks and air separators. 

b. Typical heating/chilled water flow control. A typical heating/chilled water flow control through a 
coil is shown in figure 4-2. The loop consists of a heating/cooling coil, flow control valve, actuator, 
positioner, temperature sensor, temperature controller and instrument signal to pneumatic signal 
converter. 

c. Other HVAC equipment. Paragraph 4-3, General HVAC equipment description and operation, 
explains the operation of various types of boilers and chillers including the packaged units presented here. 
Variations on HVAC systems and control loops are shown in USACE TM 5-815-3 HVAC Control 
Systems. For more information on design, maintenance, testing, instrument calibration and 
commissioning of HVAC systems see the American Society of Heating, Refrigerating and Air- 
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Figure 4-1. Schematic of a typical HVAC system 

Conditioning Engineers, Inc. (ASHRAE): Guideline 1-1996, The HVAC Commissioning Process, and 
The American Society of Mechanical Engineers (ASME): PTC-23, Atmospheric Water Cooling 
Equipment, and B31.3, Process Piping. The Department of the Army TM 5-692-1 Maintenance of 
Mechanical and Electrical Equipment at Command, Control, Communications, Computers, Intelligence, 
Surveillance, and Reconnaissance (C4ISR) Facilities, Recommended Maintenance Practices and TM 5- 
692-2 Maintenance of Mechanical and Electrical Equipment at C4ISR Facilities, System Design Features 
are also helpful. 

4-2 Operation of HVAC systems 

Operation of a typical HVAC system and a typical HVAC control loop are discussed in the following 
paragraphs. 

a. HVAC system operation. In the HVAC schematic shown in figure 4-1, interior building air is 
transported in ducts. A relief air port in the system discharges return air to the outside. An 



4-2 



TM 5-697 



IP - INSTRUMENT SIGNAL TO PNEUMATIC SIGNAL CONVERTER 

M - COMPRESSED AIR SUPPLY 

PI - PRESSURE INDICATOR 

PP - PNEUMATIC POSITIONER W/SPRING LOADED ACTUATOR 

TC - TEMPERATURE CONTROLLER 

TT - TEMPERATURE SENSING DEVICE 

VLV - VARIABLE LIQUID VOLUME CONTROL VALVE 

WR - WATER RETURN 

WS - WATER SUPPLY 

X/C - HEATING OR COOLING COIL 

TC' 





SUPPLY AIR 




SUPPLY AIR 



Figure 4-2. Typical HVAC control loop 

outside air port allows fresh air to enter the HVAC system. Three modulating dampers adjust the amount 
of outside air entering the system. Some of the return air from HVAC zones is mixed with outside air, 
filtered and divided into two streams. One supply air stream passes over a heating coil and is delivered to 
rooms located within the zone. The other supply air stream is cooled with a chilled water cooling coil, 
before being supplied to the same rooms within the same HVAC zone. Excess supply air is then mixed 
together before flowing to other zones. Separate dampers in the heated and cooled air steams adjust air 
flow to the zone before mixing. Once the mixed air is taken to another zone it will be split again and 
heated and cooled in a similar way before being supplied to building rooms within the next zone. 

b. HVAC control loop operation. Supply air is heated or cooled by passing over a heating coil (H/C) 
or a cooling coil (C/C) respectively. The flow of water in the coil is controlled by measuring duct air 
temperature with a sensor TT downstream of the coil. Refer to figure 4-2, Typical HVAC control loop. 
The measured temperature signal is interpreted by the controller TC and compared against a set point 
temperature established by a thermostat or an energy management control system (EMCS). To adjust 
liquid flow in the variable liquid volume (VLV) control valve, the controller produces an instrument 
signal usually 4 to 20 milliamps. An instrument signal to pneumatic signal converter, IP, converts this 
signal to a 3 to 15 psig (pounds per square inch gauge) pneumatic signal. Tubing supplies the pneumatic 
signal to a pneumatic positioner (PP) on the heating/cooling water control valve VLV. The positioner is 
mechanically connected to a diaphragm actuator indicating valve stem position. The actuator 
incorporates a spring which maintains the valve in an open or closed position [normally open (NO) or 
normally closed (NC)] depending on the control scheme, when no air is supplied to the top of the 
diaphragm. The pneumatically positioned actuator and VLV valve are often assembled as a unit. The 
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positioner interprets the pneumatic control signal and using the shop air supplied to it, directs more or less 
air to the side of the diaphragm opposite the spring on the actuator. This air pressure moves the 
diaphragm which moves the valve stem, changing the amount of liquid flowing through the valve and 
coil, therefore changing the amount of heating or cooling imparted to the air stream flowing over the coil. 

(1) Water flow through the boiler is maintained at a constant rate with a three-way control valve. 
Temperature sensors in the packaged boiler allow burner controls to adjust fuel flow and therefore the 
BTU content of the heating water. 

(2) Water flow through the chiller is maintained at a constant rate with a three-way control valve 
also. Temperature sensors in the packaged chiller allow controls to adjust refrigerant flow and therefore 
the BTU content of the chilled water. 

4-3. General HVAC equipment description and operation 

The following sections describe some of the equipment used in various combinations to produce an 
HVAC system. A description of the equipment and its operation is provided. 

a. Refrigeration systems. Refrigeration systems are most often supplied skid mounted as a packaged 
unit. The assembled package includes all major components and controls mounted and pre-wired 
requiring only that they be anchored to a foundation, hooked up to the hydronic piping system, connected 
to a treated water supply and connected to power. There are two basic refrigeration cycles: one 
compresses the refrigerant gas and the other absorbs the refrigerant at very low pressures. Refrigeration 
machines which chill water are often called chillers. Chillers can be packaged units or field assembled 
units. 

(1) In the compression refrigeration cycle, HCFC-22 and HFC 134a refrigerants remove heat from a 
medium by changing phases. The refrigerant is compressed in its gaseous phase and passed through a 
condenser. Outside air or water from a cooling tower passes over the condenser coil to remove heat in 
one of three ways as discussed below under heat rejection equipment. The refrigerant gas leaving the 
condenser is then expanded through a valve which lowers its pressure and temperature further until a 
phase change occurs and a liquid is formed. This now cool, liquid will boil at approximately 20° to 
30°F. The liquid refrigerant then passes through an evaporator coil and boils. Water or air flowing 
through the evaporator gives up its heat to the cold refrigerant making it boil. Entering water temperature 
is usually 54°F. It is usually chilled to 44°F and is called chilled water. It is treated with cleaning, anti- 
scaling, anti-fouling, anti-corrosion and anti-freezing agents. The chilled water is pumped to coils in air 
handling units (AHU) and ducts where building air or room air is passed over the coil thus cooling the air. 
Chilled water is often called brine because of salts added to condition the water. When building/room air 
is passed directly over evaporator coils and the chilled water system eliminated, the system is referred to 
as direct expansion (DX). DX units are located near the area to be cooled and do not use water as an 
intermediate medium to condition the air. 

(2) Drip pans are placed under cooling coils to collect condensate resulting from cooling 
building/room air and dropping its dew point temperature. Condensate flows by gravity to a sanitary 
drain or is collected and pumped to a drain. There are several types of refrigeration machines as 
discussed in the following paragraphs. 

(3) Centrifugal refrigeration machines use centrifugal compressors to compress the refrigerant gas. 
Centrifugal compressors compress gas as it enters the center of a fluted casting, housing a rotating 
impeller. The impeller imparts kinetic energy to the gas which turns into potential energy as the gas 
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velocity slows, thus increasing pressure. Compression is a continuous process. One, two, or three stages 
may be used. Centrifugal compressors are used in large systems. 

(4) Reciprocating or positive displacement refrigeration machines use reciprocating or piston type 
compressors to compress the refrigerant gas. The gas enters a cylinder through a valve when a piston in 
the cylinder is going down. The valve closes when the piston starts to go up. As the piston approaches 
the top of the cylinder the gas is compressed by the decreasing volume. An exhaust valve opens when the 
piston is near the top of the cylinder allowing the compressed gas to exit. The cycle is then repeated. 

(5) Rotary screw refrigeration machines use rotary helical screw compressors to compress 
refrigerant gas or increase the pressure of liquid refrigerant. They are positive displacement machines. 
The twin-screw compressor consists of accurately matched rotors [one lobe (male) and one helix 
(female)] that mesh when rotating within a close tolerance common housing. One rotor is driven and 
geared to the other, turning it in a counter-rotating motion. 

(6) Scroll refrigeration machines employ a stationary scroll and a motor driven orbiting scroll to 
gather refrigerant gas at the circumference and move it through an ever decreasing volume to the center of 
the scroll where it exists at a higher pressure. 

(7) In absorption refrigeration machines the absorption cycle uses a heat-driven concentration 
difference to move refrigerant vapors (usually water) from the evaporator to the condenser. The high 
concentration side of the cycle absorbs refrigerant vapors, diluting the absorbent material, usually lithium 
bromide. Absorption refrigeration machines are typically found in large or small systems. Systems with 
medium cooling loads typically accomplish the demand through use of other types of cooling units. 

(8) In the evaporator, water at about 40°F is evaporating off the chilled water tubes, thereby 
bringing the temperature down from the 54°F being returned from the air handlers to the required 44°F 
chilled water supply temperature. The water vapor is absorbed by the concentrated lithium bromide 
solution due to its hygroscopic characteristics. The heat of vaporization and the heat of solution are 
removed using cooling water. The solution is then pumped to a concentrator at a higher pressure where 
heat is applied (using steam or hot water) to drive off the water and thereby re-concentrate the lithium 
bromide. 

(9) The water driven off by the heat input step is then condensed using cooling tower water, 
collected, and then flashed to the required low temperature of 40°F to complete the cycle. Since water is 
moving the heat from the evaporator to the condenser, it serves as the refrigerant in this cycle. 

(10) Lithium bromide is the most common absorbent used in commercial cooling equipment, with 
water used as the refrigerant. Lithium bromide has a very high affinity for water, is relatively inexpensive 
and non-toxic. However, it can be highly corrosive and disposal is closely controlled. Smaller absorption 
chillers sometimes use water as the absorbent and ammonia as the refrigerant. Ammonia absorption is 
used in recreational vehicles and food processing plants. 

(11) Absorption chillers must operate at very low pressures, about l/100 th of atmospheric pressure 
for the water to vaporize at the required ~ 40°F. 

(12) Absorption chillers are available in two types, single effect (stage) units using low pressure (20 
psig or less) as the driving force and 9 psig steam at the generator, and double effect (two-stage) Units 
available as gas-fired or steam-driven with high pressure steam (40 to 140 psig). To achieve their 
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improved performance they have a second generator in the cycle and require a higher temperature energy 
source. 

b. Heating systems. To heat building/room air, heating water coils are mounted in ducts. The heating 
water receives its heat directly from a hot water boiler or from a heat exchanger. Entering the heat 
exchanger is high temperature hot water or steam which provides heat for the heating water system. 
Building/room air can also be heated directly in an air heating furnace or by passing over the evaporator 
turned condenser in a direct exchange heat pump system. 

(1) Heating generators are most often supplied skid mounted as a packaged unit. The assembled 
package includes all major components and controls, mounted and pre-wired requiring only that they be 
anchored to a foundation, hooked up to the hydronic piping and duct systems, connected to a fuel supply 
and treated water supply, connected to a stack and connected to power. Following is a discussion of 
various heat generators. 

(2) Boilers burn natural gas, propane, oil or coal or use electric to produce steam, high temperature 
water and hot water. A boiler can be provided in each building for heating or a central location for 
heating a complex of buildings. In a firetube boiler, gaseous products of combustion pass through tubes 
surrounded by the water to be heated. In a watertube boiler, water passes through the tubes as the 
products of combustion passes over them. In an electric boiler, electric heating elements are inserted 
directly into the water. Depending on temperature and pressure the water will vaporize into steam, 
become high temperature water, or become hot water. Steam can be piped directly to individual room 
heaters of various types or can be used in a heat exchanger to condense, transferring the heat of 
vaporization to heating water. High temperature hot water boilers work in a similar fashion but produce 
high temperature water instead of steam. Hot water boilers produce hot water from 140 to 180°F for 
direct use in heating coils to heat building or room air. 

(3) Air heating furnaces burn natural gas, propane, or oil, or use electric to produce hot air to be 
used directly in heating building space or rooms. An air heating furnace is usually provided in each 
building for heating. When fuel is burned, the products of combustion are mixed with excess air and flow 
inside of a tube bundle or heat exchanger to heat the building/room air passing over the outside of the 
tube. When electric is used, heating elements are inserted directly into the air stream. 

(4) Heat pumps are discussed below in paragraph 4-3f, Unitary heat pump/air-conditioning 
equipment. 

c. Heat rejection equipment. Heat rejection equipment is most often supplied skid mounted as a 
packaged unit. The assembled package includes all major components and controls mounted and pre- 
wired requiring only that they be anchored to a foundation, hooked up to the piping system, connected to 
a treated water supply, and connected to power. A discussion of heat rejection equipment including 
cooling towers, evaporative condensers and air cooled condensers to remove heat from the condenser coil 
of a refrigeration machine follows. 

(1) Water from a cooling tower may be passed through the condenser to remove heat. Under full 
load conditions the design condenser cooling water inlet temperature is 85°F and leaving temperature is 
95°F. The cooling tower water can then be directly exposed to outside air to reject heat from the water. 
This water is treated for corrosion, fouling, and scaling and is circulated from a basin in the bottom of the 
tower. Cooling towers may also use a closed loop for condenser water. A coil is installed in the tower; 
condenser water is pumped through it and therefore not exposed to the atmosphere. The water basin in 
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the tower now provides water to spray over the tower coil. This with the assistance of a fan removes heat 
from the condenser water. This basin water is also treated for corrosion, fouling, and scaling. 

(2) An evaporative condenser is placed directly over a basin, water from the basin is sprayed, and 
air is forced over the coils resulting in cooling of refrigerant in the coils. At full load conditions the 
design entering air dry bulb temperature is usually 95°F and entering air wet bulb temperature is 75°F. 

(3) An air cooled condenser has outside air passed over it, the refrigerant in the coil is cooled 
directly by the air. At full load conditions the design entering air dry bulb temperature is 95°F. Entering 
condenser refrigerant vapor temperature is 190°F. Leaving condenser refrigerant temperature is 125°F. 

d. Air handling equipment and systems. Air handling equipment is designed to condition air in rooms 
or in designated areas in a building called zones. In an AHU air is moved through filters and over coils to 
clean, heat or cool it. Fluid flow in coils or air flow through the AHU can be adjusted for interior 
environmental control. Following are variations of AHUs. 

(1) A single-zone AHU controls interior building air in one building zone. There may be several 
rooms in one zone. 

(2) Multi-zone AHUs control interior building air in two or more building zones. 

(3) A variable air volume (VAV) AHU controls interior building air by varying air flow over the 
coils as opposed to the usual way of varying the flow of the heating water and chilled water through the 
coils. 

(4) A terminal unit VAV (dual duct) unit is located at the end of a heating air and cooling air 
supply duct and controls interior building air by varying the air volume and mix. 

(5) A terminal unit dual duct fan series AHU is located at the end of a heating air and cooling air 
supply duct and controls interior building air by varying the air volume with the use of local fan(s). 

(6) Terminal units with cooling are located at the end of a heated or non-heated air supply duct and 
include a cooling coil for control of interior building air. 

(7) Terminal units with and without fans are located at the end of a conditioned air supply duct and 
may or may not include a fan for control of interior building air. 

(8) DX air units control interior building air by using a DX coil in the air stream. In the DX coil 
the fluid flowing inside of the coil is a refrigerant. Generally this coil is for cooling but it can be used for 
heating as well. 

(9) Fan coil units are AHUs which control interior building air with a coil to change air 
temperature and a fan to force the air over the coil and into the building. 

(10) Unit heaters usually employ a fan to circulate air within an area or zone and have no supply or 
return air duct or system of ducts. To control building air, steam coils, hot water coils, electrical 
elements, or direct gas fired heat exchangers may be used for heating. 



4-7 



TM 5-697 



(11) Radiant heaters use gas and sometimes electric to heat a ceramic surface. Heat is transferred 
by radiation to the floor and objects in the room which then heat air by free convection instead of forced 
convection as is accomplished in most AHUs. 

(12) Base heater units consist of an electric element or a finned tube with hot water flowing inside 
the tube. These units heat interior air by free convection or sometimes incorporate a fan to heat air by 
forced convection. They heat air in the local vicinity of the heater. 

(13) A computer room unit is prepared for controlling the environment in a computer room. This 
includes provisions for filtering, heating, cooling and humidity control. Humidity control is usually 
provided by increased cooling capacity and reheating of the air through additional heating capacity. 

(14) A packaged roof top unit is an AHU with its duct, coils, fans and controls packaged in a 
weather proof box and is provided with weather proof components to withstand the elements. It is also 
designed to be supported on a roof with supply and return air ducts located on the bottom of the unit. 

(15) An economizer is a gas-to-gas, liquid-to-gas or liquid-to-liquid heat exchanger which, when 
practical, is used to salvage waste heat from a process or part of an HVAC system. The waste heat is used 
to pre-heat heating air thereby reducing the amount and cost of heating. The heating system is therefore 
more economical to operate with an economizer installed. 

(16) Variable speed fans are used in units where a variable volume of air flow is required. Variable 
speed fans may be provided in place of a central fan and may incorporate inlet guide vanes and/or 
modulating dampers. 

e. Unitary heat pump/air-conditioning equipment. Unitary heat pumps are factory-packaged 
refrigerant based units. They can provide cooling or heating of interior building air. Both heating and 
cooling of air can be provided if a refrigerant reversing valve and associated controls are included. This 
valve reverses the flow of refrigerant transforming the evaporator into a condenser and the condenser into 
an evaporator. In this way heat can be moved (pumped) from inside building air to the outside in the 
summer, and from the outside to inside building air in the winter. Provisions are provided to collect 
condensate from cooling interior air and connection to a drain is needed. Heat pumps and air- 
conditioning equipment are available in a number of application categories which include the following. 

(1) A packaged terminal heat pump (PTHP) unit is designed to be installed at the end of a building 
interior air supply duct. It includes appropriate duct connections, coils, fans and controls packaged in one 
box. It is also designed to be supported from overhead. 

(2) Single packaged units have their duct, coils, fans and controls packaged in one weather proof 
box and are provided with weather proof components to withstand the elements. They are designed to be 
located outside and supported on a concrete pad or steel frame from the bottom with supply and return air 
ducts located horizontally or vertically. Console under window units are also available without duct 
connections. 

(3) A roof-top packaged unit has its duct, coils, fans and controls packaged in a weather proof box 
and is provided with weather proof components to withstand the elements. It is also designed to be 
supported on a roof with supply and return air ducts located on the bottom of the unit. 

(4) Split heating, air conditioning, and heat pump units have their ducts, coils, fans and controls 
packaged in two boxes. A weather proof exterior box for the compressor, condenser coil, condenser fan 
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and controls is designed to be supported on a concrete pad or steel frame from the bottom. An interior 
box is provided with supply and return air duct connections, fan and drip pan. Connections for refrigerant 
tubing are provided on both boxes. This tubing is routed as needed and insulated to prevent heat loss or 
gain in the refrigerant and to prevent condensate from forming on the tubing. 

(5) Ground source heat pumps (GSHP) are typically installed indoors. One box contains the 
compressor, pump, fans, duct connections and controls, but often components are not included in the 
central box to adapt the system for the user's needs. The box is connected to underground piping 
networks that exchange heat with the ground. These pipes can be closed loops, buried only feet 
underground or connected to sources of water such as wells or ponds. A desuperheater can also be 
employed during the summer months to extract heat from the conditioned air for hot water heating. 

f. HVAC control systems. HVAC control systems are used to control heating, cooling, and ventilating 
of interior building/zone/room air and are also used in fire safety control schemes. 

(1) Direct digital control (DDC) HVAC control systems use sensors, electric actuators, and 
microprocessors to provide a marked upgrade in system functionality over that attainable with pneumatic 
control. DDC systems provide operators the ability to remotely monitor existing conditions, change 
setpoints, diagnose and sometimes fix problems from a workstation or laptop PC. A single operator could 
monitor many buildings with DDC control, in addition to performing other operating and maintenance (O 
& M) tasks. Energy management and reporting functions improve operational efficiency and cost 
savings. Operational problems can be identified early and fixed before they become larger and more 
expensive. DDC systems involve vendor-specific application software and a communications network. 
Each software application provides varying degrees of flexibility and a unique software approach to 
DDC. The systems are often incompatible. 

(2) Fire safety air moving systems provide fire safety to air zones and to stairwells by moving air 
or smoke. These systems provide for smoke removal only or air pressurization only to help keep areas 
clear of smoke and provide fire control. They may also use a combination of smoke removal with air 
pressurization to isolate an air zone for fire safety control. 

(3) EMCS manage heating and cooling in a building or zone of a building according to 
programmed time and temperature schemes for efficient use of energy. 

(4) Hydronic systems supply controlled chilled and heated water to cooling or heating coils. In 
hydronic systems an air separator is incorporated to remove air from the water and an expansion tank is 
provided to account for changing density in the water. Secondary piping systems are used to circulate 
water in secondary loops located in different buildings or zones which branch off of the main or primary 
heating or cooling water supply loop. 

(5) Ventilation systems provide circulation of controlled conditioned and filtered air to building 
zones or rooms and incorporate exhaust air relief and make-up outside air. 

g. Smoke management systems. HVAC systems can interface with fire detection/alarm systems. 
When HVAC control systems interface with fire systems, signals from the fire system are used to take 
action to minimize the fire and/or provide safe shut down of equipment. 

(1 ) Smoke management systems can use smoke dampers to inhibit the passage of smoke from one 
zone to another. By appropriate opening and closing of smoke dampers in HVAC ducts, building zones 
free of fire can be pressurized with air while the zone with the fire can have smoke pulled from it. 
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(2) Fire dampers are dampers which close when a fuseable link melts and permits the damper to 
close. This prevents air movement in the duct which helps limit the fire and prevents smoke from flowing 
in the duct. 

(3) Fire stops and smoke barriers are fixed obstacles provided to stop the movement of fire or 
smoke in walls or ceilings. 

(4) Automatic and manual control can be used in HVAC control systems for fire safety and smoke 
management. Air distribution systems have manually operated devices that stop the operation of supply, 
return and/or exhaust air and fans in an emergency. Automatic shutdown capability automatically, 
according to a predetermined fire management plan, closes dampers and shuts down fans when detectors 
located in the supply ducts, return ducts or the building fire protection system detect a fire. 

(5) Proper gasketing and sealing of doors is needed to prevent air infiltration into a zone during a 
fire. 

(6) Door release hardware and automatic door openers provide for opening doors for human egress 
and to control fire and smoke as predetermined in a fire management plan. 

h. Ducting. HVAC ducts come in various configurations including round, square, rectangular and 
round oval. They are made from iron, concrete, galvanized steel, rigid fibrous and flexible materials. 
Metal ducts which supply cooling air must be insulated. Duct systems must be tested for leaks and 
cleaned before being put into service. Ducts can incorporate heating coils, cooling coils, DX coils, flow 
switches, pressure switches and gages, smoke detectors, heat detectors and dampers for system control. 

i. Piping systems. Piping systems supply steam, high temperature water and hot water for heating and 
chilled water for cooling. These systems also provide make-up water to boilers and return steam 
condensate to boilers. Condensate from cooling coils is taken to a drain by pipe systems. Pumps move 
fluids, and steam is moved by pressure differential. 

(1) Pipe systems may include steam/hot water converters which heat water with steam by using a 
heat exchanger, finned tube radiators which heat room air by natural convection, control valves operated 
by the HVAC control system for shutting off and controlling fluid flow, solenoids electrically actuated for 
stopping fluid flow, and relief valves to prevent over pressure of vessels and systems. Hydronic piping 
systems incorporate air separators and expansion tanks and must be adjusted and balanced before being 
put into service. Piping systems must be hydrostatically tested for leaks before being put into service. 
Piping can incorporate flow switches, pressure switches and gages, thermometers and thermo-wells, 
solenoids and relief valves for system control. 

(2) Piping systems come in four types: 1-pipe, 2-pipe, 3-pipe and 4-pipe. The limitation of 1 and 
2-pipe systems is that they can only operate in one mode at a time; heating is typically provided for a 
portion of the year while cooling is provided for the remainder. In 3 and 4-pipe systems, different users 
in the same building can call for heat or cooling at the same time, Two and 4-pipe systems are more 
efficient and consequently more expensive that their respective 1 and 3-pipe pairs. 

4-4. Pre-functional test plan and functional performance test plan for HVAC systems 

This manual assumes that individual components and packaged equipment has been tested by the 
manufacturer. As part of the commissioning effort each component should be checked for damage, 
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deterioration and failures by a procedure using inspections and tests defined by the specific equipment 
manufacturers. Equipment manuals from manufacturers identify the minimum required receipt 
inspections, handling and installation procedures, drawing and wiring verification, field inspection and 
installation checks, verification of removal of shipping braces, inspection of installation against drawings 
and nameplates, inspection of components for damage and cleanliness, inspection of insulators and 
grounding, inspection of anchorage and alignment, adjustment checks, mechanical operation and interlock 
checks, lubrication application and verification that local safety equipment is in place. 

a. Safety, HVAC. Many tests on equipment involve the use of high voltages, high currents, high 
pressures, high temperatures and rotating or moving equipment. These can be dangerous to personnel and 
damaging to equipment. A procedure should be followed to insure adequate safety rules are instituted 
and practiced to prevent injury to personnel performing the tests and other personnel who might be in the 
local area. 

b. Test equipment, HVAC. It is important that in any test program the proper equipment is used. The 
equipment should be calibrated, in good condition and used by qualified operators as required by a 
procedure. Any test equipment used for calibration shall have twice the accuracy of the equipment to be 
tested. All equipment should be operated in accordance with its instruction manual. 

c. Procedures, HVAC. A procedure defining installation inspection and a system test needs to be 
provided for each system. In the HVAC system there are three basic systems: a heating water system, a 
chilled water system and a building air or ventilating system. 

d. Inspection checklists, HVAC. Inspection checklists for HVAC systems are presented in figure 4-3, 
Example of a completed DA Form 7477-R, heating water system inspection checklist; figure 4-4, 
Example of a completed DA Form 7478-R, chilled water system inspection checklist and figure 4-5, 
Example of a completed DA Form 7479-R, ventilation system inspection checklist. They are filled out to 
serve as examples of typical equipment conditions. For convenience, these checklists are included 
unpopulated at the end of this technical manual. 

e. HVAC equipment detail. Further commissioning pre -functional test and functional performance test 
detail for equipment, components, and HVAC systems are found in the Department of Commerce: 
NISTIR 4758, NTIS PB92-173012INZ, HVAC Functional Inspection and Testing Guide and the 
Department of Energy: Model Commissioning Plan and Guide Specifications, USDOE, Version 2.05 
Sections 15998 and 15999. 

4-5. Possible failures and corrective measures for HVAC systems 

Table 4-1 on page 4-16 lists general problems that may arise during the testing of equipment and systems 
along with possible troubleshooting techniques. For all problems, consult equipment and component 
manuals for troubleshooting directions. Check fuses/lights/breakers/etc. for continuity; check equipment 
calibration and settings; check for clogged filters and strainers; check for closed manual shut-off valves 
and dampers; check for improperly adjusted valves, dampers and equipment and look for faulty 
equipment and connections. 
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HEA71NGWATER SYSTEM INSPECTION OKKUST 

Ffcr LEecf t hs term, seeTM 5697; the prcpcrmt agerty is OCE 



SKH1CNA-CUSTOMBRDATA 



1. RAM- 
East Building 



2. LOCATION 
Washington, DC 



3. JOB NUMBS! 
EB-18 



4. B3JIRVB<rr 



5. HEAJ1NGV\ATT£LQ0PDTSGNAT1CN 
HHW-02 



6. QATE(YmMVCDJ 



20021125 



7. TEsrequiRvmr 

Ritchie gas menometer kit, 



Fluke calibrated multimeter 



8. IbBltUBY 
Roger Swanson 



SHHlONB-BJUPIVIBVrrDATA 



9. EatHRMANLFACTUFff! 
York Shipley 



10. MCDB.NO 

SPL 500-6-97493 



11. SERALNO 
63-8384 H32 093 



12. BTU FATING 

NA 



13. FUVPMANUFACTUFff! 
Bell &Gossett 



14. MCDB.NO 
BG-452 



15. SB3ALNO 
87-2602-AG 



16. FATED FLOW 
25gpm 



17. hP@FFM 



20. 



18. FATH3NFSH 



SECmO\IC-VISUALAN3 MEGHAN CMLINSPECT1 ON 



19. FATH3FRES3LFE 
30 psi 



Q-EXFCINT 



eCTTHORCFTDJJHVBvjr 

COVHIfTBvlTSSCFASSBVBLY 

TQIIRVB-Tr ROTATION 

BHJHCAL/IVEHANGU INTffLCCKS 

INSTFLMEM5 

FROFgJGFDJNDtNG 

FFCFSilNSUATICN 

~nGHTfrBSCFBCLTffiQ3\INBJlCNS 

FFCFSiLUFJRCATICN 

WATFJJTFeVTMEM' 

2L 

SM9CRS 

CCNTFCLLFJS 

ACTUATCFS 

EFUErVALVTSCHgKTD 

RJB-S4FHYVALVB 

22. 

eauj; 

FUVP 

HVDFCSTAT1CTT5T 

EALANCETT5T 



CCND* NOTTS O-EKFCINT CCND* 

R eJJHVBvrriDFMlHOTlCN A 

A FJPAQNG A 

A LABBJNGANDTAGGNG A 

A S^FBYINTSLOCKS A 

R WJFMNGSPACE A 

A ANQHCFAGE A 

A SiSTT^IFLUSHFXlAhDCLFANFJ) R 

R COVPAR9CNTODFAV\iNGS NA 

A (ENTRXSySTM A 

NA | | FUFJ-SYSTB/I | A 

SHHlCND-CAUBRATlONANDSErPaNT 

DTSCHFT1CN 

Photocell signal level within manufacturers tolerances 
Fireye controller does not indicate any faults. 

Burner Modulating Motor operating renge appears to be OK See note. 
Relief valve was manually forced open during operation. 
Gas Train safeties were checked. All safeties functioned appropriately. 
SECnCNE-HYDRCNCSYSTEM TESTS 



NOTTS 



CREATING MOOTS 

Auto 
Auto 

performed annually 

NA 



TEVRUATURB 

300 degrees F 
190 degrees F 



FFKSURFS 

15 psi 
15 psi 



FLOAS 

NA 

NA 



LOBS 



NOTTS 

1 

2 
3 

NOTTS 



I-EAT1NGOOILNUMBTR 



NA 



CCNTFCLVALVTS 



NA 



SrSTB/ITIST 



performed annually 



23. NOTTS 

1. Boiler is cycling as would be expected. 

2. Operating range checked through the purge cycle, low fire, and high fire postions. 

3. Steam relieved as expected and the valve reseated after the manually applied pressure was removed. 



* CONDITION: A= ACEffTABLB R= NEDSF&AIR RFPLACHVENT CRADJUSTWEsTT; C= GChHUIbD; NA= NOT AFR_KAELE 



DAFCRM 7477-R, DEC 2002 



Figure 4-3: Example: DA Form 7477-R 
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CHLLED WATER SYSTEM INSPECTION OECKUST 

Fa LBecf this fcrm, seeTM 5697; the prcpcnent agary is CCE 


SECTlOslA-CXBTCMERDATA 


1. RANT 

East Building 


2. LOCATION 
Washington, DC 


3. JOB NUMBER 
EB-19 


4. HJUIHVBJT 
Carrier System 


5. CCCUNGWATffiLCCPDTSGNATlCN 


6. DATE(YVYVMVCDJ 

20021125 


7. "TSTBJJIHVBvn" 


8.TTSTH3BY 
Roger Swanson 


SECT1 CN B - EQU PMEMT DATA 


9. CHLLSSMWUFACFUFBR 
Carrier 


10. MCD3_NO 
19XR 


11. SffSALNO 
9210H6115 


12. BTU FATING 
4254 kW 


13. FU\^ MANUFACTURER 
Cummins - Wagner 


14. MCDB_NO 
6BC 


15. SffSALNO 
1510 


16. F5ATH3HCW 
1,898 gpm 


17. HP@FFM 
40 @ 1770 


18. RATH3NPSH 
55 


19. RATB3FRTSSUFE 
165 kPa 


SBTnONC-VlSUALANDMKlHAMCALINISPBCnON 


2Q ' C-EXFCINT 


CEMy 


NOTTS 


a-BXFCINT 


CCNTy 


NOTTS 


BOWORCFBJUIFIVBvJr 


R 




EJJFWHvJT" IDFM1HCAT1CN 


A 




CCIVRETttBSCFASSBVELY 


A 




EFRONG 


A 




E^FWBn"FOTATlCN 


A 




LAEBJNGANDTAGGING 


A 




BK^CAL/TVEHANICAL INTmCCKS 


A 




SAFETYINTfflECKS 


A 




INSTFUMB\fTS 


R 




VMCFWNGSPACE 


A 




FROFBRGFCUNDNG 


A 




ANCHORAGE 


A 




FFCFBRIN9ULAT1CN 


A 




s»sra/i flushk) and cleans) 


R 




nQ-m\escFBCLTOa3\i\miCNS 


R 




COVPAR90NTODF»,WNGS 


NA 




FFCFBRLUERCATICN 


A 




CCNTFCLSrSra/l 


A 




FHRGffANT INSTALLH3 


NA 




WMtkihbATivevrr i nstallfd 


A 




SBCnOND-CAUBRAnCNANDSETPaNT 


21. 


DFSCRPT1CN 


NOTTS 


avBCFS 


Pressure, temperature, and condition sensors checked OK 




CENTRCLLffS 


Carrier control system interfaces with JCI system. 




ACTUATCFS 


Exercise annually for valve control. 




RBJFJ=VALvTSCHr£KF£> 


Exercise annually for valve operation limits. 




SECTION E- HYDRONCSYSTEVI TESTS 


22. 


CFfflATlNGMCDFS 


TTMBRATURB 


FfKSURS 


FLO/\6 


LBfiS 


NOTTS 


CHILLS! 


Auto 












FUVP 


Auto 












HYTJFCSTAT1CTT5T 


performed annually 
















NA 












BALANLklbSI 


CrXUNGGOILNUrvBFj; 


NA 












B^ANaCNTAN^AIRSTPARMCR 


NA 












CCNTRCLVALVFS 


NA 












svsrri/iTrsr 


performed annually 












23. NOTE 












*UJNJ IIU\tA=A<JLH J IALthR=NliDShU-'AIK F 


WU- 


cae^cRADJ 


jsnvE\rr;G=c 


U 


-mjltD;NA=NUI Ah 


FUCABLE 









DAFCRM 7478-R, DEC 2002 



Figure 4-4: Example: DA Form 7478-R 
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VBVTTILATICN SYSTBVI NSPECTICN OBCKUST 

Fcr LBecf this fcrm, seeTM 5697; the prcpcnent agerty is 03E 

SHHlONA-CXBTOMffJDffm 



1. RANT 
East Building 

4. HJJIRVBsTT 



2. LOCATION 
Washington, DC 

5. AIRLCCPDSGNAT1CN 
Section C 



3.JCBNUMEBR 
EB-41 

6. DMEfyYVYMVCDJ 



20021204 



7. "TETBJJIHVBvJr 

Air flow meter, electrical meter, temperature meter 



8.TBTH5BV 
Roger Swanson 



SHH1 CN B - HJU FWIBW DATA 



9. FAN MANUFACTURER 
Greenheck 

13. FANTYFE 
Centrifugal 



10. MCDFINO 
G-120-B 



11. SFJ5ALNO 
73662 



12. RATLTJFLCW 
980 cfm 



14. hP@FFM 
1 hp @ 1200 



15. FATf£>FRES3UFE 
125 static 



SBmONC-VlSUALANDMB>IAMCALINBPBmON 



16. 



g-exfcint 



BOglORCFBjUIHVBvrr 



COO* 



NOTE 



C-BX POINT 



(END* 



NOTE 



ggjIRVBsrriDBvfflHCATlCN 



<XIVFLETE\E55CFASSBVELY 



EFAQNG 



KjUHVBvn'FPrA'TlCN 

aH^HCAl/IVEMftNICAL INTTJLCOS 
INSTTUVHMTS 



A 
A 
A 



LAEBJNGANDTAGGNG 

SXFHYINTBIQCKS 

VMCFWNGSPACE 



R 

A 
A 



FHJBRGFCUNDNG 

FRJg;iN9JLATlCN 

"nG-m\BSCFBCLTH3CEM«Jia\B 



A 
A 

A 



ANCHCFAGE 

SkSTB/I C1FANH3 

CEIVPAR9CNTODFnWNGS 



A 
A 
R 



FFCT-ERLUFiRCATlCN 



CtNTRCLSrSTBVI 



CCNDB\EATEDRPPANS 



17. 



A RLTLT8 

SBCnOND-CAUBRAnCNANDSETPaiMr 

DESCRIPTION 



NOTE 



SM9CFS 

CTNTRUffS 

ACTUATORS 



Checked sensors with standard 

Cycled controllers for response 

Checked full operation from fully open to fully closed 



FIFE DANFSRS CH EKB3 



Actuated fire dampers. Checked for proper operation. 



aVCKEDAIVFttS O-EKFD 



18. 



FAN 

DUCTLEAKTEST 



19. NOTES 



Actuated smoke dampers. Checked for proper operation. 
SKHICNE-SYSTHVI IbSIS 



CFB3ATINGMCCES 

Speeds as required 
On at high speed 



TSVFEWUFES 
68 to 72 F 



FRESSUFES 

.125 
.125 



FLQAS 

980 
980 



LBfflS 



NOTES 





As required 


68 to 72 F 


.125 


980 






AIRBMANUzlbSI 


COILNUIVEff? 


On 


68 to 72 F 


.125 


980 






COILNUIVEff? 


On 


68 to 72 F 


.125 


980 






OCNTFCLDAIVFffS 


Moderation of flow 


NA 


NA 


NA 






SY5THVITEST 


Normal operation 


68 to 72 F 


NA 


NA 







*GCMXnON: A=AC0JTAELE R= NFfflSFSAIR FfflACB/EsTT CRADJUSTIVB^T; frCO+tU LU; NA= NOTAFRJCABLE 
DAFCRM 7479-R, DK2002 



Figure 4-5: Example: DA Form 7479-R 
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Table 4-1. Possible failures and corrective actions ofHVAC system 





Areas to Check 


General Controls 




Devices will not 
close/trip 


Check mechanical alignment of limit switches 

Check interlocks and safeties 

Check relay and protective device settings and operation 

Check for mis-wired circuits 

Check control circuit 

Check controller set point 


Devices trip 
inadvertently 


Check relay and protective device settings and operation 

Check for mis-wired circuits 

Check the control circuit 

Check for system overload or short 

Check grounds 



Boiler 




Will not start or starts 
but shuts down 


Check PLC 

Check power supply 

Check controls, switches, starters, and disconnects 

Check controller set points 

Check sensors, actuators, and indicators 

Check fuel supply 

Check fuel safety valves 

Check fuel filters 

Check burner flame safety 

Check igniter 

Check blower and blower inlet 

Check heating water pump, flow and control valve 

Check feed water supply 

Check safeties and interlocks to fire protection systems 


Incorrect heating 
water temperature 


Check controls and set point 

Check heating water pump, flow and control valve 

Check for closed shut off valves 
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Table 4-1. Possible failures and corrective actions ofHVAC system (continued) 



Chiller 




Will not start or shuts 
down 


Check Program Logic Controller (PLC) 

Check power supply 

Check controls, switches, starters, and disconnects 

Check controller set point 

Check sensors, actuators, and indicators 

Check refrigerant 

Check refrigerant heaters 

Check condenser fans 

Check heat rejection equipment power, pumps, fans, and controls 

Check water pump, flow and control valve 

Check safeties and interlocks to fire protection systems 


Incorrect cooling 
water temperature 


Check sensors, controllers and set point, actuator/positioners 
Check chilled water pump, flow and control valve 
Check expansion tank and air separator 
Check for closed shutoff valves 



Ventilating Fan 




Will not start or shuts 
down 


Check power supply 

Check controls, switches, starters, and disconnects 

Check inlet vane and damper actuators 

Check filter(s) 

Check safeties and interlocks to fire protection systems 


Vibrates 


Check motor and fan bearings 
Check inlet vane and dampers 
Check impeller condition 
Check vibration joints and isolators 
Check air filter(s) 



Valves and Dampers 




Will not move 


Check for stuck valve stem or damper shaft 

Check supply air 

Check positioner linkage adjustment 

Check pneumatic signal 

Check actuator shaft, diaphragm, and spring 

Check controller and controller set point 

Check safeties and interlocks to fire protection systems 
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CHAPTER 5 
GENERATORS AND ANCILLARY EQUIPMENT 



5-1. Description of generator ancillary equipment, diesel fuel, and lube oil systems 

Generators are used to supply primary power, standby power and emergency power. The generators used 
at command, control, communications, computers, intelligence, surveillance and reconnaissance (C4ISR) 
facilities are most often powered by diesel engines. Commissioning of a standby power system 
addressing the generator and electrical aspects of standby power are discussed in Army TM 5-694. This 
technical manual will address the ancillary equipment consisting of a typical diesel fuel and lube oil 
system. 

a. Diesel fuel system. A diesel fuel system is shown in figure 5-1, Schematic of a typical diesel fuel 
system. The system consists of a storage tank, strainer, motor driven pump, filter, expansion tank, heater, 
day tank, cooler, engine mounted duplex filter and engine mounted pump. 



COOLER 



STRAINER 



-IX 1 ly-+ 



EXPANSION 



s. 




■ fywj ' 

kf DU! 







STORAGE TANK 



Figure 5-1. Schematic of a typical diesel fuel system 

b. Lube oil system. A lube oil system is shown in figure 5-2, Schematic of a typical lube oil system. 
The system consists of a clean lube oil tank, dirty lube oil tank, pumps, lube heaters, cooler, centrifuge, 
duplex filter and duplex strainer. 
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DUPLEX FILTER 



CENTRIFUGE 



FILL > K-H- 



' STRAINER 
(TYP) 




ELECTRIC MOTOR 

DRIVEN PRELUBE 

PUMP 




Figure 5-2. Schematic of a typical lube oil system 

c. Diesel fuel and lube oil systems. More information on design, maintenance, and testing of diesel 
fuel and lube oil systems and generators is found in the American Society of Mechanical Engineers 
(ASME): B 31.3, Process piping, Army TM 5-692-1 Maintenance of Mechanical and Electrical 
Equipment at C4ISR Facilities, Recommended Maintenance Practices, chapters 5, 6 and 19, Army TM 5- 
692-2 Maintenance of Mechanical and Electrical Equipment at C4ISR Facilities, System Design Features, 
chapters 5, 6 and 19, Army TM 5-685 Operation, Maintenance and Repair of Auxiliary Generators and 
Army TM 5-694 Commissioning of Electrical Systems for C4ISR Facilities, 
chapter 5. 

5-2. Operation of diesel fuel system and lube oil systems 

A discussion of the operation of the diesel fuel and lube oil systems is presented in the following 
paragraphs. 

a. Diesel fuel system operation. The diesel fuel storage tank shown in figure 5-1, Schematic of a 
typical diesel fuel system, must be a double wall tank or, when located above ground, a single wall tank 
surrounded by a dike for containment of a leak, can be used. For underground installations, the tank must 
be double wall with a leak detection system monitoring the annulus between walls. The tank is provided 
with level indication, either local, remote, and/or is interlocked to shut off fill flow. The tank is provided 
with a fill line, man access port, return line and two suction lines. The tank may be provided with suction 
line heaters or a tank heater (not shown) depending on the engine's fuel requirement and type of diesel 
fuel selected. The fill line and the return lines are provided with traps to minimize the formation of 
vapors in the tank. One suction line is located higher than the other. Normally the pump will draw from 
the low suction line. As water separates from the fuel it will approach the lower suction line. If water is 
picked up in this line, the pump can be switched to the upper suction line until the water is removed 
through the man access port. A strainer provides a coarse means of particulate removal upstream of the 
pump. A coalescing filter provides for water and fine particulate removal downstream of the pump. An 
expansion tank may be installed to prevent expanding fuel oil from leaking from joints and shaft seals. 
An oil heater may be installed depending on the type of oil and climate, to reduce oil viscosity to the 
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atomizing range. The fuel oil then enters the day tank and is discharged through a trap. The day tank 
holds a four- to eight- hour supply of fuel and is mounted above, or in close proximity to, the generator's 
diesel engine. It is provided with a vent, overflow, return line, gravity feed line to the duplex engine 
filters, a pump and a level indication, either local, remote and/or interlocked to shut off supply flow. The 
engines positive displacement pump raises the diesel fuel to the correct pressure for engine operation and 
distributes it to the fuel injectors. An oil cooler is provided, when needed, in the return line to minimize 
flashing and formation of vapors. Oil lines may be electrically or steam heat traced for winter service 
depending on the type of fuel, climate and installed pipe location. 

b. Lube oil system operation. As shown in the lube oil system in figure 5-2, Schematic of a typical 
lube oil system, new lube oil passes through a strainer before entering the clean lube tank. The tank is 
provided with level indication, either local, remote and/or is interlocked to shut off fill flow. The tank is 
also equipped with a vent and a heater if required. The dirty lube tank incorporates a drain, level 
indication, vent, return line and suction line. 

(1) A pump draws lube oil through a strainer and foot valve in either tank. The foot valve 
prevents the line from emptying when not in use. From this pump, lube oil can flow to the engine lube oil 
sump, to a tanker truck for hauling to an oil recycle center, or it can be heated and cleaned through a 
centrifuge. From the centrifuge, water/oil discharge is sent to a separator, sludge is sent to treatment for 
disposal and the treated lube is sampled. The treated lube if clean is pumped to the engine lube oil sump, 
or if dirty it is pumped to the dirty lube oil tank. 

(2) From the engine lube oil sump, lube oil is pumped through a duplex strainer by a motor driven 
pump or an engine driven pump. As with duplex filters, duplex strainers provide for continuous 
operation. Switching from one strainer to the other can take place without impeding oil flow by 
switching the inlet and outlet three-way valves simultaneously. This permits cleaning of one strainer 
while the other is in service. When the standby power engine requires warm engine lube and a warm 
engine block for startup, the electric motor driven pump continuously circulates engine lube through a 
heater. Once the engine is started the engine driven lube oil pump will take over and lube will flow 
through a thermostatic valve to a cooler and by-pass line to maintain correct engine lube temperature for 
operation. The lube oil flows through a duplex filter before entering the engine. The electric motor 
driven pump can also be used as a pre-lube pump to circulate lube prior to starting the engine and after 
the engine shuts down for controlled cooling. The pump also transfers dirty lube from the engine lube oil 
sump to the dirty lube oil tank. 

(3) The lube oil system may be integral with the engine or may be provided as a separate skid 
mounted unit. Lube oil tanks, pipes, and lines may be heated or heat traced. Controls, alarms and engine 
shutdown interlocks are provided as needed and include alarms for low oil flow, low oil level, low oil 
pressure, low oil temperature, high oil temperature or high filter differential pressure. 

5-3. Pre-functional test plan and functional performance test plan for diesel fuel and 
lube oil systems 

This manual assumes that individual components and packaged equipment have been tested by the 
manufacturer. As part of the commissioning effort each component should be checked for damage, 
deterioration, and failures by a procedure using inspections and tests as defined by the specific equipment 
manufacturers. Equipment manuals from manufacturers identify the minimum required receipt 
inspections, handling and installation procedures, drawing and wiring verification, field inspection and 
installation checks, verification of removal of shipping braces, inspection of installation against drawings 
and nameplates, inspection of components for damage and cleanliness, inspection of insulators and 
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grounding, inspection of anchorage and alignment, adjustment checks, mechanical operation and interlock 
checks, lubrication application and verification that local safety equipment is in place. 

a. Safety, diesel fuel and lube oil systems. Many tests on equipment involve the use of high voltages, 
high currents, pressurized fuel and rotating or moving equipment. These can be dangerous to personnel 
and damaging to equipment. A procedure should be followed to insure adequate safety rules are 
instituted and practiced to prevent injury to personnel performing the tests and other personnel who might 
be in the local area. 

b. Test equipment, diesel fuel and lube oil systems. It is important that in any test program the proper 
equipment is used. The equipment should be calibrated, in good condition, and used by qualified 
operators as required by a procedure. Any test equipment used for calibration shall have twice the 
accuracy of the equipment to be tested. All equipment should be operated in accordance with its 
instruction manual. A procedure defining installation inspection and a system test needs to be provided. 

c. Inspection checklists, diesel fuel and lube oil systems. An inspection checklist for the systems are 
presented in figure 5-3, Example of a completed DA Form 7480-R, diesel fuel system inspection checklist 
and figure 5-4, Example of a completed DA Form 7481-R, lube oil system inspection checklist. They are 
filled out to serve as examples of typical equipment conditions. For convenience, these checklists are 
included unpopulated at the end of this technical manual. 

5-4. Possible failures and corrective measures for diesel fuel and lube oil systems 

Table 5-1 on page 5-7 lists general problems that may arise during the testing of equipment and systems 
along with possible troubleshooting techniques. For all problems, consult equipment and component 
manuals for troubleshooting directions. Check fuses/lights/breakers/etc. , for continuity, check equipment 
calibration and settings, check for clogged filters and strainers, check for closed manual shutoff valves 
and dampers, check for improperly adjusted valves and equipment, and look for faulty equipment and 
connections. 
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OESEL FUEL SYSTEM INSPBCnCN OKKUST 

Fa LBeof ths fcrm, seeTM S697; the prcpcnent agexy is CCE 


SECTICNA-CX6TCMERDATA 


1. RAMT 
Redundant Power 


2. LOCATION 

Building 10 


3.JCBNUMFJS? 
RP-22 


4. EJJIRVBsTT 

Fuel Oil System - 1 


5. SYSTEM DT3GNAT1CN 
FOS - 1 


6. OMEfiYrtMMX) 

20021125 


7. "TSTBJJIHVBvn" 

Graduated Story pole, tank level chart, Fluke multimeter 


8.TTSTFDBV 

Bob Hale 


SECTl CN B - ECU PMEMI" DATA 


9. RJVPWRNUFACRJFff! 
Oberdorfer 


10. MCDB_NO 
N993-03 


11. Sff5AL.NO 
T10063 


12. FLO/VFAT1NGGFM 

8 gpm 


13. TYFE 
Gear Pump 


14. hP@FFM 

NA 


15. FfBSUFEFATINGFQG 

NA 


16. ^TOMANUFACTUFS! 


17. MCDB_NO 

NA 


18. SffSALNO 

NA 


19. FLQ/VFATEGFM 

NA 


20. O0CLff!IW\NUFACnJFff! 


21. MCDB_NO 

NA 


22. SffJALNO 

NA 


23. FLCWFftTEGFM 


SBmONC-VlSLWLANDMKHAMCALINBPBniON 


24. 

o-ekfcint 


CEMy 


NOTTS 


G-ECKFaNT 


CCND* 


NOTTS 


BCTWORCFBJUIRVBvJT 


A 




H3JIFTVENT IDEMIHOMION 


A 




03VREIBBS CFASSHvELY 


A 




FJFftCTNG 


A 




E^FWENfTFOTATICN 


A 




LAETUNGANDTAQQNG 


A 




EHJHCAL/IVEHANICAL INTffimS 


A 




SAFETYINTffUOCKS 


A 




INSTFUVEvfTS 


A 




WCFWNGSPAOE 


A 




FFCFKGFDUNDNG 


A 




ANOHCFAGE 


A 




FTCPSJINSULATICN 


NA 




LRKS 


A 




"na-m\BSCFBCLTH3CEM\Ena\B 


A 




CDVPAR90NTODFAWNGS 


NA 




FFCFWLUERCAT1CN 


NA 




ccntfclsys™ 


A 




SBCnOND-CAUBRAnCNANDSETPaNT 


25. 


DTSCHPTICN 


NOTTS 


SvBCFS 


Main tank levels are consistent with sensor reading. 


1 


CCNTFCLLffS 


Main tank controllers indicate all conditions normal 




ACTUATCFS 


NA 




SECTION E- Dl BB.FUB.SYSTH/1 TeSTS 


26. 


CFSATINGMCDTS 


TWFffWUFTS 


FfTSSUFTS 


FLOA6 


LBflS 


NOTTS 


FUVP 


Auto 


55 degrees F 


3 psi 


8 gpm 






HBVTB3 


NA 












OXLTR 


NA 












HvJQNE 


NA 












H>DFCSTAT1CTLST 


NA 












SYSTMTFST 


performed annually 












27. NOTTS 

1. Tank level was taken with Story 


pole and calculatefd using tank chart. 




*CONDTION: A= AOBTAEIE R= NTBDSFBFAIR F 










&>Lf 


ca»trcRACLJ 


jsnve\rr;c=c 


u 


-mjlti);NA=NUI Ah 


RJCABLE 











DA FCRM 7480-R, DEC 2002 



Figure 5-3: Example: DA Form 7480-R 
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UUBEaLSYSTBVl INSPBHICN ChBCWJST 

Rr LEecf t lis torn, seeTM 5697; ths prcpcrent agency is (XE 



SHHlCNA-CUSrOMffiDATA 


1. HAW 
East Building 


2. tCOVTlOM 
Washington, DC 


3.JCBNUMBS! 
EB-13 


4. TBJIHVENT 


5. SrSTHVIDBGNA,"TlCNI 


6. DMEimWMJQ 

20021126 


7. TFSTEJJIFIVENT 

Fluke calibrated multimeter, 


pressure gauge 


8.TTSTHW 
Roger Swanson 


SHHIONB-HJJPMHMTDATA 


9. RJVPWANUFACRJFff! 
Oberdorfer 


10. MCDH_NO 
N993 


11. SERALNO 
7580 


12. Ft£WRA~TlNGGFM 
2 gpm 



13. T»HE 
Gear Pump 

16. TEATBR MANUFACTURE 

NA 



14. FP@FFM 
.5 @ 1800 

17. MCDH_NO 



18. SERALNO 



15. FRS9JRERATINGF3G 
40 psig 

19. FtO/VRATINGGFM 



20. OX1BR MANUFACTURE 

NA 

24. CHsTTRIFUGEMANUFACrUFff! 
RCI 



21. MCDFLNO 



25. WCDH.NO 
RC - 1500 



22. SERALNO 



26. SERALNO 
0954KJ9 



23. FtCWRajlNGGHVI 
27. FICWFAT1NGGFM 

150 gpm 



SBmCNC-VISUALATOMBaHANCALINSPHmCN 



28. 



C-EKFCINT 



BOH^ORCFBjUHVBNrr 

cnvRETH^s CFASsavay 



COND* 

A 
A 



NOTE 



Q-EKFaNT 



TOJF1VB\rr IDBnTTiRCATIGM 
FJAQNG 



cdnd* 

A 
A 



NOTTS 



TDJFIVBJT ROTATION 



A 



LAffiJNGANOTAGQNG 



A 



TiglRCAL/MXHANCALINrTmflCKS 

INSTFUVBvnS 

FT-CFff!G=aj\nNG 



A 
A 
A 



SAFHYINTffUXKS 

WCFKINGSFACE 

ANCHCFAGE 



A 
A 
A 



FRCFffilNSULATiaM 



A 



TEAKS 



A 



Tia-rTT\BSCFBO_TT£)Cn^EJlCNS 



A 



(TMTOSCNTODRAWNGS 



A 



FRCFSiLUeRCATlCN 



29. 



A ccNTFCLSrSTBvi 

SHHlCWD-CAUBRAnaMANDSETPaNT 

DQCRPTIOM 



A 



NOTTS 



SBJSCRS 



Level and pressure sensors in both day and storage tanks OK 



CCNTFQlgS 
ACTUATCFS 



Simplx control system OK 

Fuel control valves activated fully for fuel transfer 
SKH1CN E- LUBESYSTB/I TBTS 



30. 



CREATING MCDTS 



TBVREATLR5 



FRSSLRS 



FUOA6 



LBflS 



NOTTS 



RJVP 

HEATS! 

OXlTf! 



Auto 

NA 
NA 



NA 



40 psig 



2 gpm 



FJJQISE 



Auto 



195 degrees F 



NA 



NA 



HYDFCSTAT1CTTST 
SYSTBVITTST 
31. NOTTS 



NA 

performed monthly 



*m\DT10MA=ACm^AaET^NffiBra^RmAai^HNff NA=NOTAFRJOAELE 

DAFORM 7481-R, DEC2002 



Figure 5-4: Example: DA Form 7481-R 
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Table 5-1. Possible failures and corrective actions for diesel fuel and lube oil systems 





Areas to Check 


General Controls 




Devices will not 
close/trip 


Check mechanical alignment of limit switches 

Check interlocks and safeties 

Check relay and protective device settings and operation 

Check for mis-wired circuits 

Check control circuit 

Check controller set point 


Devices trip 
inadvertently 


Check relay and protective device settings and operation 

Check for mis-wired circuits 

Check the control circuit 

Check for system overload or short 

Check grounds 



Diesel Fuel System 




Will not start or starts 
but shuts down 


Check power supply 

Check controls, switches, starters, and disconnects 

Check controller set points, temperatures, pressures, levels 

Check sensors, actuators, and indicators 

Check heaters 

Check filters 

Check fuel level and fuel quality 

Check safeties and interlocks to fire protection systems 


Incorrect fuel flow or no 
fuel flow 


Check pumps 

Check controls and set point 

Check filters 

Check for closed shut off valves 

Check safeties and interlocks to fire protection systems 



Lube Oil System 




Will not start or shuts 
down 


Check power supply 

Check controls, switches, starters and disconnects 

Check controller set points, temperatures, pressures, levels 

Check sensors, actuators and indicators 

Check filters 

Check lube oil level 

Check safeties and interlocks 


Incorrect lube oil flow 
or no lube oil flow 


Check pumps 

Check centrifuge 

Check controls and set point 

Check heaters 

Check filters 

Check for closed shut off valves 

Check safeties and interlocks to fire protection systems 
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CHAPTER 6 



AIR COMPRESSORS AND PNEUMATIC CONTROL SYSTEMS 



6-1. Description of compressed air and pneumatic control systems 

Compressed air is used in many operations and processes and as a source of energy for heating, 
ventilating and air conditioning (HVAC) and process actuators and motors. It may also be supplied for 
low pressure systems and used for pneumatic control. Air can be compressed in several different ways 
and supplied at varying pressures and degrees of filtration depending on its use. Paragraph 6-3, General 
compressed air equipment description and operation, explains the operation of various types of 
compressors and dryers. 

a. Compressed air system. A typical compressed air system is shown in figure 6-1, Schematic of a 
typical compressed air system. The system is capable of producing instrument quality air for pneumatic 
HVAC controls, tools, conveying systems and general plant air. The system consists of a single motor 
driven single stage rotary screw compressor with inlet air filter, a safety relief valve, aftercooler, air/oil 
separator, air receiver with safety relief valve, prefilter, air dryer, afterfilter, oil/water traps and oil/water 
separator. 



BYPASS VALVE 

X 




BYPASS VALVE 

[XI 



PRECOOLER/R EH EATER 



- EVAPORATOR 




AFTERFILTER DISTRIBUTION SYSTEM 



-CONDENSER 



O I LAV ATE R 



ACCUMULATED OIL CONTAINER 



Figure 6-1 Schematic of a typical compressed air system 

b. Pneumatic control system. For a description of a pneumatic control system refer to chapter 4, 
Heating, ventilating, and air-conditioning (HVAC) equipment and controls, paragraph 4-1, Description of 
HVAC systems. 

c. Compressed air and pneumatic control systems. More information on design, maintenance, and 
testing of compressed air systems is found in the American Society of Mechanical Engineers (ASME): 
B19.1 Safety standard for air compressor systems, B31.1 Power piping, and Section 8. Boiler and 
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pressure vessels. Also, the Department of the Army TM 5-810-4 Compressed Air, TM 5-692-1 
Maintenance of Mechanical and Electrical Equipment at Command, Control, Communications, 
Computers, Intelligence, Surveillance, and Reconnaissance (C4ISR) Facilities, Recommended 
Maintenance Practices, chapters 16 and 17, and TM 5-692-2 Maintenance of Mechanical and Electrical 
Equipment at C4ISR Facilities, System Design Features, chapters 16 and 17 deal with the subject. 

6-2. Operation of compressed air systems 

Refer to figure 6-1, Schematic of a typical compressed air system. Ambient air is pulled through a 5 to 10 
micron filter and compressed by the helical rotors of the rotary screw compressor. A safety relief valve is 
installed in the discharge line and set at the design pressure of the system. The compressed air flows 
through an after cooler to remove the heat of compression. The compressed air temperature is reduced to 
within 15 to 20°F of ambient in the aftercooler. 

a. The air next flows through a moisture/air separator. This separator removes most of the oil. The oil 
is cooled and returned to the compressor where it provides sealing, lubrication, and some cooling. From 
the moisture separator a mixture of condensation water and oil is discharged through a trap to an oil/water 
separator. This separator removes oil from the condensate down to 2 parts per million (ppm) so that it can 
be discharged to a sanitary sewer. The oil is accumulated in a filter or collection container, is usually 
considered hazardous waste and must be properly disposed of. 

b. The air may now flow to a receiver with a safety relief valve. Not all compressed air systems 
incorporate a receiver. The needs of process equipment and the type and size of the compressors 
determine the need for a receiver. The receiver provides a cushion for compressed air pulses when a 
reciprocating compressor is used, a storage volume of air to handle peaks of high usage and a storage 
volume of air to allow operation of systems during periods of power loss. Receivers usually provide one 
gallon of capacity for each cubic foot of flow. A liquid trap discharges accumulated condensate and oil to 
the oil/water separator. 

c. Downstream of the receiver a prefilter may be installed followed by a dryer and an afterfilter. All of 
these devices are provided with shutoff valves upstream and downstream and a bypass valve to allow 
servicing. These devices also are supplied with traps which allow accumulated condensate/oil mixtures to 
be processed in the oil/water separator. There are several different types of dryers. The most common is 
a refrigerant dryer, as presented in the typical system. In this dryer a refrigerant cycle cools the 
compressed air temperature down to about 33 to 40°F. The water content of the cool air is much less than 
that of hot air. The air is considered dry at this point. Other types of dryers can lower air temperature 
further for special process requirements. Refrigerant dryers are sufficient for HVAC control systems. 
The afterfilter removes moisture from the air stream down to 0.5 ppm and filter particulate down to 1 
micron. Finer filters can be installed if required by the operating process. Drip legs should be provided 
in the piping system header and branch lines to collect condensate and should include a trap. The header 
should be supplied from both ends thereby making a loop of compressed air around the building. Branch 
lines should be tapped from the top of header lines to prevent condensate and rust accumulation from 
entering the line. Lines should be sloped toward drip legs. 

6-3. General compressed air equipment description and operation 

Compressed air systems can use multi-stage compressors and/or provide multi-compressor installations 
with or without multiple coarse to fine filters depending on process needs. Following is some of the 
equipment used in various combinations in compressed air systems. A description of the equipment and 
its operation is provided below. 
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a. Air compressor types. Compressors are most often supplied skid mounted as a packaged unit. The 
assembled package includes all major components, controls and a sound attenuation enclosure. The unit 
only requires mounting to a foundation, hook up to system piping, connection to the oil/water separator 
and power connection. Following is a discussion of various types of compressors. 

(1) Rotary helical screw air compressors are positive displacement machines. A twin-screw 
compressor consists of accurately matched rotors [one lobe (male) and one helix (female)] that mesh 
closely when rotating within a close tolerance common housing. One rotor is motor driven while the 
other is gear driven, turning it in a counter-rotating motion. The rotors uncover inlet posts at one end 
allowing air to flow in. As the rotors continue to rotate the air is compressed by the diminishing volume 
between the rotors. At the end of the rotors, ports allow the now compressed air to exit. One or more 
stages may be used. These compressors are used in systems up to 3000 cubic feet per minute (cfm). 
They are usually oil injected to increase sealing, lubricate rotors and provide cooling. They can also be 
oil free. One or two stages can be used. They have a low initial cost, no pulsation, are almost free of 
vibration and do not require special foundations. 

(2) Centrifugal compressors compress air as it enters the center of a fluted casting, housing a 
rotating impeller. The impeller imparts kinetic energy to the gas which turns into potential energy as the 
gas velocity slows, thus increasing pressure. Compression is a continuous process. One or more stages 
may be used. Centrifugal compressors are used in large systems up to 18,000 cfm. A blow-off silencer is 
needed to control noise. Centrifugal compressors require no lubrication in contact with the air stream and 
therefore provide oil free air. 

(3) Reciprocating or positive displacement compressors use a piston in a cylinder to compress air 
up to a capacity of 6,000 cfm. Air enters the cylinder through a valve when the piston is going down. 
The valve closes when the piston starts to go up. As the piston approaches the top of the cylinder, the air 
is compressed by the decreasing volume. An exhaust valve opens when the piston is near the top of the 
cylinder allowing the compressed air to exit. The cycle is then repeated. These compressors can be 
specially constructed to operate as oil free. One or more stages can be used. Multiple stages are used 
with inter-cooling between stages in large applications. Because of their reciprocating mass they pulsate, 
vibrate, create harmonics in piping systems and, for larger sizes, require special foundations and special 
noise attenuation. 

(4) Rotary sliding vane compressors use a rotor eccentrically mounted in a cylinder. The rotor has 
eight or more slots cut along its length. Vanes are placed in the slots. As the rotor rotates, the vanes 
move out from centrifugal force. As the rotor continues through a rotation, the rotor housing causes the 
vanes to move back in the slot of the rotor. The volume of air between the housing, eccentrically 
mounted rotor, and two vanes changes as the rotor rotates, compressing the air. An outlet port is located 
in the housing where the rotor is closest to it. An inlet port is located just past the outlet port. One or 
more stages may be used. These compressors are used in systems up to 3000 cfm. They can be oil 
injected or oil free. One or two stages can be used. They have a low operating cost, no pulsation, are free 
of vibration, and do not require special foundations. 

b. Dryers. Compressed air dryers are most often supplied skid mounted as a packaged unit. The 
assembled package includes all major components and controls mounted and pre-wired, requiring only 
that they be anchored to a foundation, hooked up to the compressed air piping system and oil/water 
separator and connected to power. Following is a discussion of various compressed air dryers. 
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(1) Refrigerant dryers use a refrigeration cycle to cool the compressed air down to 33 F as a 
minimum. Below this temperature the condensate will freeze and stop air flow. This type of dryer has a 
low initial cost, low operating cost and is inherently reliable. It is the most common type of dryer used 
for plant air, air operated tools, pneumatic instrumentation for HVAC systems and material conveying. 

(2) Regenerative dryers using desiccant to dry compressed air, can dry air to minus 150 F. Twin 
towers of moisture adsorbing desiccant are used. One is in operation while the other is being regenerated 
with a heat source or compressed air. Initial cost varies from low to high and operating costs vary from 
moderate to high. These dryers are used where very dry air is needed. 

(3) Deliquescent dryers use an absorbent material and can only dry air to a maximum of 20 F 
below inlet temperature. The moisture and absorbent react and form a liquid which is drained from the 
dryer. The effluent is corrosive, must be disposed of as a hazardous material and carryover into the 
system may be possible, causing maintenance problems downstream. These problems along with 
minimal moisture removed reduce the attractive low initial cost and low to moderate operating cost of the 
system. 

6-4. Pre-functional test plan and functional performance test plan for compressed air 
systems 

This manual assumes that individual components and packaged equipment have been tested by the 
manufacturer. As part of the commissioning effort each component should be checked for damage, 
deterioration, and failures by a procedure using inspections and tests as defined by the specific equipment 
manufacturers. Equipment manuals from manufacturers identify the minimum required receipt 
inspections, handling and installation procedures, drawing and wiring verification, field inspection and 
installation checks, verification of removal of shipping braces, inspection of installation against drawings 
and nameplates, inspection of components for damage and cleanliness, inspection of insulators and 
grounding, inspection of anchorage and alignment, adjustment checks, mechanical operation and interlock 
checks, lubrication application and verification that local safety equipment is in place. 

a. Safety, compressed air system. Many tests on equipment involve the use of high voltages, high 
currents, pressurized air, pressurized gas and rotating or moving equipment. These can be dangerous to 
personnel and damaging to equipment. In addition, compressed air systems employ safety valves which 
must be properly installed, vented and the relief pressure must be properly set. A procedure should be 
followed to insure adequate safety rules are instituted and practiced to prevent injury to personnel 
performing the tests and other personnel who might be in the local area. 

b. Test equipment, compressed air system. It is important that in any test program the proper 
equipment is used. The equipment should be calibrated, in good condition and used by qualified 
operators as required by a procedure. Any test equipment used for calibration shall have twice the 
accuracy of the equipment to be tested. All equipment should be operated in accordance with its 
instruction manual. A procedure defining installation inspection and a system test needs to be provided. 

c. Inspection checklist, compressed air system. An inspection checklist for the system is presented in 
figure 6-2, Example of a completed DA Form 7482-R, compressed air system inspection checklist. It is 
filled out to serve as an example of typical equipment conditions. For convenience, this checklist is 
included unpopulated at the end of this technical manual. 

6-5. Possible failures and corrective measures for compressed air systems 
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Table 6-1 on page 6-7 lists general problems that may arise during the testing of equipment and systems 
along with possible troubleshooting techniques. For all problems, consult equipment and component 
manuals for troubleshooting directions. Check fuses/lights/breakers/etc. for continuity, check equipment 
calibration and settings, check for clogged filters and strainers, check for closed manual shut off valves 
and dampers, check for improperly adjusted valves and equipment and look for faulty equipment and 
connections. 
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1. RANT 

West Building 



SECnCNA-CUSTOMB*DATA 

2. tCCATlCN 
Arlington, VA 



3.JCBNUMFJS! 
WB- 34 



4. EJJIRVEsTT 
Ingersol Rand 



5. SySTEMDQGNATICN 



6. CATE(WVVMVDDJ 



20021126 



7. TESTEJJIHVBvrT 



8. TESTE) BV 
Roger Swanson 



SECT! CNB-ECUPMBSTr DATA 



9. COVFRBSCRIWVSIUFACnJFff; 
Ingersol Rand 



10. MCDB_NO 
7100E15V 



11. SfflALNO 
67-95863 



12. ROWRATINGOM 

50 cfm@ 175 psi 



13. TfPE 
Reciprocating 

16. DRYffiMANLfACnJFff; 



14HP@FPM 
15 @ 1750 

17. MCDB_NO 



18. SfflALNO 



15. FFBSSUFERATINGFSIG 
175 psig 

19. BdTFLOWFftTEODPF 



20. aLMATTOSSARATCRIVRS 



21. MCDB_NO 



22. S33ALNO 



24. 



o-BXFawr 



SECT1CNC-V1SUALAI\D MEGHAN CALINSPECT1CN 

CCND* NOTTS a-EXPOM" 



23. RCWPATECFM 
19 cfm 



CCMy 



NOTE 



COVREmvlBSCFASSa^ELY 

ggjiRve^FDrAiiCN 

RKJRCAL/WEHANICAL INTERCCKS 



A 
A 
A 
A 



ggjiRvevn - idbnjtircaticn 

BRACING 

[AEBJNGAM3TAGGING 
SAFETY INTSUXKS 



A 
A 
A 
A 



INSTFUVEsriS 



A 



WCFWNGSPACE 



A 



FfCFSiGFCUhCING 

FRJffilNSUlATlCN 

"na-m\BSCFBCLTH3CCM\EnCNS 



A 
A 
A 



ANCHCRAGE 

CCNDBnJSATEDRPLBSS 
CCIVPARSCN TO DRAWINGS 



A 
A 
A 



FFCPBRLUBRCAT1CN 



ccwtrxsist™ 



A 



SBSnCND-CAUBRATICN AND SET PCI NT 



25. 



SBMSCRS 



DESCRPTICN 



NOTTS 



NA 



CCWTROLffS 



Pressure control set on at 90psi, off at 115 psi. 



ACTUATORS 



NA 



FBJffVALVBCHgKFJ 
26. 



Pressure relief set at 125 psi. 

SEOICNE-COVIPRESSEDAIRSYSTBVI TESTS 



CFSSATINGMCDES 



TBVFB3ATUR3 



RtISSLRS 



ROAS 



L&HS 



NOTTS 



AIRCCMPRSSCR 



Auto 



130 degrees F 



100 psi 



NA 



AIRDRigi 

QLAAATFJi SffARATCR 
FRSSUFETFST 



Auto 
Clean 

NA 



60 degrees F 

NA 
NA 



65 psi 
65 psi 

NA 



10 scfm 

NA 
NA 



RLTfftS, TRAPS 



Clean 



NA 



65 psi 



SYSTOITEST | NA 

27. NOTES 

1. Pressure relief actually lifted at 130 psi per tank gauge. 



*03^TlON:A=AOT^AFJLEF^rNffi»R™RPffLA03«\J NA= NOT APPLICABLE 

DA.FCRM 7482-R, DBC2002 



Figure 6-2: Example: DA Form 7482-R 
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Table 6-1. Possible failures and corrective actions for compressed air system 





Areas to Check 


General Controls 




Devices will not close/trip 


Check mechanical alignment of limit switches 

Check interlocks and safeties 

Check relay and protective device settings and operation 

Check for mis-wired circuits 

Check control circuit 

Check controller set point 


Devices trip inadvertently 


Check relay and protective device settings and operation 

Check for mis-wired circuits 

Check the control circuit 

Check for system overload or short 

Check grounds 



Compressor 




Will not start or starts but 
shuts down 


Check PLC 

Check power supply 

Check controls, switches, starters, and disconnects 

Check controller set points, temperatures, pressures, levels 

Check sensors, actuators, and indicators 

Check filters 

Check oil level 

Check safeties and interlocks to fire protection systems 

Check condensate/oil trap 


Incorrect air pressure or no 
air flow 


Check compressor 

Check controls and set point 

Check filters 

Check for closed shut off valves 

Check safeties and interlocks to fire protection systems 



Dryer 




Will not start or shuts down 


Check PLC 

Check power supply 

Check controls, switches, starters, and disconnects 

Check controller set point 

Check sensors, actuators, and indicators 

Check refrigerant 

Check refrigerant heaters 

Check condenser fan 

Check safeties and interlocks 


Wet compressed air supply 


Check dryer condensate trap 

Check compressor condensate trap 

Check receiver condensate trap 

Check dryer sensors, controllers, and set point 

Check for closed drain valves 



Oil/Water Separator 




Will not operate or shuts 
down 


Check air or electric power supply 

Check controls, float levels, switches, starters, and disconnects 

Check drains and traps 

Check oil container/filter 

Check safeties and interlocks 
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CHAPTER 7 



FIRE FIGHTING AND SUPPRESSION SYSTEMS 



7-1. Description of wet pipe sprinkler systems and fire detection systems 

Fire protection in a facility includes architectural, mechanical, and electrical considerations. Provisions 
for egress by locating exit doors within limited walking distances, fire walls, fire doors, the location of 
fire extinguishers and mechanical fire suppression systems which may or may not be interlocked with 
electrical fire detection and alarm systems are some of the ways personnel, facilities and equipment can 
be protected from fire. An early warning fire detection system is designed to detect fire, warn personnel 
through alarms and release extinguishing agents. There are various types of fire fighting suppression 
systems and detection systems. Some of these are discussed in paragraph 7-3, General fire fighting and 
suppression systems. 

a. Wet pipe sprinkler system. This manual addresses the wet pipe system shown in figure 7-1, Typical 
wet pipe sprinkler system. The typical wet pipe sprinkler system includes city water supply, drain lines, 
fire riser consisting of shutoff valves, check valves, an alarm check valve, fire department connection, 
water motor driven alarm, branch lines, fusible link sprinkler heads, vent and low point drain, tamper 
switches and post indicator valves. 




OUTSIDE FIRE 
DEPARTMENT 
CONNECTIONS 



WET PIPE SPRINKLER SYSTEM FIRE RISER 



OUTSIDE 
SHUT OFF 



LOW POINT 
FLUSH & DRAIN 



, CITY 
I WATER 



Figure 7-1. Typical wet pipe sprinkler system 
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b. Fire detection system. Discussed in this manual is a typical fire detection system. The fire 
detection system consists of smoke detectors, heat detectors, pull stations, alarm/strobe lights, tamper 
switches, flow switch, control panel and backup power supply. 

c. Wet pipe sprinkler system and fire detection system. More information on design, maintenance and 
testing of fire fighting and suppression systems is found in the National Fire Protection Association 
(NFPA) Standard 12, Carbon dioxide extinguishing systems, Standard 13, Installation of sprinkler 
systems, and Standard 72, National fire alarm code, NFPA 25 Standard for the Inspection, Testing and 
Maintenance of Water Based Fire Protection Systems, UFC 3-600-1 Fire Protection Engineering for 
Facilities and UFC 3-600-2 Inspection, Testing and Maintenance of Fire Protection Systems. Also, 
Department of the Army: TM 5-692-1 Maintenance of Mechanical and Electrical Equipment at 
Command, Control, Communications, Computers, Intelligence, Surveillance, and Reconnaissance 
(C4ISR) Facilities, Recommended Maintenance Practices, chapter 33, and TM 5-692-2 Maintenance of 
Mechanical and Electrical Equipment at C4ISR Facilities, System Design Features, chapter 33. 

7-2. Operation of wet pipe sprinkler systems and fire detection systems 

Operation of the typical wet pipe sprinkler system and a fire detection system are discussed in the 
following paragraphs. 

a. Wet pipe sprinkler system operation. From figure 7-1 it can be seen that city potable water serves 
as the source for fire water. A shutoff valve is provided in the fire riser just inside and above the building 
floor. Above the shutoff valve is a double check valve installed to prevent back flow into the city water 
system. This valve is followed by a shutoff valve with outside access having an indicator to indicate 
whether it is open or closed. The valve is normally open with a chain and padlock applied to prevent 
tampering. A tamper switch is also installed to sound an alarm should the valve be tampered with by 
unauthorized personnel. Above this valve is an alarm check valve which permits flow to the sprinkler 
system and has connections for a drain, pressure gages and the retard chamber which operates the water 
flow motor driven alarm placed outside of the building. Test connections, shutoff valves, check valves, 
vents and drains are located as required to flush and test various components of the system on a schedule 
established with NFPA 25: Standard for the Inspection, Testing and Maintenance of Water Based Fire 
Protection Systems and UFC 3-600-2: Inspection, Testing and Maintenance of Fire Protection Systems. 
Above the alarm check valve is a tee. One leg of the tee allows fire water to be provided by a set of fire 
department connections located outside of the building. A check valve is incorporated to prevent 
backflow through the fire department connection. The fire department connections are redundant to the 
city water supply and provide another source of water for the wet pipe sprinkler system. The riser then 
connects to branch lines which serve sprinkler lines. In the sprinkler lines are fusible link sprinkler heads 
located as required by the NFPA, local codes and the insurance company. The fuse is usually chosen to 
melt at 135°F, however other temperatures are available. The number, type and location of sprinkler 
heads is determined by the fire occupancy rating. This rating considers the type of structure, the materials 
present in the area, the number of personnel and the liability resulting from a fire. In the wet pipe system, 
heat from a fire will melt the fuse in the sprinkler allowing water to flow from that head. The purpose of 
the water is to slow the fire until professional fire fighting assistance can arrive. Also provided in the 
sprinkler lines are a high point vent and a drain at the far end of the system. The vent allows the system 
to relieve air to assist with draining the sloped sprinkler and branch lines and to assist in filling the system 
with water. The drain at the far end of the system permits verification of water flow and flushing of the 
system. 

b. Fire detection system operation. The fire detection system uses smoke detectors and heat detectors 
to detect fire in a facility. Heat detectors are either fixed temperature or rate-of-rise. Fixed temperature 
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detectors are activated when the sensor inside the detector reaches a set temperature. This temperature is 
normally 135°F for common areas and 195°F for mechanical or boiler type rooms. Rate-of-rise detectors 
are activated when temperature rises to a set temperature within a set period of time. An electrical signal 
interruption from these detectors, pull stations, tamper switches on fire riser valves and/or flow switch on 
the fire riser is interpreted by the control panel and processed. The panel will activate local alarm/strobe 
lights mounted inside and outside of the facility, and an alarm at the fire department. The panel face 
displays the location and type of sensor which sent off the alarm. The backup power supply includes a 
solid-state automatic switch, battery and charger. 

7-3. General fire fighting and suppression system equipment description and operation 

A description and operation of different types of fire suppression components and systems and fire 
detection components is presented in the following paragraphs. 

a. Dry pipe sprinkler system. Dry pipe sprinkler systems have heat operated fusible sprinkler heads 
similar to a wet pipe system, however, the piping system contains air under pressure. When a sprinkler 
head fusible link melts, the air pressure is reduced, a "dry pipe" valve in the riser is opened by water 
pressure and water flows to any opened sprinkler heads. A small air compressor is required for this 
system. 

b. Deluge sprinkler system A deluge type of fire suppression system consists of open-type sprinkler 
heads attached to a network of dry (not water-filled) piping which is automatically controlled by a fully 
supervised fire detection system which also serves as a fire alarm system. When a fire is detected, an 
automatic deluge valve is tripped open, admitting water to the system for discharge through all sprinkler 
heads. 

c. Pre-action sprinkler system. The pre-action type of sprinkler system is similar to the above water 
spray deluge system except that it contains fusible link sprinkler heads. When the supervisory system 
opens the valve, water will flow through those sprinklers whose fixed temperature elements and fuses 
have been opened by the heat from a fire. 

d. Carbon dioxide (C0 2 ) fire suppression system. A C0 2 fire suppression system usually consists of a 
trailer mounted low pressure refrigerated liquid C0 2 storage tank with temperature sensing controls to 
permit the automatic injection of piped C0 2 into areas to be protected. The system usually includes 
warning alarms to alert personnel whenever C0 2 is being injected into an actuated area. C0 2 will displace 
all oxygen in the area and suffocation can occur. 

e. Sprinkler system pipe. There are several different types of pipe, valves and couplings from 
schedule 40 to light gage schedule 10 galvanized that are permissible for use in sprinkler systems. All 
must be NFPA approved. 

f. Post indicator valves (PIVs) . PIVs are located in the supply line between the city water supply and 
the sprinkler system riser. The post is located above ground, includes a handle to operate the valve, 
includes an indicator of the open or shut valve position and includes a padlock for controlled access to 
operation of the valve. 

g. Hose stations. Hose stations in wet pipe sprinkler systems are provided inside of buildings. They 
include a valve, festooned hose and nozzle and are housed in a cabinet with a glass door. 
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h. Ionization smoke detectors. Ionization smoke detectors contain a small amount of radioactive 
material which ionizes air in the sensing chamber, rendering it conductive and permitting a current flow. 
When smoke particles enter the ionization area the detector circuit responds with an alarm. 

i. Photoelectric smoke detectors. Photoelectric spot type detectors contain a chamber that has either 
overlapping or porous covers of light that allow the entry of smoke. The unit contains a light source and 
a special photosensitive cell in the darkened chamber. As light is blocked with the admission of smoke 
particles, light striking the particles is scattered and reflected into the photosensitive cell and a circuit 
response is initiated. 

j. Spot heat detectors. Spot type heat detectors sense heat. Above a predetermined level the detector 
trips and signals an alarm. 

k. Portable fire extinguishers. Portable hand-held fire extinguishers should be provided and located 
throughout the facility in accordance with the NFPA. Fires that involve typical burning materials such as 
paper or trash should be treated with a Class A fire extinguisher. Class B extinguishers are used in fires 
that involve fuels and combustible fluids. Class C should be used in electrical fires. Class D, although 
rare, should be used on specialized combustible metal such as magnesium. These extinguishers include a 
variety of fire suppression agents including water fog, C0 2 , foams and dry chemicals which are matched 
to the classes of extinguishers available. 

7-4. Pre-functional test plan and functional performance test plan for wet pipe sprinkler 
systems and fire detection systems 

This manual assumes that individual components and packaged equipment have been tested by the 
manufacturer. As part of the commissioning effort each component should be checked for damage, 
deterioration and failures by a procedure using inspections and tests as defined by the specific equipment 
manufacturers and applicable NFPA standards. Equipment manuals from manufacturers identify the 
minimum required receipt inspections, handling and installation procedures, drawing and wiring 
verification, field inspection and installation checks, verification of removal of shipping braces, 
inspection of installation against drawings and nameplates, inspection of components for damage and 
cleanliness, inspection of insulators and grounding, inspection of anchorage and alignment, adjustment 
checks, mechanical operation and interlock checks, lubrication application and verification that local 
safety equipment is in place. 

a. Fire suppression , detection, inspection, maintenance and testing. Tests, as required by the NFPA, 
fire department, insuring agency and authority having jurisdiction are done by licensed and bonded fire 
sprinkler companies and fire detection companies. Test reports are provided to the facility manager and 
others as requested. These tests should form the basis of commissioning as required by the 
commissioning plan. Some pre-functional tests may be conducted to provide general knowledge of the 
system. These are outlined in figure 7-2, Example of a completed DA Form 7483-R, wet pipe sprinkler 
system and fire detection system inspection checklist. 

b. Fire codes. It is imperative that the NFPA Fire Code standards and manufacturer's 
recommendations relative to each suppression, detection and alarm system be consulted before any 
operation is performed on any of these systems. 

c. Safety, fire suppression systems. Many tests involve the use of high voltages, high currents and 
pressurized water. These can be dangerous to personnel and damaging to equipment. A procedure should 
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be followed to insure adequate safety rules are instituted and practiced to prevent injury to personnel 
performing the tests and other personnel who might be in the local area. 

d. Test equipment, fire suppression systems. It is important that in any test program the proper 
equipment is used. The equipment should be calibrated, in good condition and used by qualified 
operators as required by a procedure. Any test equipment used for calibration shall have twice the 
accuracy of the system to be tested. All equipment should be operated in accordance with its instruction 
manual. A procedure defining installation inspection and a system test needs to be provided. 
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WET PIPE SPRINKLER SYSTBVI AND FIRE DETECTION SYSTEM INSPECTION CHECKLIST 

Fbrusecf this fcrm, see TM 5-697; the proponent agency is OOE 

SECT! ON A-CUSTOMER DATA 



1. PLANT 

East Building 



2. LOCATION 
Washington, DC 



3. JOB NUMBER 
EB03-103 



4. HDJIPMBnTT 
Fire Protection 



5. SYSTEM DESIGNATION 
FP 1022 



6. DATEfYYVYMMDO) 



20030119 



7. TESTECUIPMENT 

Pressure gauge, Alarm system manual, Fire system schematic 



8. TESTED BY 
Roger Swanson 



SECT! ON B - EQUI PM EMT DATA 



9. PRE DElTCnON CONTROL PANE. AND 10. MODE. NO 

SYSTBVI MANUFACTURE 

APT Focus APT 23 

13. FIRERSBR 



11. SERALNO 



BP 23E465 

14. LOCATION 
Northeast corner 

SECTION C - VISUALAND MECHANICAL INSPECTION 



12. LOCATION 
Front entrance 



15. 



CHFIK POINT 



COND* 



NOTES 



CHFIK POINT 



COND* 



NOTES 



BCTBRIORCPBDUIPMBMT 
COMPLETBME5S CP ASSEMBLY 
CONTROL SYSTBVI DISPLAY 



A 
A 
A 



BgUIPMBMT IDBWIHCATION 

FRHSEPFDTKT, VHMTSAND DRAINS 
LABBJNG AND TAGGING 



A 
A 
A 



BHTRCAL/MBDHANICA L INTERLOCKS 
SAFETY INTERLOCKS 



A 
A 



WALLS AND OBJECTS NEARSPRNKLBRHEADS 
MATERIALS BBNG STORED 



A 
A 



INSTRUMENTS AND ALARMS 
PROPER GROUNDING 



A 
R 



OCCUPANCY 
PADLOCKS 



A 
A 



PROPER INSULATION 

LOCATION Cf SPRNKLBRHEADS 



A 
R 



ACCESS N EAR RSER PANE. AND FDC 
ANCHOPAGEAND PIPEHANGFJR3 



A 
A 



CONDITION OFSPRNKLBRHEADS 



R I 2 CCMPARSONTODPAWNGS 

SECTIOND-CAUBRATIONANDSETPCINT 



16. 



GAUGES 



DESCRIPTION 
Check to assure they are within pressure specifications 



NOTES 



BATTERY AND CHARGER 



Check for charge condition, corrosion, and battery specific gravity 
SECTION E-SYSTEM TESTS 



17. 



OPERATING MODES 



TBVIPBRATURE3 



PRESSURES 



FLOWS 



LB/BS 



NOTES 



HYDROSTATICTEST 
ALARM/STROBES 



Standby 
Alert 



NA 
NA 



45 -95 

NA 



NA 
NA 



NA 
NA 



FLOWAND TAMPER 3A/TCHE3 



System test 



NA 



45 -95 



Rated 



NA 



PULL STATIONS 
FLOW TEST 



Alert 
System test 



NA 
Rated 



NA 
45 -95 



by 



NA 
NA 



SYSTBVI TEST | Alert 

18. NOTES 

1. Need additional heads over new equipment along West wall. 

2. Need taller ladder for closer inspection. 

3. Update drawings to include new sprinklers along West wall. 

4. Verify all points. Operate properly. 

5. Verify all stations operate and are accessable. 

6. Test system during cold and hot ambient conditions. 



Rated 



45 -95 



NA 



* CONDITION: A= ACCEPTABLE R= NB3DS REPAIR PS'LACBVIBMT ORADJUSTMBMT; C= CORRETBD; NA= NOT APPLICABLE 



DA FORM 7483-R DEC 2002 



Figure 7-2: Example: DA Form 7483-R 
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7-5. Possible failures and corrective measures for wet pipe sprinkler systems and fire 
detection systems 

Table 7-1 shown below lists general problems that may arise during the testing of equipment and systems 
along with possible troubleshooting techniques. For all problems, consult equipment and component 
manuals for troubleshooting directions. Check fuses/lights/breakers/etc. , for continuity, check equipment 
calibration and settings, check for clogged strainers, check for closed manual shutoff valves, check for 
improperly adjusted valves and equipment and look for faulty equipment and connections. 

a. Repair of wet pipe sprinkler system and fire detection system. It is recommended that adjustments 
and corrections to wet pipe sprinkler and fire detection systems be done by licensed and bonded fire 
sprinkler companies and fire detection companies. 

b. Fire code compliance. It is imperative that the NFPA Fire Code standards and manufacturer's 
recommendations relative to each suppression, detection and alarm system be consulted before any 
operation is performed on any of these systems. 



Table 7-1 Possible failures and corrective actions for wet pipe sprinkler system and fire detection system 




Areas to Check 


Fire detection system 




Devices will not 
close/trip 


Check mechanical alignment of tamper switches 

Check flow switches 

Check interlocks and safeties 

Check for mis-wired circuits 

Check control panel program 

Check power supply 

Check battery back-up power supply 

Check grounds 


Devices trip 
inadvertently 


Check protective device settings and operation 

Check for mis-wired circuits 

Check control panel program 

Check for system overload or short 

Check grounds 

Check local environmental conditions 



Wet pipe sprinkler 
system 




Does not flow, flows at 
a reduced rate 


Check shut off valves 

Check strainers and check valves 

Check city water supply 

Check pressures 

Check safeties and interlocks to fire protection systems 

Check for open drain valves 


Water motor driven 
alarm does not sound 


Check retard chamber 
Check for closed shut off valves 
Check strainers and drain 
Check for clogged water motor 
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CHAPTER 8 
LIFTING AND MOVING DEVICES SUCH AS CRANES AND ELEVATORS 



8-1. Description of lifting and moving devices 

There are many types, variations and capacities of lifting and moving devices to move objects and 
personnel. The devices addressed in this manual are primarily for moving objects; however freight 
elevators as well as personnel elevators can be used for moving personnel and objects. Included in this 
manual is a description of lifting and moving devises commonly encountered. 

a. Lifting devices. A description of typical cranes and other common lifting devices follows. 

(1) Bridge cranes are versatile and used in many applications. They consist of columns, rails, a 
bridge, trolley, one or more hoists, and for control, a pendant, cab and radio operator. 

(2) Jib cranes have a limited access area but are less expensive than other cranes. They consist of 
a column, swinging jib, trolley, hoist and pendant. 

(3) Gantry cranes are like mobile bridge cranes. They consist of a mobile gantry, trolley, hoist 
and pendant. 

(4) Frequently used non-powered lifting devices include hydraulic jacks, chain hoists, and rigging 
such as chains, wire ropes, slings, chokers, hooks and spreader bars. 

b. Elevators. Elevators consist of hydraulic ram lifts or motor driven cable lifts, a framed elevator 
shaft, an elevator car/enclosure with doors, telephone or intercom and push button controls. 

c. Lifting and moving devices. More information on requirements for design, maintenance, and 
testing of lifting and moving devices is to be found in the Occupational Health and Safety Administration, 
Standards (OSHA), Regulations Standards 29 CFR 1910 - Subpart N Material Handling and Storage, 
1910.179 Overhead and gantry cranes, and 1910.184 Slings, plus 1926 - Subpart H Material Handling, 
Storage, Use, and Disposal, 1926.251 Rigging equipment for material handling, as well as 1926 - Subpart 
N Cranes and Derricks, 1926.550 Cranes, derricks, hoists, elevators, and conveyers, and 1926.552 
Material hoists, personnel hoists, and elevators, and 1926.554 Overhead hoists. Additional information is 
supplied by the American Society of Mechanical Engineers (ASME) A 17.1 Safety Code for Elevators 
and Escalators, and B30 Cranes and Hoists. Further work has been done by the Sterling Elevator 
Consultants, LLC, Technical Paper, Elevator Safety Presentation 

8-2. Operation of lifting and moving devices 

Operation of the devices addressed in this manual for moving objects and personnel follow. 

a. Lifting devices, operation. Following is a discussion of the operation of cranes and other common 
lifting devices typically encountered in facilities. 



8-1 



TM 5-697 



(1) Bridge cranes travel on rails supported by columns. End stops are provided on the rails to 
limit crane travel. The crane columns may be separate or integral with the building steel. Foundations 
must be designed for the additional load of the crane. The crane consists of the bridge which spans the 
distance between the rails, a trolley which traverses the bridge and one or more hoists located on the 
trolley. End stops are provided on the bridge to limit travel of the trolley and limit switches are provided 
on the hoist to limit travel of a wire rope-mounted hook. Travel is normally controlled by a pendant with 
separate buttons for movement in the north, south, east, and west directions for the bridge and trolley and 
up and down for the hook on the hoist. If desired, motor speeds can be in steps or variably adjustable. 
Automatic brakes are provided on all traversing and lifting motors. In some cases the pendant is replaced 
with a radio controller, thereby eliminating the wire to the pendant. On larger cranes, controls can be 
provided in a bridge mounted operator cab. The lifting capacity of the crane must be clearly indicated 
and visible to the operator. Operators and personnel must not be under the lifted load at any time. 

(2) A jib crane includes a counter weight foundation mounted column with a swinging jib. Stops 
are provided on the column to limit the swing of the jib and also on the jib to limit trolley movement. The 
hoist is pendant controlled and with limit switches to safely limit hook travel. The trolley and jib can also 
be powered if desired. The lifting capacity of the crane must be clearly indicated and visible to the 
operator. Operators and personnel must not be under the lifted load at any time. 

(3) Gantry cranes consist of an inverted "U" shaped structure called a gantry. The structure is 
mobile and can straddle objects. A trolley traverses the upper cross member and supports a hoist. The 
gantry and trolley can be powered similar to a bridge crane. Stops and limit switches are provided as 
needed to limit movement of the gantry, trolley, and hoist hook. A pendant is used for control. The 
lifting capacity of the crane must be clearly indicated and visible to the operator. Operators and personnel 
must not be under the lifted load at any time. 

(4) Non-powered lifting devices and rigging include hydraulic jacks, chain hoists, chains, wire 
ropes, slings, chokers, hooks, shackles and spreader bars. The lifting capacity of lifting devices and 
rigging must be clearly labeled. Operators and personnel must not be under any lifted load at any time 
and must not ride on any hook or load. 

b. Elevators, operation. Elevators are used to lift freight and personnel. Lifting is accomplished by a 
hydraulic ram or cable drive with interlocks to control the acceleration, speed, stop positions, elevator 
doors, access doors and safety of the car. The elevator car/enclosure travels vertically in an elevator shaft 
with guide rails, and is provided with doors or a gate, roof hatch and push button controls. The doors/gate 
must be closed for the car to move. A mechanical safety brake is provided as a redundant safety to limit 
the travel of the car should all other mechanical and electrical interlocks and safeties experience a 
problem simultaneously. The lifting capacity of the elevator must be clearly indicated and visible to an 
operator. The car should be well lit, and be provided with an alarm, emergency lights and an emergency 
phone or intercom. Elevator entranceways should be clear of tripping and slipping hazards. Elevators are 
the only lifting and moving devices which may be used to lift personnel. 

8-3. Pre-functional test plan and functional performance test plan for lifting and moving 
devices 

This manual assumes that individual components and packaged equipment have been tested by the 
manufacturer. As part of the commissioning effort each component should be checked for damage, 
deterioration and failures by a procedure using inspections and tests as defined by the specific equipment 
manufacturers. Equipment manuals from manufacturers identify the minimum required receipt 
inspections, handling and installation procedures, drawing and wiring verification, field inspection and 
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installation checks, verification of removal of shipping braces, inspection of installation against drawings 
and nameplates, inspection of components for damage and cleanliness, inspection of insulators and 
grounding, inspection of anchorage and alignment, adjustment checks, mechanical operation and interlock 
checks, lubrication application and verification that local safety equipment is in place. 

a. Tests, lifting and moving devices. Tests and inspections as defined by the American Society of 
Mechanical Engineers (ASME) and as recommended by OSHA and the insuring agency should be done 
by licensed and bonded crane/elevator companies. Inspection checklists are provided to the facility 
manager and others as requested. These tests should form the basis of acceptance as required by the 
commissioning plan. Some pre-functional tests may be conducted to provide general knowledge of the 
system. These are outlined in figure 8-1, Example of a completed DA Form 7484-R, lifting and moving 
devices inspection checklist and figure 8-2, Example of a completed DA Form 7485-R, elevator 
inspection checklist. These are filled out to serve as an example of typical equipment conditions. For 
convenience, these checklists are included unpopulated at the end of this technical manual. 

b. Safety, lifting and moving devices. Many tests involve the use of high voltages, high currents, 
pressurized hydraulic systems and heavy loads. These can be dangerous to personnel and damaging to 
equipment. A procedure should be followed to insure adequate safety rules are instituted and practiced to 
prevent injury to personnel performing the tests and other personnel who might be in the local area. 
Personnel are permitted to ride in personnel elevators and freight elevators appropriately equipped and 
labeled. Personnel must not ride on any lifting hook 

c. Test equipment, lifting and moving devices. It is important that in any test program the proper 
equipment is used. The equipment should be calibrated, in good condition and used by qualified 
operators as required by a procedure. Any test equipment used for calibration shall have twice the 
accuracy of the equipment to be tested. All equipment should be operated in accordance with its 
instruction manual. A procedure defining installation inspection and moving and lifting equipment tests 
needs to be provided. 
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LIFTING AND MOVING DEVICES INSPECTION CHECKLIST 

For used this form, seeTM 5-697; the proponent agercy is CDE 



1. PLANT 

East Building 

4. FjCjUIPMBnTT 
Forklift 



SBCn CNA-CUSTCMER DATA 

2. LOCATION 
Washington, DC 

5. SYSTEM DESIGNATION 
FL 02 



3. JOB NUMBB3 
EB03-104 

6. DATE(YVYWWWDD) 



20030120 



7. TESTEQUIPMBMT 

Weight standard, Cable inspection gear, lift history 



9. CRANEMANUFACTUFS! 
Grove Telescopic Boom 



10. MODE. NO 
Y2933 



SECTI ON B - EQUI PM ENT DATA 

11. SERALNO 
81704 



8. IbSlbDBY 
Roger Swanson 

12. LOCATION 
Building 42 



13. CAPACITY 
22 Tons 



14. HOISTMANUFACTUFS? 
MY-TE 



15. MODE. NO 
10-22 



16. SERALNO 
2375 



17. LOCATION 
Building 42 



18. CAPACITY 
750 lbs 



19. 



CHECK POINT 



SBCmCJNC-VISUALANDMECHANICALINSPECTlON 

COND* NOTES CHECKPOINT 



earfaoROFgguiPMBsrr 



A 



EQUIFTvlENTT IDBNTriHCATION 



COND* 



A 



NOTES 



COMPLETBMESS OF ASSEMBLY 



A 



FJCOFWlBsTT CONDITION 



A 



CONTROL SYSTHVI DISPlAY 



A 



CAPAQTY IDENTIHCATION 



A 



SAFETY INTFK.OCKS 

FIHJRCAL/MFJIHANICALINTER-OCKS 

INSTRUMBnTTSANDALARVIS 

PFDFERGFDUNDING 



A 
A 
R 

A 



LABELING AND TAGGNG 

BMDAND/OR9/UNG STOPSIN PLACE 

ACCESS 

ANCHORAGE 



A 
A 
A 
A 



PFCFERINSULATION 



A 



COMPARSON TO DRAWNGS 



NA 



CABLECHAIN CONDITION 



A 



AUGNMFJSfT 



NA 



20. 



UMIT SWTCHES 



SECTI ON D- CALIBRATION AND SET PCI NT 

DESCRIPTION 
Check for proper adjustment and operation 



NOTES 



SECT! ONE-UFTINGANDMOVING DEVICES EQUIPMENT TESTS 



21. 



LCADTEST 
TEST ALL BRAKES 



PASS 

X 
X 



FAIL 



COMMENTS 



NOTES 



SAFETIES TEST 



X 



ALARMS 



X 



CABLBHOCK INSPECTION X 

OFS8ATICNALTEST X_ 

22. NOTES 

1. Glass cracked on hydraulic pressure gauge. 



'CONDITION: A= ACCEPTABLE R= NEDS REPAIR Fff>LACEVIB\rr ORADJUSTMBMT; C= CCRFE7H3; NA= NOTAPPUCABLE 
DA FORM 7484-R, DEC 2002 



Figure 8-1: Example: DA Form 7484-R 
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ELEVATOR INSPECTION CHECKLIST 

For used t lis form, seeTM 5-697; the proponent agerry is CDE 



1. PLANT 

East Building 



SBCn CNA-CUSTCMER DATA 

2. LOCATION 
Washington, DC 



3. JOB NUMBB3 
EB03-105 



4. EOUIPMBNT 



5. system designation 
Otis 23 



7. TEST EQUIPMENT 

Voltmeter, Pressure tester, Hand tools for visual as required by type elevator 



6. DATE(YVYV1VMX)) 

8. IbSlbUBY 
David Ryan 



20030121 



9. F1B/ATORMANUFACTUFBR 

Otis 



SECTl ON B - ECU PM ENT DATA 

10. MCDB_NO 11. SERALNO 

Hydraulic 1290 



12. LOCATION 
Front entrance 



13. CAPACITY 
2000 lbs 



14. DRVEMANUFACTUFER 

Otis 



15. MCDB_NO 

Otis 



16. SERALNO 
3241656 



17. LOCATION 
Rooftop 



19. 



CHECKPOINT 



SECTl CNC-VISUALANDMECHANCALINSPECTI ON 

COND* NOTES CHECK POINT 



18. CAPACITY 
4000 lbs 



cond* 



NOTES 



EXTE30RCFE3UIRVB\IT 
COMPLETENESS OF ASSEMBLY 
CDNTOL SYSTEM DISPLAY 



A 
A 
A 



equipment idbntihoation 
ecuipmhsttcdnditicn 
capaqty identihcation 



A 
A 
A 



SAFT£mNTFJLOCKS 

aECTRCAL/MECHANICALINTER-OCKS 
INSTRUMENTS AND ALARMS 



A 
A 
A 



LABBJNG AND TAGGING 
ALARM, TFUfHONE INTERCOM 
ACCESS 



A 
A 
A 



FfDFffSGFOJNDING 



ANCHORAGE 



PROPS; INSULATION 

aB/ATORDOORS 

ENTRANCBAAY 



A 
A 
A 



CCMRARSON TO DRAWNGS 

ALIGNMENT 

HYDRAUUCLEAKS 



A 
A 
A 



CABLECHAIN CONDITION 



20. 



SECTl ON D - CAU BRATI ON AND SET Pa NT 



DESCRIPTION 



NOTES 



HYDRAUUCFRESSURE 
DOORPOSITICN 



Note pressure measurements and extreme positions of operation 
Note ease of operation and opened and closed positions of doors 



SECTl ONE-UFTI NG ANDMOVING DEVICES EQUIPMENT TESTS 



21. 



LOAD TEST 
TEST ALL BRAKES 



PASS 

X 
X 



FAIL COMMENTS 

Load elevator to indicated rated load 
Emergency stop 



NOTES 



SAFETIES TEST 



X 



ALARMS 

OPERATICNALTEST 

22. NOTES 

1. Doors worked smoothly 



X 
X 



'CONDITION: A= ACCEPTABLE R= NBTJSFEPAIR Fff>LACEVIBNT ORADJUSTMENT; C= CORRECTED; NA= NaTAFPUCABLE 
DA FORM 7485-R DEC 2002 



Figure 8-2: Example: DA Form 7485-R 
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8-4. Possible failures and corrective measures for lifting and moving devices 

Table 8-1 below lists general problems that may arise during the testing of equipment and systems along 
with possible troubleshooting techniques. For all problems, consult equipment and component manuals 
for troubleshooting directions. Check fuses/lights/breakers/etc, for continuity, check equipment 
calibration and settings, check for improperly adjusted equipment and limit/proximity switches and look 
for faulty equipment and connections. 

Table 8-1, Possible failures and corrective actions for lifting and moving devices 





Areas to Check 


Bridge cranes, 
jib cranes, 
gantry cranes 




Hoist, trolley, bridge, 
gantry will not 
actuate/move 


Check key lockout switch 

Check control buttons/levers/joy-stick actuation and contacts 

Check radio signal if applicable 

Check mechanical alignment of limit/proximity switches 

Check interlocks and safeties 

Check for mis-wired circuits 

Check control panel program 

Check power supply 

Check grounds 




Check protective device settings and operation 
Check for mis-wired circuits 
Check control panel program 
Check for system overload or short 
Check grounds 



Elevator 




Does not move 


Check door/gate interlocks 

Check control buttons actuation and contacts 

Check mechanical alignment of limit/proximity switches 

Check interlocks and safeties 

Check for miss-wired circuits 

Check control panel program 

Check power supply 

Check grounds 


Doors do not open 


Check car stop position and limit/proximity switches 
Check car door / access door interlock 
Check safeties and interlocks 


Car stops above or 
below floor level 


Check car stop position and limit/proximity switches 
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CHAPTER 9 

HIGH ALTITUDE ELECTROMAGNETIC PULSE (HEMP) EQUIPMENT 

AND CONTROLS 



9-1. Description of HEMP protection for mechanical systems 

HEMPs, generated from the explosion of a nuclear bomb at high altitude, are of the most concern to 
command, control, communications, computers, intelligence, surveillance and reconnaissance (C4ISR) 
facilities because they cover such a large area. The burst from the bomb may cause large currents or 
potential differences to be induced in many types of conductors. This energy can couple to wires or any 
conductor above or below ground and induce signals which cause malfunctioning of sensitive equipment 
or induce energy of significant magnitude to damage and destroy sensitive equipment used in C4ISR 
facilities. For these reasons HEMP protection must be employed. HEMP protection involves shielding, 
bonding and grounding. Shielding for the facility is usually provided by sheets of steel welded together 
to enclose the entire facility. Continuous welding provides a continuous bond and a uniform shield 
around the facility. Grounding of the shield is accomplished through the earth electrode system in a 
grounding plan with calculated number, size, type and ground locations. There are essentially two 
mechanical items which require HEMP protection, ports and penetrations. 

a. Ventilation ports. In C4ISR facilities ventilation ports are needed to provide fresh air and exhaust 
relief air from the facility. HEMP protection is provided by using honeycomb ducts at the port or a 
screen bonded over the port. 

b. Pipe and ventilating duct penetrations. Pipe and ventilating ducts penetrating facility shielding 
should be minimized. Where penetrations are needed HEMP protection is provided by minimizing the 
number of penetrations, maintaining them at a common location, and bonding them to the shield wall. 
Bonding is accomplished preferably by continuously welding, brazing, hard soldering, or other fused 
metal process. Collets or clamps can also be used. Bonding the circumference of the pipe or duct to the 
shield at their entry point is needed. Another method is to use a dielectric section of pipe or duct at the 
shield to prevent energy inducted in the external metallic pipe and ducts from being conducted through 
the shield. 

c. HEMP protection for mechanical systems. More information on HEMP sources and effects, and 
HEMP protection design, maintenance, and testing for ventilating ports, and pipe and ventilating duct 
penetrations can be found in the American Society of Mechanical Engineers (ASME) B 31.3, Process 
piping, the Department of the Army: TM 5-692-1 Maintenance of Mechanical and Electrical Equipment 
at C4ISR Facilities, Recommended Maintenance Practices, chapter 27, TM 5-692-2 Maintenance of 
Mechanical and Electrical Equipment at C4ISR Facilities, System Design Features, chapter 27, and TM 
5-690, chapter 5 



9-2. Operation of HEMP protection for mechanical systems 
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As HEMP protection systems are passive, their degradation has little effect on normal facility operation. 
For mechanical ports and penetrations there are no moving parts. Therefore there are no operating 
requirements. Once properly designed and installed only the effectiveness of the HEMP protection 
system can be measured and is required to be checked as part of the hardness maintenance and hardened 
surveillance programs. 

9-3. Pre-functional test plan and functional performance test plan for HEMP protection 
of mechanical systems 

As part of a commissioning procedure each component should be checked for damage, deterioration, 
failures, missing parts, openings, dirt, corrosion, weld integrity, dust, foreign debris, bonded electrical 
resistance, wave radiated fields and shielded enclosure leaks. 

a. Safety, HEMP protection of mechanical systems. Many tests on equipment take place around high 
voltages, high currents and rotating or moving equipment. These can be dangerous to personnel and 
damaging to equipment. A procedure should be followed to insure adequate safety rules are instituted 
and practiced to prevent injury to personnel performing the tests and other personnel who might be in the 
local area. 

b. Test equipment, HEMP protection of mechanical systems. It is important that in any test program 
the proper equipment is used. The equipment should be calibrated, in good condition and used by 
qualified operators as required by a procedure. Any test equipment used for calibration shall have twice 
the accuracy of the equipment to be tested. All equipment should be operated in accordance with its 
instruction manual. A procedure defining installation inspection and a system test needs to be provided. 

c. Tests, HEMP protection of mechanical systems. An inspection checklist for HEMP protection of 
mechanical systems is presented in figure 9-1, Example of a completed DA Form 7486-R, HEMP 
protection of mechanical systems inspection checklist. It is filled out to serve as an example of typical 
equipment conditions. For convenience, this checklist is included unpopulated at the end of this technical 
manual. 

9-4. Possible failures and corrective measures for HEMP protection of mechanical 
systems 

Table 9-1 on page 9-4 lists general problems that may arise during the testing of equipment and systems 
along with possible troubleshooting techniques. For all problems, consult equipment and component 
manuals for troubleshooting directions. Check for continuity, check test equipment calibration and 
settings and look for faulty equipment and connections. 
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UGH ALTITUDE ELECTROMAGNETIC PULSE (HEMP) PROTECTION 
OF MECHANICAL SYSTEM INSPECTION CHECKLIST 

For used this form, seeTM 5-697; the proponent agercy is CDE 



1. PLANT 

South Building 



SBCnONA-CUSTOMBRDATA 

2. LOCATION 
Washington, DC 



3. JOB NUMBff? 
SB03-101 



4. BJUIPMBvTT 



5. system designation 
HEMP 02 



7. TESTEXJIFMM" 

ASTM 1851-02 Std suggested testing practice with calibrated equipment 

SBCnONB-BTJUIPMBsrrDATA 

___________ 10. MOD_.NO 11. SB3ALNO 



6. DATE(YYYW/WX>J 

8.TTS_DBY 
David Ryan 



20030122 



12. TYPE 



13. 



CHEX POINT 



SBCmONC-VISUALANDMBOHANICALINSPBCTlON 

OOND* NOTTS CHEX POINT 



OOND* 



NOTTS 



IDBSTTIFKATICN 



LABBJNG AND TAGGING 



03VIF_TT_l_SOFINSTALLAT10N 

_H^rRCALiM_>HANICALIN_R.OCKS 

FFQ_RSHI_DING 



A 
A 
R 



SAFETY INTSLOCKS 

OOMPARSON TO DPAWNGS 
\Afl_INTB3RTY 



A 
A 
A 



PFO_R BONDING 
FfO_RGRXJNDING 
PFO_R INSULATION 



A 
A 
A 



DIRT, OOEFP90N, DUST, DffiRS 
DAMAGE 



A 
R 



SBCnOND-CAUBRATlON 



14. 



TTSTINSTRJMBvrrS 



DBCRPT10N 
See frequency ranges in note 3 below 



NOTTS 
3 



SECTION E-SYSTB/I TESTS 



15. 



BONDB3 B__TRCAL FBISTANCETTST 



OPffATINGMODB 


TT_IPff!A"RJF_3 


PRSSUFB 


FLOWS 


LB/HS 


NOT 


Standby 


Ambient 


Ambient 


NA 


Resistance 


5 


Operate/Transmit 


Ambient 


Ambient 


NA 


Test 


4 


Operate/Transmit 


Ambient 


Ambient 


NA 


Test 


4 



WWEPADIATED H _DTTST 

SHI_DH3 BMa03JFEI_AKTTST 

16. NOTTS 

1. Break in the door seal 

2. Damaged door 

3. This test method is for use in the following frequency ranges: 140 - 160 kHz, 14 - 16 MHz, 300 - 500 MHz, 900 - 1000 MHz 
and 8.5 - 10.5 GHz. Additional measurements in the range of 10 kHz to GHz may be performed. For specific applications, the 
frequency range may be extended from 50 Hz to 40 GHz. This provides guidance on selecting measurement frequencies. 

4. Record resonnance reaction at each test level as indicated in section D. 

5. Record variations depending upon ambient temperature and ambient pressure. 



*00NDmON: A= AO_PTABLE R= NF_DSF_ 3 AIR F_>LA_M_n" ORADJUSTMBXT; C= COK_JI_); NA= NOTAPPUO\BLE 
DA FORM 7486-R DEC 2002 



Figure 9-1: Example: DA Form 7486-R 
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Table 9-1. Possible failures and corrective actions for HEMP protection of mechanical systems 





Areas to Check 


Ventilation Ports 




HEMP protection is 
breached 


Check bonding, shielding, and grounding 

Check for mis-wired circuits 

Check weld impedance 

Check screen covering the port opening 



Pipe and ventilating 




duct penetrations 




HEMP protection is 


Check bonding, shielding, and grounding 


breached 


Check for mis-wired circuits 




Check for continuous welds of pipe and duct, to shielding 




Check weld impedance 
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CHAPTER 10 



WATER AND SEWAGE TREATMENT SYSTEMS 



10-1. Description of water and sewage treatment systems 

A description of a typical potable water supply, process water supply and small and large scale sewage 
treatment systems follows. Additional information on water and sewage treatment equipment and 
systems is presented in paragraph 10-3, General water and sewage treatment equipment description and 
operation. 

a. Facility potable water and process water supply. The water supply to a facility normally meets 
potable (drinking) water standards. The water supply is separated from facility potable water with a back 
flow preventer and from the facility process water with a second back flow preventer. 

(1) A typical water system is shown in figure 10-1, Schematic of a typical potable and process 
water system. The system consists of the water supply, isolation valves, strainer, back flow preventers, 
drain, pressure regulators and gages. 



i bfpi ixh^^xxy 



PROCESS WATEF 



-IX [BFPh 

DRAIN T 



REGULATOR 

—IX — 



ixy^j^Xr 



POTABLE WATER 



REGULATOR 

—IX — 



WATER SUPPLY 



Figure 10-1. Schematic of a potable and process water system 

(2) Water treatment is needed for process water used in chilled water, heating water and steam and 
cooling tower systems. The type of treatment depends on the quality of the water supply and the types of 
equipment in service. The typical systems presented elsewhere in this technical manual include a chilled 
water system and a heating water system. Process water is used for fill and makeup water on both of 
these systems. 

(3) Process water for closed loop chilled and heating water systems needs to be treated to control 
corrosion, scale formation, growth of biological agents and pH. In the closed cooling water system, 
treatment of the water for dissolved oxygen (0 2 ) to prevent corrosion is needed during filling or when 
opened for maintenance. Scale is usually not a problem in chilled water systems. In the closed heating 
water system, monitoring is needed for corrosion from dissolved 2 and scale formation from 
precipitation of minerals in the water. A typical process water treatment system is presented in figure 10- 
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2, Process water treatment schematic. Process water treatment consists of a pot feeder, feeder fill point, 
isolation valves and chemicals. 



FEEDER 
FILL POINT 




f^^t 



POT FEEDER ASSEMBLY 



-ixy 



STREAM TO BE TREATEE 



Figure 10-2. Schematic of a process water treatment system 

b. Sewage treatment systems. Sanitary sewage is any liquid waste containing animal matter, vegetable 
matter and/or certain chemicals in suspension or solution. It excludes storm, surface and ground water. 
Sewage treatment removes impurities so that the remaining water can be safely returned to the natural 
water cycle. 

(1) Sewage treatment for small facilities in remote or rural areas involves a septic tank and drain 
field. Refer to figure 10-3 for a cross section of a septic tank. 

(2) Sewage treatment for larger facilities and facility complexes can consist of source, 
preliminary, primary, secondary and advanced treatment operations. 

(3) Treatment at the source of wastewater to render it safe for sanitary sewage treatment can vary 
greatly depending on the chemical, manufacturing, or operational processes which produce the waste 
water. In the sewage treatment facility, preliminary treatment is provided to protect downstream 
equipment and minimize operational problems. Preliminary treatment includes neutralization, screening, 
grit removal and temperature adjustment. Primary treatment at times requires chemical addition but 
mainly involves physical treatment of the waste to remove settleable and floatable materials. In primary 
treatment, settling tanks are used for solids removal. 

(4) Secondary wastewater treatment relies on naturally occurring microorganisms acting to break 
down organic material and purify the liquid. Secondary treatment brings air and therefore 2 in contact 
with sewage to encourage micro-organisms to grow, thereby removing substantial quantities of dissolved 
organics and colloidal materials. This results in purified water. The process or combination of processes 
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used in advanced sewage treatment systems are dictated by effluent quality standards which exceed 
established secondary treatment standards. 



ACCESS COVER 



£— ft 



-■'.,<= 


O ■ ' '. 
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Figure 10-3. A cross section of a septic tank 

(5) The typical sanitary sewage waste treatment system selected for discussion in this manual is 
the trickling filter process shown in figure 10-4, Sewage trickling filter process. The system consists of a 
preliminary treatment system, primary sedimentation tank, high rate trickling filter, secondary 
sedimentation tank, disinfection unit, sludge thickener, sludge dewatering tank and sludge digestion unit. 



RECIRCULATED FLOW 



PRIMARY ! 

SEDIMENTATIOIjl 



PRELIMINAR' ' 
TREATMENT I £ A £ 




DISINFECTION 



-TO STREAM 



RETURN ACTIVATED SLUDGE j 

SJ_UDJ3E_UNDER_DRAIN_ 

SUPERNATANT , 



EFFLUENT 




Figure 10-4. Sewage trickling filter process 
c. Water and sewage treatment systems. More information on design, maintenance and testing of 
water and sewage treatment systems is found in the Management of Industrial Pollutants by Anaerobic 
Processes by Alan W. Obayashi and Joseph M. Gorgan, Rensselaer Polytechnic Institute, May 1984, the 
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Department of the Army: TM 5-692-1 Maintenance of Mechanical and Electrical Equipment at 
Command, Control, Communications, Computers, Intelligence, Surveillance, and Reconnaissance 
(C4ISR) Facilities, Recommended Maintenance Practices, chapters 13 and 18 and TM 5-692-2 
Maintenance of Mechanical and Electrical Equipment at C4ISR Facilities, System Design Features, 
chapters 13 and 18. 

10-2. Operation of water and sewage treatment systems 

A discussion on the operation of the typical potable water supply, process water supply and small and 
large scale sewage treatment systems follows. 

a. Potable water system, operation. For both the facility potable water and process water, the water 
supply to the facility flows through a shutoff valve, strainer, isolation valves, back flow preventer and 
pressure regulator. The strainer removes particles from the water and can be back flushed for cleaning. 
Valves are located up and down stream of the pressure regulator and a bypass installed as needed for 
change out of the regulator. The back flow preventer incorporates a drain to bleed off water which back 
flows as a result of back pressure and a malfunction with one of the check valves contained within the 
unit. This protects the water supply from contamination by preventing facility potable and process water 
from flowing backward into the water supply. 

b. Process water treatment system, operation. An analysis of the water supply and process water in 
the chilled and heating water systems determines the type of treatment and chemicals needed. 

(1) To treat process water, chemicals are fed into a pot feeder and introduced into the process 
water system by manipulation of isolation valves which allow process water to flow through the pot, mix 
with the chemicals and flow back into the system. 

(2) Manufactured chemical products contain combinations of proprietary chemicals and different 
forms of generic chemicals to enhance water treatment performance. Water treatment chemical suppliers 
tailor chemical treatment needs to local water conditions and establish procedures for safe chemical 
storage and handling. Some basic chemicals include: sodium hydroxide (NaOH) which increases 
alkalinity, chelants (EDTA, NTA) which control scaling and sodium sulfate (Na 2 S0 3 ) and Hydrazine 
(N 2 H 2 ) which prevent 2 corrosion. More chemical selection information is presented in Department of 
the Army: TM 5-692-2 Maintenance of Mechanical and Electrical Equipment at C4ISR Facilities, System 
Design Features, Chapter 13. 

c. Small scale sewage treatment system, operation. In a septic system, sewage from a small facility 
flows into an underground septic tank. Solids settle out as sludge on the bottom of the tank and are 
anaerobically digested. Gases produced by digestion are vented back through the plumbing of the 
facilities through vent stacks in the roof. A scum forms on the top and an almost clear effluent develops 
in the middle as solids settle and separate. An inlet baffle aids the separation of suspended solids and 
provides minimal agitation of the sludge for anaerobic digestion. An outlet baffle prevents scum from 
entering the outlet pipe and clogging the drain field tile. The outlet pipe is connected to a drain field 
which consists of a perforated, usually plastic pipe or tile, which may run several hundred feet 
underground depending on the ability of the ground to percolate water. The sloped drain tile is embedded 
in layers of sand and rock to facilitate percolation and is located below the frost line. Construction of 
septic systems is monitored by local authorities to insure proper construction and therefore proper 
operation of these passive sewage treatment systems. 
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d. Large scale sewage treatment system, operation. In the larger capacity typical sanitary sewage 
trickling filter process, the preliminary treatment system utilizes bar screens to remove wood, plastic, 
rags, paper and other large solid objects from sewage influent. Sand and grit which can damage pumps 
are also removed. A primary sedimentation tank is next in the process. It allows sufficient settling time 
to permit approximately 50 to 70 percent of the remaining solids to settle out and removes 30 to 40 
percent of the biochemical 2 demand (BOD). 

(1) Next a high rate trickling or percolating filter provides an environment encouraging aerobic 
microorganisms to feed on bacteria in the sewage. Sewage is pumped through spray bars and is trickled 
over stones in an open air tank. The trickling and the drops falling from one stone to the next provide 
exposure of the liquid to air, and the rocks provide a surface for microorganisms to live on. These 
conditions promote aerobic microorganism growth and consumption of sewage bacteria thus removing 
the remaining BOD and suspended solids. 

(2) A secondary sedimentation tank provides residence time to separate biological sludge from the 
purified water exiting the trickling filter. To destroy pathogenic organisms, the water is disinfected with 
hypochlorate, ozone (0 3 ), or ultraviolet (UV) light and discharged to a stream or natural body of water. 
Periodic unannounced sampling by local authorities insures that the discharge remains within safe and 
legal limits. 

(3) Sludge from the secondary sedimentation tank consists of 90 percent organic matter and 2 to 4 
percent solids and is pumped back to the primary sedimentation tank. 

(4) Sludge from the primary sedimentation tank is mostly water containing organic matter. It is 
pumped to a sludge thickener. In the thickener, sludge volume is reduced to half and effluent is recycled 
to the primary sedimentation tank. The sludge is then pumped to the digestion unit. In the digester, 
organic matter in the sludge is decomposed by anaerobic bacteria which further breaks down the sludge 
rendering it inert and eliminating health concerns. Anaerobic bacteria does not require free 2 to 
decompose organic matter. It does allow separation of solids and water, reduces sludge volume, increases 
sludge density and produces combustible methane gas in combination with other gases. 

(5) Sludge produced in the digester consisting of relatively stable inert organic and inorganic 
compounds continues on to a sludge dewatering system and then disposal. It can also be sold as soil 
conditioner. The supernatant liquids (usually a clear liquid overlying material deposited by settling or 
precipitation) produced are returned to the primary sedimentation tank and the gases are cleaned and 
stored. The combustible gases can be used to generate heat for local processes or sold as combustible 
fuel. 

(6) Monitoring of sewage flow and effluent discharge is required by the Environmental Protection 
Agency (EPA) when National Pollution Discharge Elimination System (NPDES) compliance is required 
as part of the discharge permit. 



10-3. General water and sewage treatment equipment description and operation 
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There are many ways to treat water to be used in industrial processes and for human consumption. In 
addition there are also many ways to treat sanitary sewage so that it can be safely returned to the natural 
water cycle. Following is a discussion of some of the equipment and systems available to treat water and 
sewage. 

a. Water disinfection. Chlorination is the traditional disinfectant used in municipal water treatment. It 
is a strong oxidizing agent, inexpensive, reliable, easy to use and monitor and safe when handled 
properly. Chlorination with chlorine gas is the oldest method of continuous disinfection method used in 
public water supplies. It was initially introduced in 1904. Disinfection by chlorination has been studied 
extensively, and is the standard by which other disinfection procedures are judged. Disinfecting forms of 
chlorine are hypochlorites, chlorine dioxide and products of chlorine-ammonia reactions. 

(1) Simple diffuser systems are adequate for distributing chlorine into water, with warming of the 
supply tank required for high feeding rates. Hazards of working with chlorine include explosions of 
pressure vessels (especially if corrosion weakens them) and violent reactions when chlorine comes in 
contact with oxidizable substances. 

(2) Chlorination is the final step for most wastewater treatment plants. In addition to disinfection 
of the effluent, BOD is reduced because reaction with chlorine substitutes for reaction with 2 . The 
residual chlorine discourages iron bacteria that form slimes in effluent conduits and insects are also 
killed. Most smelly compounds in treatment plant effluents are easily reacted with chlorine, usually to 
odorless products. Unfortunately, the products of chlorination may be hazardous and some are known 
carcinogens. Concentrations in the environment may be much higher than in the effluents because 
microorganisms or other life forms ingest and store chlorinated organic compounds. 

(3) 3 (ozone) is also used for disinfection. 3 is a colorless gas at room temperature, and has a 
peculiar, pungent odor. 3 is unstable and cannot be produced and transported. It is generated at its point 
of use by an electrical corona discharge or UV irradiation of dry air or 2 . 3 can be injected or diffused 
into the water supply stream. 

(4) Advantages of 3 over chlorine include the following. 

(a) Safety problems of chlorine storage, handling, and transportation are eliminated. 3 is 
produced on-site. 

(b) 3 destroys both bacteria and viruses, while chlorine is not very effective against viruses. 

(c) 3 has shorter treatment times (one to ten minutes for 3 versus 30 to 45 minutes for 
chlorine). 

(d) There are lesser pH and temperature effects with 3 . 

(e) High dissolved 2 concentration from ozonation improves receiving stream quality. 

(f) No toxicity to aquatic life has been found in studies of 3 disinfection. 

(g) No buildup of bioaccumulatable residuals has been observed in 3 -treated effluents. 
(h) There is no increase in total dissolved solids in Q 3 -treated water. 



10-6 



TM 5-697 



(i) Wastewater quality improvements such as turbidity reduction and effluent decolorization 
accompany 3 treatment. 

(5) The disadvantages in using 3 to treat water include the following. 

(a) It is costly to produce 3 , for both capital equipment and operating power requirements. 

(b) 3 is toxic. The Public Health Department has set the maximum safe working 
concentration at 0.1 ppm. 

(c) There is great difficulty in accurately determining the concentration of 3 in water. The 
best method thus far has an error of ± 1 percent . 

(6) UV light is another method of disinfection. UV light used for disinfection occupies the 
spectral range from just below visible light to soft X-rays. UV radiation at about the center of the range 
has been found to kill or deactivate many pathogens. UV treatment does not necessarily kill the target 
organism, instead the radiation alters cell DNA so that the organism is sterilized. This serves to inactivate 
the pathogen so that it cannot proliferate and cause disease. 

(7) Bacteria are the easiest group to treat and differ the least in amount of radiation required. 
Viruses are most resistant and variable. Cysts and worms are unaffected by UV light so if present they 
must be treated by another procedure. 

(8) UV treatment adds nothing to the water and does not require the addition of treatment 
materials as long as the system used is maintained in good operating condition. Extensive contact time is 
not required in this process making it a time efficient treatment option. 

(9) The major disadvantage is that there is no residual for treatment beyond the device. If 
contaminants enter after treatment, another disinfection method such as chlorination must be used to 
sanitize the system and treat the water. Some pathogens deactivated by UV light may be reactivated 
when exposed to 2 . UV light is easily absorbed by solids, including particulate matter in the water or 
deposits on the lamp surface. As a consequence, UV light treatment should only be attempted on clear 
water. Water systems which store potable water for long periods may require disinfection to control the 
growth of biological contaminants and algae. Water samples taken are tested to determine the amount 
and strength of hypochlorite solution treatment needed. Disinfection can be accomplished by directly 
injecting hypochlorite into the water, adding hypochlorite into a recirculating side stream or a 
combination of both. 

b. Process water treatment. Open process water systems in cooling towers are constantly exposed to 
air and with constant evaporation, raw water is continually being introduced. As a result the cooling 
water can contain large amounts of dissolved 2 and the concentration of impurities/dissolved solids 
increases significantly over time. Frequent water quality monitoring is needed to control corrosion, scale 
formation, growth of biological agents and pH. The dissolved solids are usually removed with controlled 
periodic blowdown of the system. Treatment methods can be as simple as an operator adding slugs of 
chemicals to a pot/tank or can be as sophisticated as using a continuous analyzer to automatically control 
operation of chemical metering pumps. The pumps inject chemicals into the water stream to maintain 
uniform water quality. The analyzer reads output signals from instruments/probes in the process water 
stream to measure pH, conductivity, dissolved solids concentration, raw water flow and corrosion. The 
analyzer signals metering pumps to inject appropriate quantities of chemicals in the water to adjust 
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quality. In less sophisticated systems where periodic sampling has indicated changes to water quality are 
slow and fairly constant, fixed doses of chemicals can be injected by metering pumps run on timers. 

(1 ) Steam boilers above 600 psig may have problems with water foaming and caustic 
embrittlement of metal components. For these boilers water quality is typically accomplished by a 
combination of chemical treatment, deaeration and blowdown. 

(2) Deaeration is the removal of dissolved gaseous carbon dioxide (C0 2 ) and 2 from supply 
water. These gases greatly increase corrosivity and when heated in boiler systems combine with water to 
form carbonic acid. Removal of 2 , C0 2 , and other non-condensable gases from boiler feedwater is vital 
to boiler equipment longevity as well as safety of operation. Carbonic acid corrodes metal, reducing the 
life of equipment and piping. It also dissolves iron which when returned to the boiler precipitates and 
causes scaling on the boiler tubes contributing to reduced life and also increased energy consumption to 
achieve heat transfer. 

(3) Mechanical deaeration is typically utilized prior to the addition of chemical 2 scavengers. In 
mechanical deaeration boiler feedwater is heated with steam. This scrubbing action releases 2 and C0 2 
gases which are then vented. Trace 2 is removed with a chemical 2 scavenger such as Na 2 S0 3 or 
N 2 2 . Free C0 2 can be removed by deaeration, but this process only removes small amounts of combined 
C0 2 . The majority of the combined C0 2 is removed in the steam, subsequently dissolving in the 
condensate and causing corrosion problems. These problems can be controlled through the use of volatile 
neutralizing amines or filming amines. 

(4) Water softeners are used to remove dissolved solids for reduced foaming and scale formation. 
Water softeners contain a plastic bead or zeolite in a column. The zeolite is saturated with sodium 
chloride, salt. When water is passed through the column, the calcium and magnesium in the water is 
replaced with sodium. The water is said to be soft at this point. The sodium compounds do not settle out 
and cause scale or other problems of the hard water. The column is regenerated with a strong salt/brine 
solution and backflushed. 

(5) Ion exchange units have a cation exchange column to remove metals and hardness and an 
anion exchange column to control alkalinity and reduce corrosion, embrittlement, hard scale and foaming. 
Each exchange column uses a treated resin bed to collect contaminants through a chemical exchange 
process. When the beds become saturated they are back washed, treated with an electrolyte, rinsed and 
placed back in service. Duplex columns are used to achieve continuous operation. 

c. Water treatment piping. For water treatment systems common pipe, valve, and pump materials 
include cast and forged carbon and stainless steel. Low pressure systems can use plastic materials such as 
polyvinyl chloride (PVC). 

d. Sewage treatment processes. Other methods for treating sanitary sewage are discussed in the 
following paragraphs. 

(1) The plug flow activated sludge process is another process used to treat sanitary sewage. This 
process meets secondary treatment effluent limits. The process includes a bar screen as preliminary 
treatment and a comminutor (a device which reduces material to minute particles, pulverizer), a grit 
chamber and oil and grease removal units. The primary aerated wastewater and acclimated micro- 
organisms are aerated in a tank. Flocculent activated sludge solids are separated from the wastewater in a 
secondary clarifier. The clarified wastewater flows forward for further treatment or discharge. A portion 
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of the clarifier sludge is returned to the aeration tank for mixing with the primary-treated influent to the 
basin and the remaining sludge is pumped to the sludge handling portion of the treatment plant. 

(2) Another sanitary treatment process is the stabilization or oxidation pond process. This 
process uses a relatively shallow body of wastewater in an earthen basin to treat a variety of wastewater 
and functions under a range of weather conditions. The ponds can be aerobic or layered with aerobic and 
anaerobic layers. They can be used in combination with other treatment processes. Their operational and 
maintenance requirements are minimal. 

(3) Advanced wastewater treatment achieves pollutant reductions by methods other than 
sedimentation, activated sludge and trickling filters used in conventional treatment. Advanced treatment 
employs a number of different unit operations, including ponds, post-aeration, micro-straining, various 
types of filtration, carbon adsorption, membrane solids separation, land application, biomass growth, soil 
biota growth, nitrification/de-nitrification and other treatment processes. Phosphorus and nitrogen 
removal processes can consist of additional treatment ponds; post-aeration through advanced methods; 
and the addition of minerals, lime, metal salts and polymers for removal through flocculation (mass 
formed by the aggregation of a number of fine suspended particles) or precipitation. 

e. Sewage treatment ancillary equipment. Following is a description of some of the types of ancillary 
equipment needed for the treatment of sewage. 

(1) Sewage flow measurement is needed to assure compliance with permits and to evaluate and 
adjust treatment processes. Flow can be measured with weirs, Parshall flumes and magnetic and 
ultrasonic flow meters. 

(2) Sewage sampling is needed to assure compliance with permits and to evaluate and adjust 
treatment processes. Proportional flow, composite and grab-sample collection sampling is done at several 
locations in the process for this purpose. 

(3) Monitoring equipment is used to indicate and/or record flow quantities and pressure, 
temperature, liquid levels, velocities, dissolved 2 , biochemical 2 demand, total suspended solids, 
ammonia, nitrate and pH. 

(4) Sewage lift stations and sump pumps are needed where there is not enough elevation drop 
available for the sewage to flow by gravity all the way to the septic tank or treatment plant. Lift stations 
provide pits or sumps with submerged centrifugal motor driven pumps or compressed air driven ejector 
pumps. 

10-4. Pre-functional test plan and functional performance test plan for water and sewage 
treatment systems 

This manual assumes that individual components and packaged equipment have been tested by the 
manufacturer. As part of the commissioning effort each component should be checked for damage, 
deterioration and failures by a procedure using inspections and tests as defined by the specific equipment 
manufacturers. Equipment manuals from manufacturers identify the minimum required receipt 
inspections, handling and installation procedures, drawing and wiring verification, field inspection and 
installation checks, verification of removal of shipping braces, inspection of installation against drawings 
and nameplates, inspection of components for damage and cleanliness, inspection of insulators and 
grounding, inspection of anchorage and alignment, adjustment checks, mechanical operation and interlock 
checks, lubrication application and verification that local safety equipment is in place. 
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a. Chemical selection verification. As part of the commissioning effort proper selection and dose 
quantity of chemicals for treatment of water and sewage need to be verified. A procedure must be 
followed to insure proper chemical treatment and water quality. 

b. Safety, water and sewage treatment systems. Many tests on equipment involve the use of 
chemicals, combustible gases, high voltages, high currents, pressurized water and rotating or moving 
equipment. These conditions can be dangerous to personnel and damaging to equipment. A procedure 
must be followed to insure adequate safety rules are instituted and practiced to prevent explosion and/or 
injury to personnel performing the tests and other personnel who might be in the local area. Sanitary 
manholes contain harmful gases and are considered confined space. Confined space entry safety 
procedures must be followed and adequate ventilation provided before entering a manhole. 

c. Test equipment, water and sewage treatment systems. It is important that in any test program the 
proper equipment is used. The equipment should be calibrated, in good condition and used by qualified 
operators as required by a procedure. Any test equipment used for calibration shall have twice the 
accuracy of the equipment to be tested. All equipment should be operated in accordance with its 
instruction manual. A procedure defining installation inspection and a system test needs to be provided. 

d. Inspection checklists for water and sewage treatment systems. Inspection checklists for the typical 
water and sewage treatment systems are presented in figure 10-5, Example of a completed DA Form 
7487-R, Water supply and treatment system inspection checklist and figure 10-6, Example of a 
completed DA Form 7488-R, Sewage treatment systems inspection checklist. These are filled out to 
serve examples of typical equipment conditions. For convenience, this checklist is included unpopulated 
at the end of this technical manual. 

10-5. Possible failures and corrective measures for water and sewage treatment systems 

Table 10-1 on page 10-13 lists general problems that may arise during the testing of equipment and 
systems along with possible troubleshooting techniques. For all problems, consult equipment and 
component manuals for troubleshooting directions. Check fuses/lights/breakers/etc. , for continuity, check 
equipment calibration and settings, check for clogged filters, strainers and lines, check for closed manual 
shut off valves, check for improperly adjusted valves and equipment and look for faulty equipment and 
connections. 
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WATER SUPPLY AND TREATMENT SYSTBVI INSPECTION CHECKLIST 

For used this form, seeTM 5-697; the proponent agerry is CDE 



1. PLANT 
Building 42 

4. BOUIPMEM" 



SECTIONA-CUSTCMERDATA 

2. LOCATION 
Washington, DC 

5. SYSTEM DESIGNATION 
WPT 22 



3. JOB NUMBS? 
B42-105 

6. DATE(YYYVMVDD) 



20030117 



7. TEST ECU [PMB\TT" 

Water test kit 22, Pro-Master equipment 



8. IbSlbUBY 
Charles Gray 



SECT! CNB-EQJJIPMENT DATA 



9. BACK FLOA/PFBflsrrERMANUFACnjFSR 
PVC 



10. MCDB_NO 
PV-4300 



11. SERALNO 
543622 



12. FLCWRAT1NG 
4 inch pipe 



13. PRSSUREREGULATOR 
PVC 

17. CHEMICAL FTBD FOTMANUFACTURER~ 
PVC 



21. 



CHKKPaNT 



BCTSaOROFgjUIPMBMT 
OCMPLETHMESS CF ASSEMBLY 



14. MCDB_NO 
PV-8900 

18. MCDB_NO 
PV-9200 



15. SERALNO 
653466 

19. SERALNO 
987676 



16. FLCWRAT1NG 

As required sizing 

20. CAPACITY 

As req'd for system ops 



SECTIC)NC-VISUALAI\DMECHANICALINSPECTION 



CONID* 

A 
A 



NOTTS 



CHF1X POINT 



IDBNfTIHCATlON 
BFAaNGSUPPORTS 



COND* 

A 
A 



NOTTS 



INTTK.OCKS 
INSTRJMENTS 



A 
A 



LABBJNG AND TAGGING 
\ACFKING SPACE 



A 
A 



PFOPSRGRXINDING 



ANCHORAGE 



PFCPFJ; INSULATION 

TIGHTNESS OF BCLTOOCNNET1CNS 



A 
A 



CDMPARSON TO DRAWNGS 
V\flD INSPECTION 



A 
A 



LEAKS 



22. 



BACK FLOA/PREVENTER 
PRSSUREFG3ULATOR 



SECTION D -CAU BRAT1 ON AND SETTING 

DTSCRPTION 

Perform required test procedure to confirm operation 
Perform required test procedure to confirm operation 



NOTTS 



GAGES 

LIMIT Si/UTCHES AND LINKAGES 



Check against standard 

Check for operation, corrosion, etc. 



SECTION E-SYSTB/I TESTS 



23. 



PASS 



TAIL 



COMMENTS 



NOTTS 



WVTTfiQUALITY 

HYDFOSTAT1CTT5T 

STRMNER3TTLTHS 



X 
X 
X 



SYSTB/ITT5T 
24. NOTTS 



X 



'CONDITION: A= ACCEPTABLE R= NEH3SFB3AIR FffLACHVIENT ORADJUSTMB\TT; C= GOHiJILD; NA= NOT APPLICABLE 
DA FORM 7487-R, DEC 2002 



Figure 10-5: Example: DA Form 7487-R 
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SEWAGE TREATMENT SYSTHV1 INSPECTION CHECKLIST 

For used t lis form, seeTM 5-697; the proponent agercy is CDE 


SECTICNA-CUSTCMERDATA 


1. PLANT 
Building 43 


2. LOCATION 
Washington, DC 


3. JOB NUMBS! 
B43-106 


4. HJUIPMBvn" 


5. SYSTEM DESIGNATION 


6. DATE(YYYYMUDD) 

20030112 


7. TESTBDJIPMENT 


8. TESTED BY 
Charles Gray 


SECTI ON B - ECU PM ENT DATA 


9. SFPTICTANKMANUFACTURER 
Various 


10. MCDB_NO 
2200 


11. SERALNO 
UK534 


12. FLCWRATINGGPD 
2000 


13. PUMP MANUFACTURE! 
Gould 


14. MCDB_NO 
G270 


15. SERALNO 
LM987 


16. FLCWRATINGGPM 
250 


17. SLUDGEDIGESTFJR 
ATC 


18. MCDB_NO 
25 


19. SERALNO 
HN976 


20. FLOA/RATINGGFO 
2000 


SBCTIONC-VISUALANDMECHANICALINSPBCTION 


21. 

CHECKPOINT 


CCND* 


NOTES 


CHECKPOINT 


CCND* 


NOTES 


EKTTfaORCfBJUIPMBW 


A 




BRAONG 


A 




COMPLETHNIESS OF ASSEMBLY 


A 




LABBJNG AND TAGGING 


A 




BQUIPMLM" FDTATION 


A 




TIGHTNESS OF BCLTH3 CONNECTIONS 


A 




LlHTTTCCAL/MLCHANICALINrTERjOCKS 


A 




LEAKS, UNEBLCCKAGES 


A 




SAFOYINTEFLCCKS 


A 




WCFWNG SPACE 


A 




INSTRUMENTS 


A 




ANCHORAGE 


A 




PFDPB3GFDUNDING 


A 




INSTALLATION AND UNESLOPE 


A 




PFOPB3IN9ULATION 


A 




CCMRARSON TO DRAWNGS 


A 




PFOPB3LUBRCATICN 


A 




CONTROL SYSTBVI 


A 




EQUIPMENT IDBsmHCATlON 


A 










SECTI ON D- CALIBRATION AND SET PCI NT 


22 


DESCRPTION 


NOTES 


SBMSORS 


Check against standard and proper operation 




GONTTOJJTS 


Check for full operation 




ACTUATORS 


Check full operation range 




FLCWMETffS 


Check against standard and proper operation 




MONITCRNG BOUIPMBMT 


Compare reading with manual readings 




SAMPLING EQUIPMENT 


Check for cross contamination and completeness of package 




METERING FUMPS 


Check for accuracy and compare to standard 




SECTION E-SYSTEM TESTS 


23 


PASS 


FAIL 


COMMENTS 


NOTES 


FLOW 


X 








DIGESTTfSOFFGAS 


X 








BTLUENT SAMPLE TESTS 


X 








SYSTB/ITEST 


X 








24. NOTES 


* CONDITION: A= ACCEPTABLE R= NB33S REPAIR Fff>l/ 










\C3MBnT ORADJ 


JSTMENT;C=COI 


-mJILD; NA 


= NOT APPLICABLE 











DA FORM 7488-R DEC 2002 



Figure 10-6: Example: DA Form 7488-R 
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Table 10-1. Possible failures and corrective actions for water supply, water treatment and sewage 

treatment systems 





Areas to Check 


General Controls 




Devices will not close/trip 


Check mechanical alignment of limit switches 

Check interlocks and safeties 

Check relay and protective device settings and operation 

Check for mis-wired circuits 

Check the control circuit 

Check controller set point 


Devices trip inadvertently 


Check relay and protective device settings and operation 

Check for mis-wired circuits 

Check the control circuit 

Check for system overload or short 

Check grounds 



Water supply and treatment systems 




Water will not flow 


Check city water supply pressure 
Check filters and strainer 
Check interlocks, safeties 
Check for closed shut off valves 
Check pressure regulator setting 


Poor water quality 


Check for correct chemicals 

Check for correct quantity of chemicals added 



Sewage treatment systems 




Will not start or shuts down 


Check PLC and program 

Check power supply 

Check power supply to pumps and equipment 

Check controls, switches, starters, and disconnects 

Check controller set point 

Check sensors, actuators, and indicators 

Check safeties and interlocks 


Sewage, sludge or water will not flow 
or backs up 


Check power supply to pumps and equipment 

Check check-valve installation direction 

Check motor rotation and ampere load 

Check controls, switches, starters, and disconnects 

Check controller 

Check safeties and interlocks 

Check for clogged or stopped-up waste, drain, or vent piping 

Check septic tank for clogged inlet or discharge lines 


Odor coming from the system or 
improper effluent quality 


Check PLC 

Check controls, sensors and actuators 

Check chemical metering pumps 

Check trickling spray bars for proper spray pattern 

Check sludge levels 

Check vents 

Check gas collection system 

Check influent for toxic material, grease, bleach, gasoline, etc. 

Check aeration rates 
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APPENDIX A 
REFERENCES 



Required Publications 

Government Publications 

Department of the Army 

TM 5-685 

Operation, Maintenance and Repair of Auxiliary Generators (cited in paragraph 5-lc) 

TM 5-690 

Grounding and Bonding for C4ISR Facilities (cited in paragraph 9-lc) 

TM 5-692-1 

Maintenance of Mechanical and Electrical Equipment at C4ISR Facilities, Recommended Maintenance 

Practices (cited in paragraphs 4-lc, 5-lc, 6-lc, 7-lc, 9-lc, and 10-lc) 

TM 5-692-2 

Maintenance of Mechanical and Electrical Equipment at C4ISR Facilities, System Design Features 

[cited in paragraphs 4-lc, 5-lc, 6-lc, 7-lc, 9-lc, 10-lc, and 10-2(b)(2)] 

TM 5-694 

Commissioning of Electrical Systems for Command, Control, Communications, Computers, 
Intelligence, Surveillance and Reconnaissance (C4ISR) Facilities, chapter 5 (cited in paragraphs 5-1 
and 5-lc) 

TM 5-810-4 

Compressed Air (cited in paragraph 6-lc) 

TM 5-815-3 

HVAC Control Systems (cited in paragraph 4-lc) 



Department of Commerce 
14 th Street and Constitution A\ 
Washington, DC, NW, 20230 



NISTIR 4758, NTIS PB92-173012INZ 

HVAC Functional Inspection and Testing Guide, March 1992 (cited in paragraph 4-4e) 

Department of Defense 

Document Automation and Production Service 

Building 4/D, 700 Robbins Ave., Philadelphia, PA 19111-5094 

UFC 3-600-1: Fire Protection Engineering for Facilities (cited in paragraph 7-lc) 
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UFC 3-600-2: Inspection, Testing and Maintenance of Fire Protection Systems (cited in paragraphs 7- 
lc and 7-2a) 

Department of Energy 
1000 Independence Avenue 
Washington, DC, SW, 20585 

Building Commissioning Guide, Version 2.2, USGSA, USDOE (1998) (cited in paragraph 3-lb) 

Model Commissioning Plan and Guide Specifications, USDOE, Oregon Office of Energy, Portland 
Energy Conservation, Inc. (PECI), Portland, Oregon, Version 2.05 (1998) (cited in paragraph 3-lb) 

Section 15998 

Pre-functional Checklists Mechanical (cited in paragraph 4-4e) 

Section 15999 

Sample Functional Test Procedures Mechanical (cited in paragraph 4-4e) 

Occupational Health and Safety Administration (OSHA) Regulations (Standards 29 CFR) 

1910 - Subpart N Material Handling and Storage, 1910.179 Overhead and gantry cranes, and 
1910.184 Slings (cited in paragraph 8-lc) 

1926 - Subpart H Material Handling, Storage, Use, and Disposal, 1926.251 Rigging equipment for 
material handling (cited in paragraph 8-lc) 

1926 - Subpart N Cranes and Derricks, 1926.550 Cranes, derricks, hoists, personnel hoists, and 
elevators; 1926.552 Cranes, derricks, hoists, elevators, and conveyors; and 1926.554 Overhead 
hoists (cited in paragraph 8-lc) 

Non-Government Publications 

American Society of Heating, Refrigerating and Air-Conditioning Engineers, Inc. (ASHRAE): 
1791 Tullie Circle, N.E., Atlanta, Georgia 30329 
Web site: http://www.ashrae.org 

Guideline 1-1996 

The HVAC Commissioning Process (1996) (cited in paragraphs 2-3d, 3-lb, and 4-lc) 

American Society of Mechanical Engineers (ASME): 

22 Law Drive, Box 2300, Fairfield, New Jersey 07007-2300 

Web site: http://www.asme.org 

A 17.1 

Safety Code for Elevators and Escalators (cited in paragraph 8-lc) 

B19.1 

Safety Standard for Air Compressor Systems (cited in paragraph 6-lc) 

B30 
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Cranes and Hoists (cited in paragraph 8-lc) 

B31.1 

Power Piping (cited in paragraph 6-lc) 

B31.3 

Process Piping (cited in paragraphs 4-lc, 5-lc, and 9-lc) 



Section 8 
Boiler and Pressure Vessels (cited in paragraph 6-lc) 

PTC-23 

Atmospheric Water Cooling Equipment (cited in paragraph 4-lc) 

Heating/Piping/ Air Conditioning Magazine (HP AC): 
April 1998, 1300 E. 9 th Street, Cleveland, Ohio 44114-1503 
Web site: http://www.hpac.com 

Building Commissioning Benefits and Costs, by Paul, C. Tseng, PE, CEM (cited in paragraph 2-3d) 

Management of Industrial Pollutants by Anaerobic Processes by Alan W. Obayashi and Joseph M. 
Gorgan, Rensselaer Polytechnic Institute, May 1984, Web Site www.rpi.edu (cited in paragraph 10-lc) 

National Fire Protection Association (NFPA) Codes and Standard: 

One Batterymarch Park, P.O. Box 9101, Quincy, Massachusetts 02269-9101 

Web site: http://www.nfpa.com 

Standard 12: Carbon Dioxide Extinguishing Systems (cited in paragraphs 7-lc and 7-3k) 

Standard 13: Installation of Sprinkler Systems (cited in paragraph 7-lc) 

Standard 25: Inspection, Testing and Maintenance of Water Based Fire Protection Systems (cited in 
paragraph 7-lc and 7-2a) 

Standard 72: National Fire Alarm Code (cited in paragraph 7-lc) 

Sterling Elevator Consultants, LLC 

471 Bushy Hill Road, Simsbury, CT 06070, 

Web site: http://www.sterlingelevatorcons.com/safety2.htm 

Technical Paper, Elevator Safety Presentation (cited in paragraph 8-lc) 



Related Publications 
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Non-Government Publications 

American Society of Heating, Refrigerating and Air-Conditioning Engineers, Inc. (ASHRAE): 
1791 Tullie Circle, N.E., Atlanta, Georgia 30329 
Web site: http://www.ashrae.org 

Manual for the Design of Smoke Control Systems for Buildings 

Standard 15: Safety Code for Mechanical Refrigeration 

Standard 30: Method of Testing Liquid Chilling Packages 

Standard 62: Ventilation for Acceptable Indoor Air Quality 

Standard 90.1: Energy Efficient Design of New Non-Residential Buildings and New High-Rise 
Residential Buildings 

National Fire Protection Association (NFPA) Codes and Standard 

One Batterymarch Park, P.O. Box 9101, Quincy, Massachusetts 02269-9101 

Web site: http://www.nfpa.com 

Standard 31: Installation of Oil Burning Equipment 

Standard 54: National Fuel Gas Code 

Standard 70: National Electric Code 

Standard 92A: Recommended Practice for Smoke Control Systems 

Prescribed Forms 

The following forms are printed in the back of this manual and are also available on the Army Electronic 
Library (AEL) CD-ROM (EM00001) and the USAPA web site ( www.usapa.army.mil) . 

DA Form 7477-R 

Heating Water System Inspection Checklist 

(Prescribed in paragraph 1-7 and 4-4d) 

DA Form 7478-R 

Chilled Water System Inspection Checklist 

(Prescribed in paragraph 1-7 and 4-4d) 

DA Form 7479-R 

Ventilation System Inspection Checklist 

(Prescribed in paragraph 1-7 and 4-4d) 



DA Form 7480-R 

Diesel Fuel System Inspection Checklist 

(Prescribed in paragraph 1-7 and 5-3c) 
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DA Form 748 1-R 

Lube Oil System Inspection Checklist 

(Prescribed in paragraph 1-7 and 5-3c) 

DA Form 7482-R 

Compressed Air System Inspection Checklist 

(Prescribed in paragraph 1-7 and 6-4c) 

DA Form 7483-R 

Wet Pipe Sprinkler System and Fire Detection System Inspection Checklist 

(Prescribed in paragraph 1-7 and 7-4a) 



DA Form 7484-R 

Lifting and Moving Devices Inspection Checklist 

(Prescribed in paragraph 1-7 and 8-3a) 

DA Form 7485-R 

Elevator Inspection Checklist 

(Prescribed in paragraph 1-7 and 8-3a) 

DA Form 7486-R 

High Altitude Electromagnetic Pulse (HEMP) Protection of Mechanical Systems Inspection Checklist 

(Prescribed in paragraph 1-7 and 9-3c 

DA Form 7487-R 

Water Supply and Treatment System Inspection Checklist 

(Prescribed in paragraph 1-7 and 10-4d) 

DA Form 7488-R 

Sewage Treatment Systems Inspection Checklist 

(Prescribed in paragraph 1-7 and 10-4d) 
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GLOSSARY 



Section I 

Abbreviations 

AE/CM 

Architect engineer and construction manager 

AH 

Air handling 

AHU 

Air handling unit 

ASHRAE 

American Society of Heating, Refrigeration, and Air-Conditioning Engineers, Inc. 

ASME 

American Society of Mechanical Engineers 

BOD 

Biochemical oxygen demand 

CA 

Commissioning authority 

C/C 
Cooling/coil 

C4ISR 

Command, Control, Communications, Computers, Intelligence, Surveillance, and Reconnaissance 

CFM 

Cubic feet per minute 

CHWS 

Chilled water system 

co 2 

Carbon dioxide 

CS 

Commissioning specialist 

DA/E 

Design architect/engineer 

DAS 
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Department of Administrative Services 

DDC 

Direct digital control 

DeCA 

Defense commissary agency 

DoDEA 

Department of Defense Education Activity 

DX 

Direct expansion 

EC 

Electrical contractor 

ECO 

Energy conservation opportunity 

EMCS 

Energy management control system 

EPA 

Environmental protection agency 

ESPC 

Energy savings performance contracts 

GC 

General contractor 

GSHP 

Ground source heat pump 

H&RP 

Heating and refrigeration plant 

H/C 

Heating/coil 

HEMP 

High altitude electromagnetic pulse 

HPAC 

Heating/Piping/ Air Conditioning 



HVAC 

Heating, ventilating, and air conditioning 
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IAQS 

Indoor air quality system 



IM&T 

Information management and technology 

MC 

Mechanical contractor 

NaOH 

Sodium hydroxide 

Na 2 S0 3 

Sodium sulfate 

NC 

Normally closed 

NFPA 

National fire protection association 

NO 

Normally open 

NPDES 

National pollution discharge elimination system 

N 2 H 2 

Hydrazine 

O &M 

Operating and maintenance 

O/O 

Owner/operator 

OSHA 

Occupational health and safety administration 

o 2 

Oxygen 

3 

Ozone 

P&Ids 

Piping and Instrumentation Design 



G-3 



TM 5-697 



PIV 

Post indicator valves 



PLC 

Program Logic Controller 

PP 

Pneumatic positioner 

PPM 

Parts per million 

PSIG 

Per square inch gauge 

PTHP 

Package terminal heat pump 

PVC 

Polyvinyl chloride 

PVT 

Performance verification testing 

RMCS 

Refrigerant management and control system 

SMACNA 

Sheet Metal and Air-Conditioning Contractors' National Association, Inc. 

TAB 

Testing, adjusting, and balancing 

USACERL 

United States Army Construction Engineers Research Laboratories 

USAF 

United States Air Force 

UV 
Ultraviolet 

VAV 

Variable air volume 

VLV 

Variable liquid volume 

Section II 
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Terms 

Acceptance 

When a system's readiness for operation has been demonstrated, verified, documented, and authorized. 

Acceptance test 

Functional performance test has replaced this terminology. 

Authority having jurisdiction 

An individual designated by government, the insuring institution and/or the company, who has 
knowledge of company operations, fire protection systems, and liability to life and property and who has 
the authority to stop operation of the facility when certain fire protection requirements are not met. 

Commissioning 

The systematic process of verifying, documenting, and ensuring that the systems in a new facility are 
designed, installed, functionally tested, and capable of being operated and maintained to perform 
according to the original design intent and owners' requirements. The process begins in the facilities 
program phase and progresses through design, construction/start-up, functional performance testing, and 
post functional performance phases, and lasts at least one year after project-closeout. Commissioning 
activities include training of operations and maintenance staff. During commissioning, functional 
performance tests and deferred functional performance tests are conducted on each system. These tests 
require written authorization for the systems to be accepted as ready for operation in the commissioning 
process. The commissioning process can be applied throughout the life of the facility (see re- 
commissioning). Commissioning requires the participation of all parties involved in the facility delivery 
cycle from the program phase to the post acceptance phase. 

Deferred functional performance tests 

Functional performance tests which cannot be accomplished immediately and need to be deferred to a 
later time because of seasonal reasons, lack of occupancy, deficiencies in other systems, or structures 
impacting the system under consideration or other reasons. A comprehensive acceptance test schedule 
including deferred acceptance tests should be developed as part of the acceptance test plan. 

Design basis document 

All information necessary to accomplish the design intent, including weather data, interior environmental 
criteria, other pertinent design assumptions, cost goals, and references to applicable codes, standards, 
regulations, and guidelines. 

Design intent 

A detailed explanation of the ideas, concepts, and criteria that are defined by the owner to be important. 
This typically is an expansion of the information provided in the owner's program. 

Final acceptance 

When all requirements of the commissioning process/plan have been completely satisfied, documented, 
and authorized as accepted. At this point all of the systems in a facility are deemed ready for operation. 
Final acceptance occurs at the completion of the post acceptance period and may take one year in 
duration. 

Functional performance test 
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The full range of checks and tests carried out to determine whether all components, subsystems, systems, 
and interfaces between systems function in accordance with the contract documents. In this contest, 
"function" includes all modes and sequences of control operation, all interlocks, and conditional control 
responses and all specified responses during design day and emergency conditions 

High altitude electromagnetic pulses (HEMP) 

HEMP are generated from the explosion of a nuclear bomb at high altitude. The burst from the bomb 
may cause large currents or potential differences to be induced in many types of conductors. This energy 
can couple to wires or any conductor above or below aground and induce signals which cause 
malfunctioning or destruction of sensitive equipment used in C4ISR facilities. 

Post acceptance 

The period of time occurring after project-closeout and before final acceptance. The post acceptance 
period may last for one year. It includes time for remaining or all deferred acceptance tests and the 
guarantee/warrantee period. 

Pre-Functional Performance Test 

A series of tests for specified equipment or systems, which determine that the systems are installed 
correctly, start up, and are prepared for the functional performance tests. Often these tests are in a 
checklist format. The pre-functional test checklists may be completed as part of the normal contractor 
start-up test 

Project-closeout 

The point in time when the systems are considered acceptable for the owner and/or his operating and 
maintaining contractor (O & M) take over operation of the facility and its systems. At this time some or 
all deferred acceptance tests and guarantee/warrantee work will remain to be completed. The post 
acceptance period begins at project-closeout. 

Re-commissioning 

A detailed condition assessment/retesting of an existing facilities' systems. During re-commissioning, 
functional performance tests are conducted on systems to establish acceptability. Re-commissioning 
requires subsequent "tune-ups" and fixes to bring systems back to design or current operating 
requirements. It includes all aspects of commissioning. Re-commissioning can occur only if a building 
or system had been previously commissioned. Re-commissioning involves the continued adjustment, 
optimization, and modification of systems to meet specified requirements. It includes updating 
documentation resulting from minor set point adjustments, system maintenance and calibration, major 
system modifications, and provides for ongoing training of operations and maintenance personnel. As in 
commissioning, re-commissioning requires authorization of satisfactorily completed tests for the systems 
to be considered acceptable and ready for operation. 

Retro-commissioning 

A detailed condition assessment/testing of an existing facilities systems, after the facility has been in 
operation and for which no commissioning activities have been conducted. Retro-commissioning 
requires all commissioning activities be performed and may require field work for preparation of 
drawings and documentation of equipment specifications. 

Systems Manual 

A document developed for a system that includes as-built drawings, equipment specifications, and 
equipment manuals which include installation instructions, operating instructions, maintenance 
instructions, and approvals from fire department inspectors, city, state, regulatory, and insurance officials. 
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The system manual also includes pertinent information gathered during the commissioning process such 
as a copy of the signed commissioning sign-off sheet, a table of contents, and a list of all items in the 
manual. 
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The proponent agency of this publication is the Chief of Engineers, United States Army. 
Users are invited to send comments and suggested improvements on DA Form 2028 
(Recommended Changes to Publications and Blank Forms) directly to HQUSACE, (ATTN: 
CEMP-OS-P), Washington, DC 20314-1000. 
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